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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE    
EXCL VAT 

LK800 ZKARM0001

Armatura AHSC-1000 Horizon IP-Based Core Controller
· IP-Based Core Controller 
· Token: Supports up to 800,000 (1:1) & 400,000 (1:N) 
· Mobile credential: 400,000(1:N) BLE / NFC / Dynamic QR Code
· Fingerprint:100,000 (1:1) & 50,000 (1:N)
· Supports up to 129 access points, with 32 AHDU-1460 door units and 258 
readers 

 R       27 148,00 

LK800-1 ZKARM0002

Armatura AHDU-1160 Horizon IP-Based 1 Door Controller   
• Ultimate Authentication Performance
• PoE and 3rd Party Integration
• Threat Levels and Port Failover
• Advanced Access Control Functions
• Supervised and Programmable Inputs

 SQ 

LK800-2 ZKARM0003

Armatura AHDU-1260 Horizon IP-Based 2 Door Controller   
• Ultimate Authentication Performance
• PoE and 3rd Party Integration
• Threat Levels and Port Failover
• Advanced Access Control Functions
• Supervised and Programmable Inputs

 SQ 

LK800-3 ZKARM0004

Armatura AHDU-1460 Horizon IP-Based 4 Door Controller   
• Ultimate Authentication Performance
• PoE and 3rd Party Integration
• Threat Levels and Port Failover
• Advanced Access Control Functions
• Supervised and Programmable Inputs

 SQ 

LK800-4 ZKARM0005

Armatura AHEB-0808 Horizon IO Expansion Board
· 40 m illumination distance
· 130 dB true WDR, 3D NR
· Built-in MIC (-A)
· CVI/CVBS/AHD/TVI switchable
· IP67, 12 VDC
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 SQ 

LK800-5 ZKARM0007

Armatura ENC-1B Horizon Controller Enclosure
Controller Enclosure & Power Supply
Power Supply: Model AP258 Max. Output : 68.5W Input : 90-264Vac Out
Supports controller model: AHSC-1000/AHDU-1160/1260/1460 AHEB1602/021
Dimensions: LxWxH (350mm x 300mm x 90mm)

 SQ 

LK801-1 ZKARM0012

Armatura OMNIAC20-RNP Multi-Biometric Reader - 
125KHz & 13.56MHz
Verification: Face / Palm / QR code / RFID & Mifare
Face Authentication: 50 000 (1:1) 10 000 (1:N)
Palm Authentication: 20 000 (1:1) 5000 (1:N)
Frequency: 125kHz & Mifare 13.56 MHz
Token: 50 000 (1:1)(1:N)

 R       21 413,00 

ARMATURA

TIER ONE ACCESS CONTROL SOLUTIONS
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LK801-2 ZKARM0016

Armatura OMNIAC30-RNP Multi-Biometric Reader - 
125KHz & 13.56MHz
Verification: Face / Palm / QR code / RFID & Mifare
Face Authentication: 50 000 (1:1) 10 000 (1:N)
Palm Authentication: 20 000 (1:1) 5000 (1:N)
Card Type : ID (EM)/Mifare / DESFIRE / HID iClass / Felica / HID Prox
Power: POE & 9-24V 3A min

 SQ 

LK802-1 ZKARM0018

Armatura EP10C-DF Explorer EP Card Reader - 125 kHz / 
13.56 MHz / BLE
Frequency: 125 kHz / 13.56 MHz/ 2.4 GHz Bluetooth
Verification token: BLE / NFC / RFID / Mifare
Communications: Wiegand / RS485(OSDP)
Protection: IP68 / IK10 

 SQ 

LK802-2 ZKARM0031

Armatura EP20CKQ-DF Explorer EP Keypad Reader - Multi
• Designed for Advanced Security
• Supports Over 100 RFID Credential Types
• Touch Keypad / QR Code Scanner
Protection: IP68 / IK10

 SQ 

LK802-3 ZKARM0034

Armatura EP30CF-DF Explorer EP Fingerprint Keypad 
Reader - Multi
· Smart Dual Illuminators
· Max. 30 fps@1080p
· 40 m illumination distance
· 130 dB true WDR, 3D NR
· Built-in MIC
· CVI/CVBS/AHD/TVI switchable
· IP67, 12 VDC

 SQ 
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE    
EXCL VAT 

CC290-14 DH-HAC-B1A21P-0360B

Dahua HDCVI Cooper Bullet 1080p IR 20m 3.6mm   
· Max. 30 fps@1080p.
· Smart IR Illumination.
· 20 m illumination distance.
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 R     328,00 

CC290-16 DH-HAC-HFW1239TLMP-IL-A-
0360B-S2         

Dahua HDCVI Bullet 2MP Dual Illumination 40m 3.6mm 
Built-in MIC      
· Smart Dual Illuminators
· Max. 30 fps@1080p
· 40 m illumination distance
· 130 dB true WDR, 3D NR
· Built-in MIC (-A)
· CVI/CVBS/AHD/TVI switchable
· IP67, 12 VDC

 R     899,00 

CC292-11 DH-HAC-HFW1200CMP-A-
0360B-S5         

Dahua HDCVI Lite Bullet 1080P IR 30m 3.6mm Built-in MIC 
· Max 30fps@1080P
· CVI/CVBS/AHD/TVI switchable
· Built-in mic
· Max. IR length 30m, Smart IR
· IP67, DC12V 

 R     604,00 

CC292-9 DH-HAC-HFW1200RP-Z-IRE6-
2712-S6

Dahua HDCVI Lite Bullet 1080P IR 60m MVF 2.7-12mm  
· Max 30fps@1080P
· HD and SD output switchable
· 2.7-12 mm motorized lens
· Max. IR length 60 m, Smart IR
· IP67, DC12V

 R         1 277,00 

CC292-12 DH-HAC-HFW1500CMP-A-
0280B-S2         

Dahua HDCVI Lite Bullet 5MP IR 30m 2.8mm Built-in MIC 
· Max 25 fps@5MP (16:9 video output)
· CVI/CVBS/AHD/TVI switchable
· Max. IR length 30m, Smart IR
· Built-in mic
· IP67, 12V DC

 R     861,00 

CC292-21 DH-HAC-HFW1509TLMP-IL-A-
0360B-S2         

Dahua HDCVI Bullet 5MP Dual Illumination 40m 3.6mm 
Built-in MIC       
· Max 25 fps@5MP (16:9 video output).
· 120 dB true WDR, 3D NR.
· Smart Dual Illuminators.
· 40 m illumination distance.
· Built-in MIC.
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 R         1 214,00 

DAHUA
COOPER KITS, KIT ACCESSORIES, HDCVI CAMERAS, HDCVI XVR, IP CAMERAS, NVRS, DSS & 
STORAGE STORAGE, DSS MANAGEMENT SOFTWARE, NETWORK SWITCHES, KEYBOARDS, 
MONITORS, ACCESS CONTROL, INTERCOMS, WIRELESS, STORAGE SD CARDS, ACCESSORIES 
NETWORK CABLING, ACCESSORIES BRACKETS, ACCESSORIES CONTROLER & ALARM 
CONTROLLER, TESTER

HDCVI CAMERAS BULLET & DOME CAMERAS
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CC292-13 DH-HAC-HFW1500RP-Z-IRE6-A-
2712-S2                                      

Dahua HDCVI Lite Bullet 5MP IR 60m MVF 2.7-12mm Built-
in MIC                                                                                          
· Max 25 fps@5MP (16:9 video output)
· CVI/CVBS/AHD/TVI switchable
· 2.7 mm–12 mm motorized lens
· Built-in mic
· Max. IR length 60 m, Smart IR
· IP67, 12V DC

 R               1 635,00 

CC291-15 DH-HAC-T1A21P-0280B

Dahua HDCVI Cooper Eyeball Camera 1080p IR 20m 
2.8mm                                                                                            
· Max. 30 fps@1080p.
· Smart IR Illumination.
· 20 m illumination distance.
· CVI/CVBS/AHD/TVI switchable.
· 12 VDC

 R                  342,00 

CC293-9 DH-HAC-HDW1200MP-0280B-
S5

Dahua HDCVI Lite Eyeball 1080P Metal IR 30m 3.6mm
· Max 30fps@1080P
· HD and SD output switchable
· Metal housing
· Max. IR length 30m, Smart IR
· IP67, DC12V

 R                  541,00 

CC291-5 DH-HAC-HDW1200EMP-A-
0280B-S5

Dahua HDCVI Lite Eyeball 1080P Metal IR 50m 2.8mm 
Built in MIC
· Max. 30 fps@1080p.
· Smart IR Illumination.
· 50 m illumination distance.
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 R                  669,00 

CC291-8 DH-HAC-HDW1239TP-IL-A-
0360B-S2                                                                                

Dahua HDCVI Eyeball 2MP Dual Illumination 40m 3.6mm 
Built in MIC
· Smart Dual Illuminators
· Max. 30 fps@1080p
· 40 m illumination distance
· 130 dB true WDR, 3D NR
· Built-in MIC 
· CVI/CVBS/AHD/TVI switchable
· IP67, 12 VDC

 R                  943,00 

CC293-10 DH-HAC-HDBW1200RAP-Z-
2712-S6

Dahua HDCVI Lite Dome 1080P IR 30m MVF 2.7-12mm                           
· Max 30fps@1080P
· HD and SD output switchable
· 2.7-12 mm motorized lens
· Max. IR length 30 m, Smart IR
· IP67, IK10, DC12V

 R               1 277,00 

CC292-14
DH-HAC-HDW1500TLMQP-A-
0280B-S2                                                

Dahua HDCVI Lite Eyeball QI 5MP IR 30m 2.8mm Built in 
MIC                                                                        • Max. 
20fps@5MP
• Built-in mic
• 2.8mm optional
• Max. IR length 30m, Smart IR

 R                  864,00 

CC292-22 DH-HAC-HDW1509TP-IL-A-
0360B-S2                                                                           

Dahua HDCVI Eyeball 5MP Dual Illumination 40m 3.6mm 
Built in MIC                                                                                    
•  120 dB true WDR, 3D NR.
• Smart Dual Illuminators.
•  40 m illumination distance.
•  Built-in MIC.
•  3.6 mm fixed lens
•  IP67, 12 VDC.

 R               1 303,00 

CC292-16 DH-HAC-HDBW1500RP-Z-2712-
S2                                             

Dahua HDCVI Lite Dome  5MP IR 30m MVF 2.7-12mm                       
· Max 25 fps@5MP (16:9 video output)
· CVI/CVBS/AHD/TVI switchable
· 2.7 mm–12 mm motorized lens
· Max. IR length 30 m, Smart IR
· IP67, IK10, 12V DC

 R               1 505,00 
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CC299-4 DH-SD49225-HC-LA1                              

Dahua HDCVI Speed Dome 1080P 25X Starlight IR 100m 
(NO PSU)    
· 1/2.8” 2Megapixel STARVIS™ CMOS
· Powerful 25x optical zoom
· Starlight technology
· 120dB true WDR, 3D DNR
· Max. 25/30fps@1080P, 25/30/50/60fps@720P
· IR distance up to 100m
· IP66

 R               7 752,00 

CC299-3 DH-SD59225-HC-LA                

Dahua HDCVI Speed Dome 1080P 25X Starlight IR 150m     
· 1/2.8" 2Megapixel STARVIS™ CMOS
· Powerful 25x optical zoom
· Starlight technology
· 120 dB true WDR, 3D DNR
· Max. 25/30 fps@1080P, 25/30/50/60 fps@720P
· IR distance up to 150 m
· IP66

 R               9 014,00 

CC134-12 DH-HAC-HUM3200AP-0280P-
S5                                           

Dahua 2MP HDCVI IR 10m 2.8mm Cube PIR Camera                                                                                                                
· Max 30 fps@1080p.
· 10 m illumination distance (940nm IR No IR Exposure).
· CVI/CVBS/AHD/TVI switchable.
· 12 VDC

 R                  833,00 

CC134-7 DH-HAC-HUM3201BP-0280P-
S2     

Dahua HDCVI Pinhole 1080P Starlight 2.8mm Audio IO                                                                                                                
· Starlight, 120dB true WDR, 3DNR
· Max 30fp@1080P
· HD and SD output switchable
· Audio in interface
· DC12V

 R               1 253,00 

CC290-13
DH-HAC-ME1509THP-A-PV-
0360B-S2                                        
While Stocks Last                                                                                                                            

Dahua HDCVI Bullet Active Deterrence 5MP IR 40m 
3.6mm Built in MIC
 · Max 25 fps@5 MP (16:9 video output).
· 120 dB true WDR, 3D NR.
· Smart Dual Light.
· Protection Against Red-Blue Light Interference.
· Active deterrence with red blue light, siren and alarm out interface.
· 40 m illumination distance.
· Built-in MIC.
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 R               1 942,00 

CC290-18
DH-HAC-ME1509HP-A-PV-
0280B-S2                                                    
While Stocks Last                                      

Dahua HDCVI Dome Active Deterrence 5MP IR 40m 
2.8mm Built in MIC                               
· Max 25 fps@5 MP (16:9 video output).
· 120 dB true WDR, 3D NR.
· Smart Dual Light.
· Protection Against Red-Blue Light Interference.
· Active deterrence with red blue light, siren and alarm out interface.
· 40 m illumination distance.
· Built-in MIC.
· CVI/CVBS/AHD/TVI switchable.
· IP67, 12 VDC.

 R               1 937,00 

HDCVI CAMERAS PINHOLE & IOT

HDCVI CAMERAS PTZ CAMERAS

7

Retail pricelist January 2024



CD31-15 DH-XVR1B04-I (V2.0)                        

Dahua XVR Cooper WizSense 4 Ch 1080N Penta-brid                                                                                                  
· 4-ch SMD Plus for analog channels which allows the device to trigger
 accurate alarms for humans and vehicles.
· 4-ch AI Coding supports saving on storage and bandwidth while 
maintaining the details of targets in videos.
· Smart H.265+/H.265 dual-stream video compression.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Up to 5-ch IP camera inputs and each channel supports up to 2 MP. Max 
20 Mbps incoming bandwidth.

 R               1 067,00 

CD32-19 DH-XVR1B08-I (V2.0)                                      

Dahua XVR Cooper WizSense 8 Ch 1080N Penta-brid                                                                                     
4-ch SMD Plus for analog channels which allows the device to trigger
 accurate alarms for humans and vehicles.
· 8-ch AI Coding supports saving on storage and bandwidth while
 maintaining the details of targets in videos.
· Smart H.265+/H.265 dual-stream video compression.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Up to 10-ch IP camera inputs and each channel supports up to 6 MP. Max 
40 Mbps incoming bandwidth.

 R               1 345,00 

CD32-21 DH-XVR5108HS-I3 (V3.0)                                                  

Dahua 8 Channel XVR 5M-N/1080P Compact 1 SATA 
WizSense                                              
· H.265+/H.265 dual-stream video compression.
· Supports all-channel AI Coding.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Max 12 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps 
incoming bandwidth.
· Up to 4 channels video stream (analog channel) perimeter protection.
· Up to 8 channels video stream (analog channel) SMD plus.
· Up to 2 channels video stream (analog channel) human face recognition.
· IoT & POS functionalities.

 R               2 349,00 

CD32-17 DH-XVR5108H-4KL-I3 (V2.0)                       

Dahua XVR WizSense 8 Ch 4K Penta-brid                                                                               
· H.265+/H.265 dual-stream video compression.
· Supports Full-channel AI Coding.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Max 16 channels IP camera inputs, each channel up to 8MP; Max 128 
Mbps incoming bandwidth.
· Up to 8 channels video stream (analog channel) Perimeter Protection.
· Up to 8 channels video stream (analog channel) SMD Plus.
· Up to 2 channels video stream (analog channel) human face recognition.
· IoT & POS functionalities.

 R               4 539,00 

CD33-22 DH-XVR1B16-I                                                                   

Dahua XVR Cooper WizSense 16 Ch 1080N Penta-brid             
· H.265+/H.265 dual-stream video compression
· Supports Full-channel AI-Coding
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs
· Max 18 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps 
Incoming Bandwidth
· Long transmission distance over coax cable
· Up to 8 channels video stream (analog channel) SMD Plus

 R               2 395,00 

CD33-23 XVR5116HS-I3                                               

Dahua XVR WizSense 16 Ch 4K Penta-brid                                                      
· H.265+/H.265 dual-stream video compression
· Supports Full-channel AI Coding
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs
· Max 24 channels IP camera inputs, each channel up to 6MP; Max 128 
Mbps incoming bandwidth
· Up to 4 channels video stream (analog channel) Perimeter Protection
· Up to 16 channels video stream (analog channel) SMD Plus
· Up to 2 channels video stream (analog channel) human face recognition
· IoT & POS functionalities

 R               4 407,00 

HDCVI XVR 4, 8, 16 & 32 CHANNEL

8
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CD33-20 XVR5116H-4KL-I3 (V2.0)   

Dahua XVR WizSense 16 Ch 4K Penta-brid    
· H.265+/H.265 dual-stream video compression.
· Supports Full-channel AI-Coding.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Max 32 channels IP camera inputs, each channel up to 8MP; Max 128
Mbps incoming bandwidth.
· Up to 8 channels video stream (analog channel) Perimeter Protection.
· Up to 16 channels video stream (analog channel) SMD Plus.
· Up to 2 channels video stream (analog channel) human face recognition.
· IoT & POS functionalities

 R         7 639,00 

CD34-7 DH-XVR5232AN-I3 (V2.0)

Dahua XVR WizSense 32 Ch Up to 5MP    
· H.265+/H.265 dual-stream video compression.
· Supports 16-channel AI-Coding.
· Supports HDCVI/AHD/TVI/CVBS/IP video inputs.
· Max 32 channels IP camera inputs, each channel up to 6MP; Max 128
Mbps incoming bandwidth.
· Up to 8 channels video stream (analog channel) Perimeter Protection.
· Up to 16 channels video stream (analog channel) SMD Plus.
· Up to 2 channels video stream (analog channel) human face recognition.
· IoT & POS functionalities.

 R         8 899,00 

CC417-43 DH-IPC-HFW2230SP-S-0280B-
S2-QH3          

Dahua IP Lite Bullet 1080P IR 30m 2.8mm Intrusion, tripwire      
· 2MP 1/2.8" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 2MP (1920 × 1080) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire.
· Max. 256 G micro SD card.
· 12V DC/PoE power supply.
· IP67 protection

 R         1 725,00 

CC418-1 DH-IPC-HFW2249SP-S-IL-0280B      

Dahua IP WizSense Bullet 2MP Dual Illumination 30m 
2.8mm Built in MIC       
• 2-MP · 2-MP 1/2.8" CMOS image sensor,  high definition image.
· Outputs max. 2 MP (1920 × 1080)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light/IR LED, the max. illumination distance is 30 m and
 the max. warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Supports max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· SMD Plus.

 R         2 068,00 

CC417-50 DH-IPC-HFW3241EP-AS-0360B-
S2       

Dahua IP WizSense Bullet 2MP IR 50m 3.6 mm Built in MIC 
with Alarm & Audio IO      
· 2 MP 1/2.8" CMOS image sensor, excellent low luminance performance
 and high definition of images
· Outputs max. 2 MP (1920 × 1080) @25/30 fps
· H.265 codec, high compression rate, ultra-low bit rate
· Built-in IR LED, max. IR distance: 50 m
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human)
· Max. 256 G Micro SD card. Built-in MIC
· 12 VDC/PoE power supply facilitates installation
· IP67 protection
· SMD 4.0, AI SSA

 R         2 629,00 

IP CAMERAS BULLET CAMERAS
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CC417-35
DH-IPC-HFW2231TP-ZS-27135-
S2-QH      
While Stocks Last

Dahua IP Lite Bullet 1080P IR 60m MVF 2.7-13.5mm 
Intrusion, tripwire       
· 2MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2MP (1920 × 1080) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 60 m.
· Intelligent monitoring: Intrusion, tripwire.
· Max. 256 G micro SD card.
· 12V DC/PoE power supply.
· IP67, 

 R         3 582,00 

CC417-64 DH-IPC-HFW2241TP-ZS-27135   

Dahua IP Bullet 2MP IR 60m MVF 2.7-13.5mm Lite AI Built 
in MIC     
· 2-MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2 MP (1920 × 1080)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 60 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Supports max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67,
· SMD Pluss

 R         3 692,00 

CC417-46
DH-IPC-HFW3241TP-ZAS-27135-
S2        
While Stocks Last     

Dahua IP WizSense Bullet 1080P IR 60m MVF 2.7-13.5mm 
Built in MIC with Alarm & Audio IO      
· 2-MP 1/2.8" CMOS image sensor, excellent low luminance
 performance and high definition of images.
· Outputs max. 2 MP (1920 × 1080) @ 25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 60 m.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built-in MIC.
· 12 VDC/PoE power supply facilitates installation.
· IP67, IK10 (optional) protection.
· SMD 4.0, AI SSA.

 R         4 583,00 

CC417-47
DH-IPC-HFW5241EP-ZE-0735-
S3           While 
Stocks Last    

Dahua IP WizMind Bullet 1080P IR 120m MVF 7-35mm Built 
in MIC with Alarm & Audio IO        
· 2-MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2MP (1920×1080) @25/30 fps.
· Built-in IR LED, and the max. illumination distance is 120 m.
· With deep learning algorithm, it supports: video metadata, smart
 sound detection, IVS, face detection, smart object detection, and
 people counting, etc.
· Supports max. 512 GB Micro SD card, built-in MIC.
· 12 VDC/PoE power supply; ePoE.
· IP67 and IK10 protection.
· SMD 3.0.0

 R         7 593,00 

CC417-53 DH-IPC-HFW5241EP-ZE-0560   

Dahua IP WizMind Bullet 1080P IR 150m MVF 5-60 mm 
Built in MIC with Alarm & Audio IO      
· 2-MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2MP (1920×1080) @25/30 fps.
· Built-in IR LED, and the max. illumination distance is 150 m.
· With deep learning algorithm, it supports: video metadata, smart
 sound detection, IVS, face detection, smart object detection, and
 people counting, etc.
· Max. 512 GB Micro SD card, built-in MIC.
· 12 VDC/PoE power supply; ePoE.
· IP67 and IK10 protection.
· SMD 3.0.

 R         8 494,00 
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CC418-42 DHI-ITC413-PW4D-IZ1 

Dahua ITC 413 Access ANPR Camera 80KM/H 2.7-12mm 
Built in MIC with Alarm & Audio IO      
· High-performance CMOS image sensor and processor that supports
 continuously extracting metadata 24/7.
· Adopts intelligent deep learning algorithms and supports recognition
 of unlicensed vehicles and the type, brand and color of vehicles.
· Built-in signal port, data port, communication port and remote
 controllers assist in controlling external devices such as entry and exit 
barriers.
· Built-in LED for simplified installation and commissioning.
· All-in-one structure with junction box and bracket.
· IP67 and IK10 rated.
· Supports intrusion and loitering detection and triggers light and voice
 alarms when perimeter events occur to actively deter targets.
· Easily adapts to scenarios through its motorized vari-focal lens.

 R       11 787,00 

CC418-43 DHI-ITC413-PW4D-IZ3 

Dahua ITC 413 Access ANPR Camera 120KM/H 8-32mm 
Built in MIC with Alarm & Audio IO      
· High-performance CMOS image sensor and processor that supports
 continuously extracting metadata 24/7.
· Adopts intelligent deep learning algorithms and supports recognition
 of unlicensed vehicles and the type, brand and color of vehicles.
· Built-in signal port, data port, communication port and remote
 controllers assist in controlling external devices such as entry and exit 
barriers.
· Built-in LED for simplified installation and commissioning.
· All-in-one structure with junction box and bracket.
· IP67 and IK10 rated.
· Supports intrusion and loitering detection and triggers light and voice
 alarms when perimeter events occur to actively deter targets.
· Easily adapts to scenarios through its motorized vari-focal lens.

 R       13 266,00 

CC418-41 DHI-ITC431-RW1F-IRL8-C2    
While Stocks Last     

Dahua IP ANPR  LR 120KM/H IR 40m MVF 10-40mm Built in 
MIC with Alarm & Audio IO      
· 1/1.8" 4 MP starlight CMOS sensor.
· Video compression standards: H.265, H.264M, H.264H and MJPEG.
· Maximum resolution: 2688 × 1520@25 fps.
· Motorized vari-focal lens: 10 mm-50 mm.
· Max ANPR IR distance: 30 m.
· Protection: IP67, IK10 rated.
· Under recommended installation and lighting conditions:
 Capture rate > 99%
 LPR accuracy > 98% 

 R       25 212,00 

CC417-44 DH-IPC-HFW3441EP-AS-0360B-
S2       

Dahua IP WizSense Bullet 4MP IR 50m 3.6mm Built in MIC 
with Alarm & Audio IO       
· 4-MP 1/2.9" CMOS image sensor, excellent low luminance performance
 and high definition of images.
· Outputs max. 4 MP (2688 × 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 50 m.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card. built-in Mic.
· 12 VDC/PoE power supply facilitates installation.
· IP67 protection.
· SMD 4.0, AI SSA

 R         2 854,00 

CC417-63 DH-IPC-HFW2441SP-S-0280B     

Dahua IP Lite Bullet 4MP IR 30m 2.8mm Lite AI Built in MIC    
· 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 4 MP (2688 × 1520)@20 fps, and supports 2560 ×
 1440@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human)
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply.
· IP67 protection.
 · SMD Plus.

 R         2 028,00 
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CC417-59 DH-IPC-HFW2449SP-S-IL-0280B                                                                                         

Dahua IP WizSense Bullet 4MP Dual Illumination 30m 
2.8mm Built in MIC  
· 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 4 MP (2688 × 1520)@20 fps, and supports 2560 × 1440
 @25/30 fps
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light/IR LED, the max. illumination distance is 30 m and
 the max. warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human)
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· SMD Plus.

 R               2 222,00 

CC417-40 DH-IPC-HFW1430DTP-STW-
0280B                                              

Dahua Wireless IP  Bullet Camera 4MP IR 30m 2.8mm Built-
in MIC and speaker    
· 4-MP 1/3" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2560 × 1440) @20 fps, and max.supports 3 MP
 (2304 × 1296) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· SMART H.264 +/H.265+, flexible coding, applicable to various
 bandwidth and storage environments.
· Built-in dual-antenna 2.4G Wi-Fi that covers a range of up to 150 m in an 
open area.
· Supports max.256 G Micro SD card. Built-in MIC and speaker.
· 12 VDC power supply.
· IP67 protection.

 R               1 696,00 

CC417-34
DH-IPC-HFW2431TP-ZS-27135-
S2                                                                  
While Stocks Last                           

Dahua IP Lite Bullet 4MP IR 60m MVF 2.7-13.5mm 
Intrusion, tripwire                                                                                                                            
· 4MP, 1/3” CMOS image sensor, low illuminance, high image definition
· Outputs 4MP (2560 × 1440)@25/30 fps, max. supports 4MP (2688 ×
 1520)@20 fps
·H.265 codec, high compression rate, ultra-low bit rate
· Built-in IR LED, max IR distance: 60 m
· Intelligent detection: Intrusion, tripwire
· Max. 256 GB Micro SD card
· 12V DC/PoE power supply
· IP67 protection

 R               4 004,00 

CC417-62 DH-IPC-HFW2441TP-ZS-27135                                      

Dahua IP Bullet 4MP 60m 2.7-13.5mm Lite AI Built-in MIC                                                                                                                           
· 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2688 × 1520)@20 fps, and supports 2560 × 1440
 (2560 × 1440)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 60 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
 · Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67
· SMD Plus

 R               4 126,00 
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CC417-65 DH-IPC-HFW2541EP-S-0280B                                      

Dahua IP Lite Bullet 5MP 30m 2.8mm Lite AI Built-in MIC            
· 5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 5 MP (2592 × 1944) @20 fps, and supports 4 MP (2688 ×
 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· Intelligent monitoring: Intrusion and tripwire(the two functions support
 the classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built in 1-channel MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· SMD Plus.

 R               2 351,00 

CC417-48 DH-IPC-HFW3549T1P-AS-PV-
0360B-S4

Dahua IP WizSense Bullet Active Deterrence 5MP IR 30m 
3.6mm  Built in Dual MIC with Alarm & Audio IO               
· 5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 5 MP (2960 × 1668) @20 fps and supports 4MP (2688 ×
 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light and IR LED; the max. IR illumination distance is 30 m
 and warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two function support the
 classification and accurate detection of vehicle and human)
· Max. 256 G Micro SD card; built-in dual Mic; built-in speaker; support two-
way talk.
· 12 VDC/PoE power supply.
· IP67 protection.
· Sound and light alarm (red and blue lights).
· SMD 4.0.
· One-tap arming/disarming through alarm input.

 R               4 651,00 

CC417-54
DH-IPC-HFW3549EP-AS-LED-
0280B                                                   
While Stocks Last                                      

Dahua IP WizSenseFull Coulor  Bullet 5MP IR 30m 2.8mm 
Built in MIC with Alarm & Audio IO                                                                                      
· 5MP, 1/2.7" CMOS image sensor, low illuminance, high image definition
· Outputs max. 5MP (2592 × 1944) @20 fps, and supports 4MP (2688 ×
 1520) @25/30 fps
· H.265 codec, high compression rate, low bit rate
· Built-in warm light, max. illumination distance: 30 m
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human)
· Max. 256 G Micro SD card, built-in Mic
· 12V DC/PoE power supply, easy for installation
· IP67 protection
· SMD Plus

 R               3 289,00 

CC417-58 DH-IPC-HFW3541TP-ZAS-27135-
S2                                                                                                        

Dahua IP WizSense Bullet 5MP IR 60m MVF 2.7-13.5mm 
Built in MIC with Alarm & Audio IO                                                                                   
· 5-MP 1/2.7" CMOS image sensor, excellent low luminance performance
 and high definition of images.
· Outputs max. 5 MP (2960 × 1668) @20 fps and supports 4MP (2688 ×
 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 60 m.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card. built-in Mic.
· 12 VDC/PoE power supply, easy for installation.
· IP67, IK10 (optional) protection.
· SMD 4.0, AI SSA

 R               5 166,00 
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CC418-34 DH-IPC-HFW3841TP-ZAS-27135     

Dahua IP WizSense Bullet 4K IR 60m MVF 2.7-13.5mm Built 
in MIC with Alarm & Audio IO        
· 8-MP 1/2.8" CMOS image sensor, excellent low luminance performance
 and high definition of images.
· Outputs max. 8 MP (3840 × 2160) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 60 m.
· Supports the AFSA (Anti-flicker Self-adaption) function, which automatically
eliminates flicker.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card. built-in Mic.
· 12 VDC/PoE power supply facilitates installation.
· IP67, IK10 (optional) protection.
· SMD 4.0, AI SSA.

 R         7 077,00 

CC417-61 DH-IPC-HFW3849T1P-AS-PV-
0280B-S4         

Dahua IP WizSense Bullet 4K IR 60m MVF 2.7-13.5mm  
Built in Dual Mic with Alarm & Audio IO         
· 8-MP 1/2.8" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 8 MP (3840 × 2160)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light and IR LED; the max. IR illumination distance is 30 m
 and warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two function support the 
classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built-in dual Mic; built-in speaker; support two-
way talk.
· 12 VDC/PoE power supply.
· IP67 protection.
· Sound and light alarm (red and blue lights).
· SMD 4.0.
· One-tap arming/disarming through alarm input.

 R         4 991,00 

CC417-70
DH-IPC-PFW5849P-A180-E2-
ASTE-0360B         
Coming Soon     

Dahua 2x4MP Full-colour Duo WizMind Network Bullet 
Camera 3.6mm        
· Outputs 180° wide angle splicing image.
· Outputs max. 8 MP (4096 × 1800)@25 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light, and the max. illumination distance is 40 m.
· WDR, 3D NR, HLC, BLC, digital watermarking, applicable to various
monitoring scenes.
· Alarm: 1 in, 1 out; audio: 1 in, 1 out; supports max. 512 G Micro SD
card, built-in Mic and speaker, support two-way talk.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· Intelligent monitoring: Intrusion, tripwire, heat map, and people
counting.
· EPTZ: Enlarge and track the targets of intelligent alarms.
· SMD.

 R         8 730,00 

CC571-5
DHI-TPC-BF1241-B3F4-DW-S2    
S-O-I    
Thermal T&C Apply     

Dahua Thermal 256*192 IVS & Fire Detection 3mm 
Thermal 4mm Optical        
· Vanadium oxide uncooled focal plane detector.
· 4Megapixel progressive scan CMOS.
· AI functions: heat detection, tripwire, human/vehicle classification,
 smoking detection, and call detection.
· Remote auxiliary management.
· Dual image fusion (visible and thermal channels).
· Wide input voltage 12 VDC ± 20%, and PoE.
· IP67 rated

 R       15 531,00 

CC571-6 DHI-TPC-BF1241-B7F8-DW-S2    

Dahua Thermal 256*192 IVS & Fire Detection 7mm 
Thermal 8mm Optical        
· Vanadium oxide uncooled focal plane detector.
· 4Megapixel progressive scan CMOS.
· AI functions: heat detection, tripwire, human/vehicle classification,
 smoking detection, and call detection.
· Remote auxiliary management.
· Dual image fusion (visible and thermal channels).
· Wide input voltage 12 VDC ± 20%, and PoE.
· IP67 rated

 R       12 428,00 
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CC571-7 DHI-TPC-BF1241-B10F12-DW-
S2                                         

Dahua Thermal 256*192 IVS & Fire Detection 10mm 
Thermal 12mm Optical                                                                                       
· Vanadium oxide uncooled focal plane detector.
· 4Megapixel progressive scan CMOS.
· AI functions: heat detection, tripwire, human/vehicle classification,
 smoking detection, and call detection.
· Remote auxiliary management.
· Dual image fusion (visible and thermal channels).
· Wide input voltage 12 VDC ± 20%, and PoE.
· IP67 rated

 R             13 387,00 

CC571-8
DHI-TPC-DF1241-B3F4-DW-S2                                                   
S-O-I                                               
Thermal T&C Apply               

Dahua Thermal Dome 256*192 IVS & Fire Detection 3mm 
Thermal 4mm Optical                                                                                     
· Vanadium oxide uncooled focal plane detector.
· 4Megapixel progressive scan CMOS.
· AI functions: heat detection, tripwire, human/vehicle classification,
 smoking detection, and call detection.
· Remote auxiliary management.
· Dual image fusion (visible and thermal channels).
· Wide input voltage 12 VDC ± 20%, and PoE.
· IP67 rated.

 R             12 428,00 

CC571-9
DHI-TPC-DF1241-B7F8-DW-S2                                                     
S-O-I                                                
Thermal T&C Apply                

Dahua Thermal Dome 256*192 IVS & Fire Detection 7mm 
Thermal 8mm Optical                                                                                    
· Vanadium oxide uncooled focal plane detector.
· 4Megapixel progressive scan CMOS.
· AI functions: heat detection, tripwire, human/vehicle classification,
 smoking detection, and call detection.
· Remote auxiliary management.
· Dual image fusion (visible and thermal channels).
· Wide input voltage 12 VDC ± 20%, and PoE.
· IP67 rated.

 R             16 459,00 

CC571
DHI-TPC-BF5401-B7-BM-S2                                            
S-O-I                                               
Thermal T&C Apply                

Dahua Thermal 400*300 IVS & Fire Detection  7.5mm Lens                                                                                       
· 400x300 VOx uncooled thermal sensor technology
· Athermalized Lens (thermal), Focus-free
· Support Fire detection & alarm
· 2/2 alarm in/out
· Micro SD memory, IP67, PoE, ePoE

 R             62 496,00 

CC571-1
DHI-TPC-BF5401-B13-BM-S2                                                          
S-O-I                                               
Thermal T&C Apply                                                            

Dahua Thermal 400*300 IVS & Fire Detection 13 mm Len                                                                                                     
· 400x300 VOx uncooled thermal sensor technology
· Athermalized Lens (thermal), Focus-free
· Support Fire detection & alarm
· 2/2 alarm in/out
· Micro SD memory, IP67, PoE, ePoE

 R             54 684,00 

CC571-3 DHI-TPC-BF5401-B25-BM-S2                                         

Dahua Thermal 400*300 IVS & Fire Detection 25 mm Lens             
· 400x300 VOx uncooled thermal sensor technology
· Athermalized Lens (thermal), Focus-free
· Support Fire detection & alarm
· 2/2 alarm in/out
· Micro SD memory, IP67, PoE, ePoE

 R             62 496,00 
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CC571-4 DHI-TPC-BF5401-B35-BM-S2      

Dahua Thermal 400*300 IVS & Fire Detection 35 mm Lens     
· 400x300 VOx uncooled thermal sensor technology
· Athermalized Lens (thermal), Focus-free
· Support Fire detection & alarm
· 2/2 alarm in/out
· Micro SD memory, IP67, PoE, ePoE

 R       72 912,00 

CC432-21 DH-IPC-HDW2230TP-AS-0280B-
S2-QH3          

Dahua IP Lite Eyeball 1080P IR 30m 2.8mm Intrusion, 
tripwire Built in MIC     
· 2MP, 1/2.7” CMOS image sensor, low illuminance, high image definition
· Outputs 2MP (1920 × 1080)@25/30 fps
· H.265 coding, high compression ration, low bit rate
· Built-in IR LED, max IR distance: 30 m
· Intelligent detection: Intrusion, tripwire
· Max. 256 GB Micro SD card and built-in Mic
· 12V DC/PoE power supply
· IP67 protection

 R         1 725,00 

CC432-33 DH-IPC-HDW2249TP-S-IL-0280B      

Dahua IP WizSense Eyeball 2MP Dual Illumination 30m 
2.8mm Built in MIC       
· 2-MP 1/2.8" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 2 MP (1920 × 1080)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light/IR LED, the max. illumination distance is 30 m and
 the max. warm light distance is 30 M.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Supports max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· SMD Plus

 R         2 068,00 

CC449-22
DH-IPC-HDBW2231RP-ZS-
27135-S2-QH      
While Stocks Last

Dahua IP Lite Dome 1080P IR 40m MVF 2.7-13.5mm 
Intrusion, tripwire
· 2MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2MP (1920 × 1080) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 40 m.
· Intelligent monitoring: Intrusion, tripwire.
· Max. 256 G micro SD card.
· 12V DC/PoE power supply.
· IP67, IK10 protection.

 R         3 414,00 

CC449-26 DH-IPC-HDBW2241RP-ZS-
27135          

Dahua IP Lite Dome 2MP IR 40m MVF 2.7-13.5mm Lite AI 
Built in MIC
· 2-MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 2 MP (1920 × 1080)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 40 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human)
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 and IK10 protection.
· SMD Plus

 R         3 517,00 

IP CAMERAS DOME CAMERAS

16

Retail pricelist January 2024



CC449-23
DH-IPC-HDBW3241RP-ZAS-
27135          
While Stocks Last     

Dahua IP WizSense Dome 1080P IR 40m MVF 2.7-13.5mm 
Built in MIC with Alarm & Audio IO
· 2-MP 1/2.8" CMOS image sensor, excellent low luminance performance
 and high definition of images.
· Outputs max. 2 MP (1920 × 1080) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 40 m.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built-in MIC.
· 12 VDC/PoE power supply facilitates installation.
· IP67, IK10 protection.
· SMD 4.0, AI SSA.

 R         4 583,00 

CC432-25 DH-IPC-HDBW2441EP-S-0280B   

Dahua IP Lite Dome 4MP IR 30m 2.8mm Lite AI Built in Mic       
· 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2688 × 1520)@20 fps, and supports 2560 × 1440@25/30 
fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67, IK10 protection.
· SMD Plus.

 R         2 028,00 

CC432-24 DH-IPC-HDW2439TP-AS-LED-
0280B-S2         

Dahua IP Full Color Eyeball 4MP ID 30m 2.8mm Intrusion, 
tripwire Built in Mic    
· 4MP, 1/3" CMOS image sensor, low illuminance, high image definition
· Outputs 4MP (2560 × 1440) @ 25/30 fps, Max. supports 4MP
 (2688 × 1520) @ 20 fps
· H.265 codec, high compression rate, ultra-low bit rate
· Built-in warm lights, max. illumination distance: 30 m
· Intelligent detection: Intrusion, tripwire
· Max. 256 GB Micro SD card and built-in Mic
· 12V DC/PoE power supply
· IP67 protection

 R         2 077,00 

CC432-26 DH-IPC-HDW2449TP-S-IL-0280B      

Dahua IP WizSense Eyeball 4MP Dual Illumination 30m 
2.8mm Built in MIC       
 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2688 × 1520)@20 fps, and supports 2560 × 1440 @25/30 
fps
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light/IR LED, the max. illumination distance is 30 m and the 
max. warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· SMD Plus

 R         2 222,00 

CC463-3
DH-IPC-HDBW3441FP-AS-
0280B-S2         
While Stocks Last     

Dahua IP WizSense Wedge 4MP IR 30m 2.8mm Built in Mic
· 4 MP 1/2.9" CMOS image sensor, excellent low luminance performance
 and high definition of images.
· Outputs max. 4 MP (2688 × 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, max. IR distance: 30 m.
· Intelligent detection: Intrusion, tripwire (support the classification and
 accurate detection of vehicle and human).
· Max. 256 G Micro SD card. built-in Mic.
· 12 VDC/PoE power supply facilitates installation.
· IP67, IK10 protection.
· SMD 4.0, AI SSA

 R         2 740,00 
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CC463-8 DH-IPC-HDW1430DTP-STW-
0280B                                                                        

Dahua Wireless IP Dome Camera 4MP IR 30m 2.8mm Built-
in MIC and speaker
· 4-MP 1/3" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2560 × 1440) @20 fps, and max.supports 3 MP
 (2304 × 1296) @25 fps/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· SMART H.264 +/H.265+, flexible coding, applicable to various
 bandwidth and storage environments.
· Built-in dual-antenna 2.4G Wi-Fi  range of up to 120 m in an open area.
· Supports max.256 G Micro SD card. Built-in MIC and speaker.
· 12 VDC power supply.
· IP67 protection.

 R               1 720,00 

CC449-27 DH-IPC-HDBW2441RP-ZS-
27135                                                                           

Dahua IP Lite Dome 4MP IR 40m MVF 2.7-13.5mm Lite AI 
Built-in MIC
· 4-MP 1/2.9" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 4 MP (2688 × 1520)@20 fps and supports 2560 × 1440
 (2560 × 1440)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 40 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67 and IK10 protection.
· SMD Plus.

 R               3 878,00 

CC432-27 DH-IPC-HDBW2541EP-S-0280B                                                                                

Dahua IP Lite Dome 5MP IR 30m 2.8mm Lite AI Built-in 
MIC
· 5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 5 MP (2960 × 1668) @20 fps, and supports 2688 ×1520
 (2688 × 1520) @25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in IR LED, and the max. illumination distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two functions support the
 classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built in MIC.
· 12 VDC/PoE power supply, easy for installation.
· IP67, IK10 protection.
· SMD Plus.

 R               2 351,00 

CC449-24 DH-IPC-HDW3549HP-AS-PV-
0280B-S4                                     

Dahua IP WizSense Eyeball Active Deterrence 5MP IR 
30m 2.8mm Built in Dual Mic with Alarm & Audio IO                                                                                                                                  
· 5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image.
· Outputs max. 5 MP (2960 × 1668) @20 fps and supports 4 MP (2688 × 1520)                    
@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light and IR LED; the max. IR illumination distance is 30 m
 and warm light distance is 30 m.
· Intelligent monitoring: Intrusion, tripwire (the two function support the
 classification and accurate detection of vehicle and human).
· Max. 256 G Micro SD card; built-in dual Mic; built-in speaker; 1-ch speaker; 
support two-way talk.
· 12 VDC/PoE power supply.
· IP67 protection.
· Sound and light alarm (red and blue lights).
· SMD 4.0.
· One-tap arming/disarming through alarm input.

 R               4 112,00 
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CC449-28 DH-IPC-HDW3849HP-AS-PV-
0280B-S4         

Dahua IP WizSense Eyeball Active Deterrence 4K IR40m 
2.8mm Audio+Alarm     
· 8-MP 1/2.8" CMOS image sensor, low luminance, and high definition 
image.
· Outputs max. 8 MP (3840 × 2160)@25/30 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light and IR LED; the max. IR illumination distance is 30 m and 
warm light distance is 30 m..
· Intelligent monitoring: Intrusion, tripwire (the two function support the 
classification and accurate detection of vehicle and human).
· Alarm: 1 in, 1 out; audio: 1 in, 1 out; supports max. 256 G Micro SD card; 
built-in dual Mic; built-in speaker; 1-ch speaker; support two-way talk
· 12 VDC/PoE power supply.
· IP67 protection.
· Sound and light alarm (red and blue lights).
· SMD 4.0.
· One-tap arming/disarming through alarm input.

 R         4 543,00 

CC449-30 DH-IPC-PDW5849P-A180-E2-
ASTE-0360B         

Dahua 2x4MP Full-colour Duo WizMind Network Dome 
Camera 3.6mm        
· Outputs 180° wide angle splicing image.
· Outputs max. 8 MP (4096 × 1800)@25 fps.
· H.265 codec, high compression rate, ultra-low bit rate.
· Built-in warm light, and the max. illumination distance is 40 m.
· WDR, 3D NR, HLC, BLC, digital watermarking, applicable to various
monitoring scenes.
· Alarm: 1 in, 1 out; audio: 1 in, 1 out; supports max. 512 G Micro SD
card, built-in Mic and speaker, support two-way talk.
· 12 VDC/PoE power supply, easy for installation.
· IP67 protection.
· Intelligent monitoring: Intrusion, tripwire, heat map, and people
counting.
· EPTZ: Enlarge and track the targets of intelligent alarms.
· SMD

 R         8 718,00 

CC465-12 SD22204DB-GNY    

Dahua 2MP 4x Starlight WizSense Network PTZ Camera 
• 1/2.8" STARVIS™ CMOS.
• Powerful 4x optical zoom.
• Max. 25/30fps@1080P.
• Max 100°/s pan speed.
• Supports face detection.
• Support PoE.
• IP66, IK10.
• SMD 3.0..

 R         3 909,00 

CC465-27 DH-SD5A225XA1-HNR 

Dahua IP Speed Dome 1080P 25X Starlight IR 150m Auto-
tracking + IVS          
· 1/2.8" 2Megapixel STARVIS™ CMOS
· Powerful 25x optical zoom
· Starlight Technology
· Max. 50/60 fps@1080p
· IR distance up to 150 m
· SMD PLUS
· Deep-learning-based perimeter protection
· Auto-tracking and IVS
· PoE+
· IP67, IK10

 R       12 929,00 

IP CAMERAS PTZ CAMERAS
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CC465-19 DH-SD6C3425XB1-HNR-A-PV1

Dahua 4MP 25x Starlight IR 150m WizSense Network PTZ 
Camera active deterrence.         
· 1/2.8" 4Megapixel STARVIS™ CMOS
· Powerful 25x optical zoom
· Starlight technology
· IR distance up to 150 m
· Perimeter protection
· Face detection
· Metadata
· Full-colour illuminator; red and blue warning light
· IP66
· Smart dual illuminators (recommended to use within 50 m

 R       20 130,00 

CC465-23 DH-SD6AL245U-HNI-IR

Dahua IP Speed Dome 1080P 45X Starlight IR 300m Auto-
tracking + IVS          
· 1/2.8” 2Megapixel STARVIS™ CMOS
· Powerful 45x optical zoom
· Max. 50/60fps@1080P
· Auto tracking and IVS
· Support Hi-PoE
· IR distance up to 300m
· IP67

 R       24 150,00 

CC465-28 DH-SD6AL245XA-HNR

Dahua IP Speed Dome 1080P 45X Starlight Lazer 550m 
Auto-tracking + AI
· 1/2.8" 2Megapixel STARVIS™ CMOS
· 45x optical zoom
· Starlight technology
· Max. 50/60 fps@1080P
· Laser distance up to 550 m
· Auto-tracking
· Perimeter protection
· Face detection
· SMD Plus

 R       34 738,00 

CC134-13 DH-KIT/IPC-HUM8241P-E1-L4-
0280B     

Dahua 2MP Covert Pinhole WizMind Network Camera-KIT      
 Starlight 2MP 1/2.8" CMOS image sensor, excellent low luminance
 performance and high definition of images.
· Outputs max. 2MP (1920 × 1080)@25/30 fps.
· H.265 codec, high compression ratio, and ultra-low bit rate.
· Intelligent detection: Intrusion, tripwire, fast moving (the three
 functions support the classification and accurate detection of vehicle
 and human); abandoned object, missing object, loitering detection,
 people gathering, and face detection.
· Alarm: 2 in, 2 out; audio: 1 in, 1 out; RS-232; max. 256 G Micro SD card.
· 12V DC/PoE power supply facilitates installation.
· Power on after connecting the lens to the back-end device; otherwise
 the device might be damaged.

 R         6 672,00 

CC416-14 IPC-EBW81242P-AS-S2     

Dahua IP WizMind Fisheye 12MP IR 10m People counting, 
Queue management Built-in dual-array MIC and 
speaker.       
· 12 MP 1/1.7" CMOS image sensor, low luminance, and high definition 
image.
· Outputs max. 12M (4000 × 3000)@25 fps; supports 8M (3280 × 2480)@25/30 
fps.
· Built-in IR LED, and the max. illumination distance is 10 m.
· Intelligent monitoring: Intrusion, tripwire, heat map, and people counting.
· SMART H.264 +/H.265+, flexible coding, applicable to various  bandwidth
and storage environments.
· Alarm: 2 in, 2 out; audio: 1 in, 1 out; supports max. 256 G Micro SD
 card; built-in dual-array Mic and speaker.
· 12 VDC/PoE power supply.
· IP67 and IK10 protection

 R       16 230,00 

IP CAMERAS PINHOLE & FISHEYE CAMERAS
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CC416-15 IPC-EW5541-AS 

Dahua IP WizMind Fisheye 5MP IR 10m Intrusion, tripwire 
Built in MIC with Alarm & Audio IO      
· 5MP, 1/2.7" CMOS image sensor, low illuminance, high image definition
· Outputs max. 5MP (2592 × 1944) @25/30 fps
· H.265 codec, high compression rate, ultra-low bit rate
· Built-in efficient IR illuminator, and the max. illumination distance: 10 m
· 120dB WDR, 3D DNR, HLC, BLC, digital watermarking, applicable to various 
monitoring scenes
· Intelligent detection: Intrusion, tripwire, people counting in area
· Max. 256 G Micro SD card, built-in Mic
· 12V DC/PoE power supply, easy for installation
· Heat map for people counting. You can adjust the number of people,
 time threshold to generate a heat map, which can be exported

 R         4 449,00 

CC416-13 DH-IPC-HDW8441XP-3D-0280B 

Dahua 3MP WizMind Dual-Lens People Counter  
· 4-MP 1/2.8" CMOS image sensor, low luminance, and high definition
 image.
· Outputs max. 4 MP (2560 × 1440) @25/30 fps.
· Built-in IR LED, and the max. illumination distance is 20 m.
· People counting: Queue management, people counting in area, entry/
 exit/pass number counting, and it can output daily/monthly/yearly report.
· Alarm: 2 in, 2 out; audio: 2 in, 1 out; 485, BNC, supports max. 512 G
 Micro SD card; built in MIC and speaker.
· 12 VDC/PoE power supply, 12 VDC power output, and max. current 165
mA.
· IP67and IK10 protection.
· Supports altitude self-adaptive, which adapts the altitude and angle of
installation to improve the detection effect of people.
· Supports crowd detection and leave post detection.

 R         8 704,00 

CD84-11 DHI-NVR4108HS-8P-EI 

Dahua 8CH Compact 1U 8PoE 1HDD WizSense NVR       
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
· Access, storage or forwarding at 256 Mbps (180 Mbps when AI function
enabled).
· Max. decoding capability: 16 × 1080p@30 fps. Supports adaptive
decoding.
· AI by NVR: 1-channel face detection and recognition; 2-channel
 perimeter protection; up to 10 face databases and 20,000 face
 images; 4-channel SMD Plus.
· AI by Camera: Face detection and recognition, perimeter protection;
 SMD Plus; people counting; stereo analysis; heat map.
· Connected to the third-party network cameras.
· Security baseline 2.3

 R         5 517,00 

CD84-9 DHI-NVR4108HS-4KS2/L       
While Stock Lasts     

Dahua 8 Channel Compact 1U 1HDD NVR      
• New 4.0 user interface, Security baseline 2.1
• H.264, H.265, Smart H.264+, and Smart H.265+. H.265 auto switch
• Max. decoding capability: 8 × 1080p@30 fps. Supports adaptive decoding
• Supports mainstream cameras of ONVIF and RTSP protocols
• P2P remote surveillance, video play on mobile device
• VGA/HDMI simultaneous video output, maximum resolution of HDMI is 4K
• AI by Camera: Face detection, perimeter protection, IVS, people 
counting, heat map, and SMD
• Supports remote configuration and management of IPC, such as set
 ting parameters, getting information, and upgrading IPC of the same
 model in batches.

 R         2 436,00 

CD84-6 DHI-NVR2108HS-8P-S3      
While Stock Lasts      

Dahua  8 Channel Smart 1U 1HDD 8PoE Lite NVR  
 H.264+/H.264 codec decoding
· Max 80Mbps incoming bandwidth
· Up to 6Mp resolution preview&playback
· HDMI/VGA simultaneous video output
· Support IPC UPnP, 8PoE ports
· 3D intelligent positioning with Dahua PTZ camera

 R         3 533,00 

NVRS 8, 16, 32 & 64 CHANNEL
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CD84-12 DHI-NVR4108HS-EI                                                              

Dahua 8CH Compact 1U 1HDD No PoE WizSense NVR                                                                                                          
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
· Access, storage or forwarding at 80 Mbps.
· Max. decoding capability: 16 × 1080p@30 fps. Supports adaptive 
decoding.
· AI by NVR: 1-channel face detection and recognition; 2-channel perimeter 
protection; up to 10 face databases and 20,000 face images; 4-channel 
SMD Plus.
· AI by Camera: Face detection and recognition, perimeter protection;
 SMD Plus; people counting; stereo analysis; heat map.
· Connected to the third-party network cameras.                                                                                    
• Security baseline 2.3.

 R               3 395,00 

CD85-12 DHI-NVR4116HS-8P-EI                                                                         

Dahua 16CH Compact 1U 8PoE 1HDD  No PoE WizSense 
NVR                                                                                                          
• Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
• Access, storage or forwarding at 256 Mbps (180 Mbps when AI function 
enabled).
• Max. decoding capability: 16 × 1080p@30 fps. Supports adaptive 
decoding.
• AI by NVR: 1-channel face detection and recognition; 2-channel 
perimeter protection; up to 10 face databases and 20,000 face images; 4-
channel SMD Plus.
• AI by Camera: Face detection and recognition, perimeter protection; SMD 
Plus; people counting; stereo analysis; heat map.
• Connected to the third-party network cameras.
• Security baseline 2.3.

 R               6 033,00 

CD85-11 DHI-NVR4116HS-EI                                                                

Dahua 16CH Compact 1U 1HDD No PoE WizSense NVR                                                                                                          
• Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
• Access, storage or forwarding at 256 Mbps (180 Mbps when AI function 
enabled).
• Max. decoding capability: 16 × 1080p@30 fps. Supports adaptive 
decoding.
• AI by NVR: 1-channel face detection and recognition; 2-channel 
perimeter protection; up to 10 face databases and 20,000 face images; 4-
channel SMD Plus.
• AI by Camera: Face detection and recognition, perimeter protection; SMD 
Plus; people counting; stereo analysis; heat map.
• Connected to the third-party network cameras.
• Security baseline 2.3.

 R               3 860,00 

CD85-8 NVR5216-8P-I/L

Dahua 16Channel 1U 2HDDs 8PoE WizMind NVR                                                   
• 16 Channel IP video access 
• Smart H.265+/H.265/Smart H.264+/ H.264/MJPEG
• Up to 16 Channel perimeter protection
• Up to 4 Channel video stream face recognition
• Up to 24 face pictures /sec processing
• Up to 20 face databases with 100,000 face images in total
• 1-8 PoE Ports supports ePoE & EoC

 R             20 691,00 

CD85-9 DHI-NVR5216-EI                                                                           

Dahua 16 Channels 1U 2HDDs No PoE WizSense NVR                                                                                                          
•  Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
• 32-channel 1080p self-adaptive decoding capability.
•  Max. 384 Mbps incoming/recording/outgoing bandwidth.
•  AI by recorder: 2-channel face detection and recognition, 4-channel 
perimeter protection, and 8-channel SMD Plus.
•  AI by camera: Face detection and recognition, perimeter protection, 
SMD Plus, metadata, ANPR, and people counting.
•  Security baseline 2.3.

 R               7 509,00 
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CD86-7 DHI-NVR5232-EI  

Dahua 32 Channels 1U 2HDDs No PoE WizSense NVR    
• Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
• 32-channel 1080p self-adaptive decoding capability.
• Max. 384 Mbps incoming/recording/outgoing bandwidth.
• AI by recorder: 2-channel face detection and recognition, 4-channel
perimeter protection, and 8-channel SMD Plus.
• AI by camera: Face detection and recognition, perimeter protection, SMD 
Plus, metadata, ANPR, stereo analysis, heat map, and people counting.
• Security baseline 2.3

 R         8 546,00 

CD86-8 DHI-NVR5432-EI  

Dahua 32 Channels 1.5U 4HDDs No PoE WizSense NVR 
• Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
• 32-channel 1080p self-adaptive decoding capability.
• Max. 384 Mbps incoming/recording/outgoing bandwidth.
• AI by recorder: 2-channel face detection and recognition, 4-channel
perimeter protection, and 8-channel SMD Plus.
• AI by camera: Face detection and recognition, perimeter protection, SMD 
Plus, metadata, ANPR, stereo analysis, heat map, and people counting.
• Security baseline 2.3

 R       13 741,00 

CD86-6 DHI-NVR5832-I/L

Dahua 32 Channel 2U 8HDDs No PoE WizMind NVR   
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Up to 4 Channel video metadata
· Up to 12 Channel perimeter protection,SMD Plus
· Up to 4 Channel video stream face recognition
· Up to 16 face pictures/sec processing
· Up to 20 face databases with 200,000 face images in total

 R       30 812,00 

CD86-9 DHI-NVR5832-EI  

Dahua 32 Channels 2U 8HDD No PoE WizSense NVR 
Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
· Max. decoding capability: 32 × 1080p@30 fps or 32 × 2MP@30 fps.
· Max. 384 Mbps incoming/recording/outgoing bandwidth.
· Support AcuPick with Max. 16-Channel.
· Support N+M cluster.
· Support Raid0/1/5/6/10.
· AI by recorder: 2-channel face detection and recognition, 4-channel
perimeter protection, and 8-channel SMD Plus.
· AI by camera: Face detection and recognition, perimeter protection,
 SMD Plus, metadata, ANPR, stereo analysis, heat map, and people 
counting.
· Security baseline 2.3.

 R       18 641,00 

CD85-5 DHI-NVR608-32-4KS2

Dahua 32 Channel 2U 8HDDs No PoE Ultra series NVR 
· New 4.0 user interface
· 16-channel decoding@1080p (30 fps); self-adaptive decoding capability
· Access, storage or forwarding at 384 Mbps
· Simultaneous video output for VGA and HDMI1; 4K heterogeneous
 output for the 2 HDMI ports
· Multiple data mode such as Raid0, Raid1, Raid5, Raid6, and Raid10
· Remote configuration and management of IPCs, such as setting pa
 rameters, acquiring information and upgrading IPCs of the same model in 
batches
· AI-by-camera functions such as perimeter protection, face detection
 and recognition, SMD Plus, video metadata, ANPR and 3D behavior analysis
· N+M cluster. When the host fails, the standbydevice will continue to
 record; once the host recovers,video recorded on the standby device
 will be transmitted backD

 R       17 602,00 
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CD86-10 DHI-NVR608H-32-XI    
S-O-I

Dahua 32 Channels 2U 8HDDs No PoE WizMind NVR     
· 32-channel 1080p self-adaptive decoding capability.
· Max. 1024/1024/800Mbps incoming/recording/outgoing bandwidth.
· Supports N+M cluster.
· Support Raid0/1/5/6/10.
· Drawer-like chassis design allows for HDD hot swapping.
· AI by recorder: 4-channel face detection and recognition; 8-channel
 metadata; 24-channel perimeter protection; 32-channel SMD Plus.
· AI by camera: Face detection and recognition, perimeter protection,
 SMD Plus, metadata, ANPR, and people counting.

 R       32 839,00 

CD87-1 DHI-NVR5464-EI  

Dahua 64 Channels 1.5U 4HDDs WizSense Network Video 
Recorder       
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
· Max. decoding capability: 32 × 1080p@30 fps or 32 × 2MP@30 fps.
· Max. 384 Mbps incoming/recording/outgoing bandwidth.
· Support AcuPick with Max. 16-Channel.
· Support N+M cluster.
· AI by recorder: 2-channel face detection and recognition, 4-channel
 perimeter protection, and 8-channel SMD Plus.
· AI by camera: Face detection and recognition, perimeter protection,
 SMD Plus, metadata, ANPR, stereo analysis, heat map, and people 
counting.
· Security baseline 2.3.

 R       15 862,00 

CD87-6 DHI-NVR5832-I/L     
While Stocks Last   

Dahua 64 Channel 2U 8HDDs No Poe WizMind NVR   
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG
· Up to 4 Channel video metadata
· Up to 12 Channel perimeter protection,SMD Plus
· Up to 4 Channel video stream face recognition
· Up to 16 face pictures/sec processing
· Up to 20 face databases with 200,000 face images in total

 R       33 705,00 

CD87-8 DHI-NVR5864-EI  

Dahua 64 Channels 2U 8HDDs No PoE WizSense NVR    
· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format.
· Max. decoding capability: 32 × 1080p@30 fps or 32 × 2MP@30 fps.
· Support AcuPick with Max. 16-Channel.
· Support N+M cluster.
· Support Raid0/1/5/6/10.
· Max. 384 Mbps incoming/recording/outgoing bandwidth.
· AI by recorder: 2-channel face detection and recognition, 4-channel
 perimeter protection, and 8-channel SMD Plus.
· AI by camera: Face detection and recognition, perimeter protection,
 SMD Plus, metadata, ANPR, stereo analysis, heat map, and people 
counting.
· Security baseline 2.3

 R       21 747,00 

CD87-5 NVR608-64-4KS2

Dahua 64 Channel 2U 8HDDs No PoE Ultra series NVR
· New 4.0 user interface
· 16-channel decoding@1080p (30 fps); self-adaptive decoding capability
· Access, storage or forwarding at 384 Mbps
· Simultaneous video output for VGA and HDMI1; 4K heterogeneous
 output for the 2 HDMI ports
· Multiple data mode such as Raid0, Raid1, Raid5, Raid6, and Raid10
· Remote configuration and management of IPCs, such as setting 
parameters, acquiring information and upgrading IPCs of the same model in 
batches
· AI-by-camera functions such as perimeter protection, face detection
 and recognition, SMD Plus, video metadata, ANPR and 3D  behavior 
analysis
· N+M cluster. When the host fails, the standbydevice will continue to
record; once the host recovers,video recorded on the standby device
 will be transmitted back

 R       28 388,00 

24

Retail pricelist January 2024



CD87-9 DHI-NVR608H-64-XI    
S-O-I

Dahua 64 Channels 2U 8HDDs No PoE WizMind NVR     
• 32-channel 1080p self-adaptive decoding capability.
• Max. 1024/1024/800Mbps incoming/recording/outgoing bandwidth.
• Supports N+M cluster.
• Support Raid0/1/5/6/10.
• Drawer-like chassis design allows for HDD hot swapping.
• AI by recorder: 4-channel face detection and recognition; 8-channel
metadata; 24-channel perimeter protection; 32-channel SMD Plus.
• AI by camera: Face detection and recognition, perimeter protection, 
SMD Plus, metadata, ANPR, and people counting.

 R       38 322,00 

CD89-1 DHI-NVR616-128-4KS2

Dahua 128 Channel 3U 16HDDs No PoEUltra series NVR
· New 4.0 user interface
· 16-channel decoding @1080p (30 fps); self-adaptive decoding capability
· Access, storage or forwarding at 384 Mbps
· Simultaneous video output for VGA and HDMI1; 4K heterogeneous output
for the 2 HDMI ports
· Multiple data mode such as Raid0, Raid1, Raid5, Raid6, and Raid10
· Remote configuration and management of IPCs, such as setting 
parameters, acquiring information and upgrading IPCs of the same model in 
batches
· AI-by-camera functions such as perimeter protection, face detection
 and recognition, SMD Plus, video metadata, ANPR and 3D behavior analysis
· N+M cluster. When the host fails, the standbydevice will continue to
record; once the host recovers,video recorded on the standby device  will
be transmitted ba

 R       57 869,00 

CD89-8 DHI-DSS7016DR-S2 
S-O-I

Dahua DSS VMS up to 1000 Ch 600 Mbps Support 
AI+SMD+ANPR +FR 15 SATA      
•Supports facial Recognition
•Supports remote face library
•Supports full ANPR Functions
•Supports Average Speed VIA ANPR
•Supports New Google maps
•Supports People counting

 R     131 827,00 

CD89-9 DHI-DSS4004-S2  
S-O-I

Dahua DSS VMS up to 256 Ch 350 Mbps Support 
AI+SMD+ANPR +FR 3 SATA 2.5       
•Supports facial Recognition
•Supports remote face library
•Supports full ANPR Functions
•Supports Average Speed VIA ANPR
•Supports New Google maps
•Supports People counting

 R       68 134,00 

CDS64-3 DSS8PRVB        
S-O-I      

Dahua DSS Pro V8 base licence (16 Video licenses 
included)  R       14 443,00 

CDS64-4 DSS8PRV          
S-O-I      Dahua DSS Pro V8 Video License ( Needs Video Base)  R         1 085,00 

DSS VMS

DSS MANAGEMENT SOFTWARE
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CDS64-5 DSS8PRDB        
S-O-I      

Dahua DSS Pro V8 Door base licence (16 Door licenses 
included)  R         7 222,00 

CDS64-6 DSS8PRD          
S-O-I      

Dahua DSS Pro V8 Door Channel License ( Needs Door 
Base)  R     544,00 

CDS64-7 DSS8PRVDP        
S-O-I      Dahua DSS Pro V8 VDP Device License for VTO and VTH  R     544,00 

CDS64-8 DSS8PRAL           
S-O-I      

Dahua DSS Pro V8 Alarm Device License (One device per 
license)  R         2 168,00 

CDS64-9 DSS8PRPOS               
S-O-I      Dahua DSS Pro V8 POS License (One device per license)  R         1 085,00 

CDS64-10 DSS8PRRAD       
S-O-I      

Dahua DSS Pro V8 Radar License (One device per 
license)  R         4 334,00 

CDS64-11 DSS8PRVEM          
S-O-I      

Dahua DSS Pro V8 Parking Module License (One Enrty/Exit 
per License)  R       12 999,00 

CDS64-12 DSS8PRATT         
S-O-I      

Dahua DSS Pro V8 Attendance Module License (Needs 
Door base)  R       19 499,00 

CDS64-13 DSS8PRWMD                   
S-O-I      

Dahua DSS Pro V8 Walk-through Metal Detector device 
license  R       12 043,00 

NW112-2 PFS3005-4ET-60

Dahua Unmanaged Switch 4-port PoE 10/100 60W +1 Port 
10/100 UL       
· Intelligent PoE
· Hi-PoE 60W (orange port)
· 8-pin assignment PoE power supply
· Long distance PoE
· PoE watchdog
· Wide working temperature

 R         1 018,00 

NW112-3 PFS3009-8ET-96

Dahua Unmanaged Switch 8-port PoE 10/100 96W +1 Port 
10/100 UL       
· Intelligent PoE.
· Red port supports 90W IEEE802.3bt.
· 8-pin assignment PoE power supply.
· 250 m long distance PoE transmission.
· PoE watchdog.
· Wide working temperature.

 R         1 727,00 

NETWORK SWITCHES

26

Retail pricelist January 2024



NW112-20 DH-PFS3008-8GT-V2   
Dahua 8-Port Unmanaged Gigabit Switch NO POE 
• Supports eight 10/100/1000 Mbps adaptive ports.
• Small and light, it is easy to carry and has multiple chips embedded in it.
• Easy to operate.

 R     609,00 

NW112-14 DHI-PFS3010-8ET-96-V2 

Dahua 8-port PoE switch 96W + 2 Port GB Uplink   
 · Intelligent PoE
· BT 90W
· 8-pin assignment PoE power supply
· Long distance PoE
· PoE watchdog
· Wide working temperature

 R         1 818,00 

NW112-4 PFS4218-16ET-190

Dahua Managed 16-port PoE 10/100 190W +2 Port GB UL 
+ 2 Port GB SF
· Intelligent PoE
· Red port supports 90W IEEE802.3bt
· Web management with friendly interface and easy operation
· 250 m long distance PoE transmission
· PoE watchdog
· Plug and play

 R         5 583,00 

NW112-28 DH-PFS4218-16GT-230   
Coming Soon

Dahua Managed Switch 16-port PoE Full Gigabit 230W +2 
GB UL + 2SFP      
· Intelligent PoE.
· Red port supports 90W IEEE802.3bt.
· Web management with friendly interface and easy operation.
· 250 m long distance PoE transmission.
· PoE watchdog.
· Large-capacity data cache (4Mbit) for real-time transmission and
smooth video.
· All gigabit port design

 R         8 622,00 

NW112-5 PFS4226-24ET-240

Dahua Managed 24-port PoE 10/100 240W +2 Port GB UL 
+ 2 Port GB SFP
· Intelligent PoE
· Red port supports 90W IEEE802.3bt
· Web management with friendly interface and easy operation
· 250 m long distance PoE transmission
· PoE watchdog
· Plug and play

 R         6 688,00 

NW112-6 PFS4428-24GT-370      

Dahua Managed 24-port PoE GB 370W +1 Port GB UL + 4 
Port GB SFP       
· Layer 2 network management PoE switch
· Support IEEE802.3af, IEEE802.3at standard
· Network Redundancy: STP/RSTP/MSTP
· Support IPv4/IPv6, and DHCP
· Network management based on SNMP
· Configuration: Web, Telnet, CLI Command
· QoS (IEEE802.1p/1Q), CoS/ToS to Increase Determinism
· Enhanced Network Security with IEEE802.1X, SNMP v1/v2c/ v3, HTTPS, an
SSH/SSL
· Large data cache(4M), real-time transmission
· MAC auto study and aging, MAC address list capacity is 8K

 R       11 494,00 

NW112-13 PFS3226-24ET-240    

Dahua Unmanaged 24-port PoE 10/100 240W +2 Port GB 
UL + 2 Port GB SFP       
· Intelligent PoE
· PD Alive(PoE Watchdog)
· Long Distance PoE Transmission
· Smooth Transmission
· Wide Working Temperature: –10 to 55°C (14°F to 131°F)
· Port Isolation

 R         5 317,00 

NW112-7 PFS3106-4ET-60   

Dahua Unmanaged Hard 4-port PoE 10/100 60W +1 Port 
10/100 UL + 1 SFP      
· Eight-Pin assignment PoE power supply
· Intelligent PoE
· Hi-PoE 60 W (Orange Port)
· PoE watchdog
· 250 m long distance PoE transmission
· Wide operating temperature: –30 °C to +65 °C

 R         1 991,00 
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NW112-8 PFS3110-8ET-96   

Dahua Unmanaged Hard 8-port PoE 10/100 96W +1 Port 
10/100 UL + 1 SFP
· Intelligent PoE
· BT 90W
· 8-pin assignment PoE power supply
· Long distance PoE
· PoE watchdog
· Wide working temperature

 R         2 653,00 

NW112-9 PFS3211-8GT-120  

Dahua Unmanaged 8-port PoE GB 120W +1 Port GB UL + 2 
Port SFP       
· Intelligent PoE
· 8-pin assignment PoE power supply
· Long distance PoE
· PoE watchdog
· BT 90W
· All-giga ports
· Wide working temperature

 R         4 693,00 

NW112-15 DH-PFS4206-4P-96    

Dahua Managed Hard 4-port PoE 10/100 60W +2 Port SFP 
· Layer 2 managed PoE switch
· MAC auto study and aging, MAC address list capacity is 8K
· Support IEEE802.3af, IEEE802.3at, Hi-PoE standard
· Support RSTP
· Industrial wide temperature design
· PoE Management

 R         2 489,00 

NW112-16 GSFP-850-MMF       

Dahua SFP 1.25GB 550M MM
• Multiple mode double fibre
· LC port
· 850 nm sending, and 850 nm receiving
· Transmission distance up to 550 m

 R     726,00 

NW112-17 GSFP-1310-20-SMF  

Dahua SFP 1.25GB TX/RX 1310nm Double Fibre 20Km   
• Single mode double fibre
· LC port
· 1310nm sending, and 1310nm receiving
· Transmission distance up to 20 km

 R     997,00 

CC95-8 NKB1000-E

Dahua Speed Dome Controller RS485, RS422, USB, RS232 
& Network     
Keyboard to Control
· Dahua High Speed Dome
· Dahua Standalone DVR
· Network Video Server Connection
· RS485, RS422 (reserved), USB, RS232 & Network Functions
· Three Dimensional Joystick Control of PTZ Functions
· Preset Position, Auto Scan, Auto Pan, Auto Tour & Pattern Auxiliary Functions
· On-Screen Menu & User Operation Procedure Tips
· Connect to SmartPSS or DSS platform via USB

 R         4 850,00 

CC95-15 NKB5000-F  
S-O-I

Dahua HD Network Control Keyboard RS232, RS485, 
Network + Wi-Fi
· Keyboard to control
· RS232, RS485 & network connections (WLAN)
· Four dimensional joystick control of PTZ functions
· Support 4K decoding live view
· Support 4CH HDMI output
· Support snapshot and recording to U-disk
· Support video-wall display control
· Preset position, auto scan, auto pan, auto tour & pattern control
· NKB5000-F model includes an extension keypad module

 R       29 948,00 

KEYBOARDS
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CM21-5 DHI-LM19-F100-A6      
While Stocks Last   

Dahua Monitor LED 18.5" HDMI/VGA 24/7 Operation  
• Industrial level LCD panel, suitable for extensive 7×24 continuous works
• High fidelity digital processing, brilliant and vivid video
• 5ms fast response time, no image ghosting

 R         2 340,00 

CM21-2 DHI-LM22-B200S-B3-V

Dahua Monitor W-LED 21.5" HDMI/VGA 24/7 Operation     
· Light and cost-effective plastic housing;
· Ultra-narrow bezel , elegant appearance, metal base;
· 178°H/178°V extra-wide viewing angle for overall viewing performance;
· High fidelity digital processing for a brilliant and vivid video;
· Support multiple signal inputs such as HDMI, VGA;
· Physical button control mode;
· Low energy consumption, long service life;
· Anti-blue light design,eye-protective.

 R         3 678,00 

CM21-19 DHI-LM27-L200-A6-V 

Dahua Monitor ELED 27" HDMI/VGA 24/7 Operation    
· Light and cost-effective plastic housing
· Support 7*24 operation
· High fidelity digital processing for a brilliant and vivid video
· Fast response time with no image blurring or ghosting
· Low energy consumption, long service life

 R         5 638,00 

CM21-7 DHI-LM32-F200-V2 

Dahua Monitor LED 32" HDMI/VGA 24/7 Operation Built-in 
speakers     
· Light and cost-effective plastic housing
· suitable for continuous 24/7 operation
· 178°H/178°V extra-wide viewing angle for overall viewing performance
· High fidelity digital processing for a brilliant and vivid video
· 8ms fast response time with no image blurring or ghosting
· Support multiple signal inputs such as HDMI, VGA and USB
· Built-in speakers
· Physical button and infrared remote dual control mode

 R         8 052,00 

CM21-8 DHI-LM43-F200-V2

Dahua 42.5 FHD LCD Monitor LED HDMI/VGA Built-in 
speakers     
· Light and cost-effective plastic housing
· suitable for continuous 24/7 operation
· 178°H/178°V extra-wide viewing angle for overall viewing performance
· High fidelity digital processing for a brilliant and vivid video
· 8ms fast response time with no image blurring or ghosting
· Support multiple signal inputs such as HDMI, VGA and USB
· Built-in speakers
· Physical button and infrared remote dual control mode
· Low energy consumption, long service life

 R       11 502,00 

LK300 DHI-ASI6214J-MFW 

Dahua Face Recognition Biometric Access Terminal 4.3" 
Indoor/Outdoor        
· 4.3-inch LCD touch screen; resolution 480 × 272
· 2MP wide-angle dual lens camera; support DWDR, white light fill light
 and IR fill light
· Support face, card, password ,fingerprint unlock and unlock through their 
combinations; support unlock by period
· User data can be stored at the access controller; can hold 6000 face
 images and work without network
· Face-camera distance: 0.3 m-1.5 m
· Face verification accuracy 99.5%; face comparison speed 0.3s per
 person; low false recognition rate; support liveness detection

 R         7 262,00 

MONITORS

ACCESS CONTROL
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LK300-2 DHI-ASI6213J-MW 

Dahua Face Recognition Access Terminal 4.3" 
Indoor/Outdoor        
· 4.3-inch LCD touch screen; resolution 480 × 272
· 2MP wide-angle dual lens camera; support DWDR, white light fill light
 and IR fill light
· Support face, card, password unlock and unlock through their
 combinations; support unlock by period
· User data can be stored at the access controller; can hold 6000 face
 images and work without network
· Face-camera distance: 0.3 m-1.5 m
· Face verification accuracy 99.5%; face comparison speed 0.3s per
 person; low false recognition rate; support liveness detection

 R         6 295,00 

LK300-1 DHI-AS18214S-W-V1

Dahua Face Recognition Biometric Access Terminal 7.0" 
Indoor/Outdoor        
· 8" LCD with a resolution of 1280 × 800.
· 2-MP CMOS dual-lens camera.
· Supports 100,000 users (including up to 50 administrators), 100,000
 faces, 500,000 cards, 100,000 passwords, 10,000 fingerprints, and
 300,000 records.
· Multiple unlock methods including face, IC card, password, fingerprint
 and QR code.
· Recognizes faces 0.3 m to 3 m away (0.98 ft-9.84 ft), and is suitable for
 recognition of people with a height of 0.9 m to 2.4 m (2.95 ft–94.49 ft).
· Adopts deep learning face recognition algorithms to accurately recognize 
more than 360 key points of a target's face, offers contactless passage and 
performs face recognition at 0.2 sec/person.
· Supports face mask detection.
· Displays video and image advertisements.
· Recognizes up to 6 human faces at the same time.
· Supports person management on the webpage, including adding, 
deleting and editing persons.
· Compatible with multiple platforms such as DSS Professional, SmartPSS
 Lite and DMSS.

 R       16 947,00 

LK300-5 DHI-ASI3214A-W

Dahua Face Rec + Biometric Access Terminal 4.3" SQ 
InDoor     
4.3 inch glass touch screen with a resolution of 480 × 272.
· 2-MP wide-angle dual-lens camera with IR illumination and DWDR.
· Multiple unlock methods including fingerprint, face, IC card and password.
· Supports mask detection.
· Supports visitor QR code with DSS Pro Platform.
· Recognizes faces 0.3 m to 1.5 m away (0.98 ft-4.92 ft).
· Supports 3,000 users, 3,000 faces, 3,000 passwords, 5,000 cards, 5,000
 fingerprints, 50 administrators, and 300,000 records.
· Liveness detection has a face recognition accuracy rate of 99.9% and the 
1:N comparison time is 0.2 s per person.
· Supports making video calls and using the app to receive alarm notifi 
cations, remotely unlock doors and to perform other tasks.
· Supports customization of voice prompts

 R         3 874,00 
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LK300-6 DHI-ASI6214S

Dahua Face Rec + Biometric Access Terminal 4.3" 
OutDoor       
· 4.3 inch glass touch screen with a resolution of 272 × 480.
· 2-MP wide-angle dual-lens camera with IR illumination and DWDR.
· Multiple unlock methods including fingerprint, face, IC card and password.
· Supports 6,000 users, 6,000 faces, 6,000 passwords, 6,000 fingerprints,
 10,000 cards, 50 administrators, and 300,000 records.
· Recognizes faces 0.3 m to 1.5 m away (0.98 ft-4.92 ft); face recognition
 accuracy rate of 99.9% and the 1:N comparison time is 0.2 s per person.
· Supports improved security and to protect against the device being
 forcefully opened, security module expansion is supported.
· Features face mask detection and safety helmet detection.
· Supports visitor QR code and doorbell function.
· Supports making video calls and using the app to receive alarm
 notifications, remotely unlock doors and to perform other tasks.
· TCP/IP connection.
· IP65 rated

 R         4 117,00 

LK301 DHI-ASC2202C-D

Dahua 2 Door Controller Incl Metal Enclosure + PSU    
· TCP/IP communication.
· Two communication protocols: RS-485 and Wiegand.
· Supports storing 100,000 user and 500,000 card-swiping records.
· Supports multi-door interlock, multi-user unlock, anti-passback, and remote
unlock.
· Supports reader tamper alarm, intrusion alarm, unlocking timeout alarm, 
duress alarm, invalid card exceeding threshold alarm, and incorrect 
password alarm.
· Supports built-in RTC, manual time fixing, and automatic time fixing.
· Data can be saved permanently in case of power failure; supports online 
upgrade.
· Power supply through storage battery.
· Supports watchdog mechanism to ensure the operation stability.

 R         5 811,00 

LK301-1 DHI-ASC2204C-D

Dahua 4 Door Controller Incl Metal Enclosure + PSU    
· TCP/IP communication.
· Two communication protocols: RS-485 and Wiegand.
· Supports storing 100,000 user and 500,000 card-swiping records.
· Supports multi-door interlock, multi-user unlock, anti-passback, and remote
unlock.
· Supports reader tamper alarm, intrusion alarm, unlocking timeout
 alarm, duress alarm, invalid card exceeding threshold alarm, and  incorrect 
password alarm.
· Supports built-in RTC, manual time fixing, and automatic time fixing.
· Data can be saved permanently in case of power failure; supports online 
upgrade.
· Power supply through storage battery.
· Supports watchdog mechanism to ensure the operation stability.

 R         7 263,00 

LK301-2 DHI-ASC2202B-S

Dahua 2 Door Controller Only      
· Support TCP/IP communication
· Two dual communication protocols: RS-485 and Wiegand (W26 and W34)
· Holds 100,000 users and stores 500,000 card swiping records
· Support interlock, group combination, anti-passback, remote unlock.
· Support card reader tamper alarm, intrusion alarm, door sensor
 timeout alarm, duress alarm, illegal card exceeding threshold alarm, and 
incorrect password alarm
· Built-in RTC, support manual time synchronization and auto time 
synchronization
· Support power-off memory protection and online upgrade
· Support watchdog (a device that protects a system from software or
hardware failures)
· Support PoE power supply.

 R         2 181,00 
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LK301-3 DHI-ASC2204B-S

Dahua 4 Door Controller Only      
· Support TCP/IP communication
· Two dual communication protocols: RS-485 and Wiegand (W26 and W34)
· Holds 100,000 users and stores 500,000 card swiping records
· Support interlock, group combination, anti-passback, remote unlock.
· Support card reader tamper alarm, intrusion alarm, door sensor
 timeout alarm, duress alarm, illegal card exceeding threshold alarm, and 
incorrect password alarm
· Built-in RTC, support manual time synchronization and auto time
synchronization
· Support power-off memory protection and online upgrade
· Support watchdog (a device that protects a system from software or
 hardware failures)
· Support PoE power supply

 R         2 906,00 

LK301-4 DHI-ASC3202B

Dahua 2 door Web Contoller    
Bulit-in Web server, features main and sub control modes.
· The main control mode offers access control Platform functions,can 
connect with and manage up to 19 sub controllers. The sub-control modes 
can be added to multiple platforms.
· Supports 1000 users, 3000 fingerprints, and 300,000 records.
· Accesses card readers through Wiegand and RS-485 protocols.
· Supports TCP and IP connection, and standard PoE.
· Supplies power to the lock through its 12 VDC output power supply, which
has a maximum output current of 1000 mA.
· Supports configuring the hardware I/O port and exporting configuration 
diagrams.
· Retains stored data even while powered off.

 R         5 811,00 

LK302 DHI-ASR2102A

Dahua Biometric + Card Reader Slave  SQ OutDoor 
· PC material, acrylic panel and IP65, suitable for indoor and outdoor use
· Support contactless recognition of IC card (Mifare card)/ID card
· Support card/fingerprint unlock
· Support RS-485 communication protocol
· Support buzzer and indicator prompt
· Support anti-tampering alarm
· The built-in watchdog can detect and control the abnormal operation
 status of the equipment and perform recovery processing to ensure the
 long-term operation of the equipment
· All connection ports have overcurrent and overvoltage protection

 R         2 036,00 

LK302-1 DHI-ASR1102A(V3)

Dahua Biometric + Card Reader Slave Slim InDoor    
• RS-485 protocol
• Default IC (Mifare) card (“-D” means ID EM card)
• Support card, fingerprint
• Up to 3000 fingerprints capacity
• Blue backlight
• Watch dog function ensure device free from halting
• Beep and indicator
• Surface mounted installation

 R         2 036,00 

LK302-2 DHI-ASR2101H

Dahua Pin + Card Reader Slave Slim OutDoor   
· Card unlock and password unlock.
· RS-485 and Wiegand 34 communication (Wiegand 26 can be configured).
· Prompts using the buzzer and indicator light.
· Tamper alarm.
· Watchdog monitors and controls the device when it behaves  abnormally, 
performing recoveries when necessary to ensure the long- term operation of
the device.
· All the connection ports have overcurrent and overvoltage protection.
· IP66 rated

 R     728,00 
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LK302-3 DHI-ASR2200A

Dahua Card  Reader Slave Slim OutDoor  
· PC material, tempered glass panel and IP66, suitable for indoor and 
outdoor use
· Support contactless recognition of IC card (Mifare card)
· Support card unlock
· Support RS485 and Wiegand communication
· Support buzzer and indicator prompt
· Support anti-tampering alarm
· The built-in watchdog can detect and control the abnormal operation
status of the equipment and perform recovery processing to ensure the long-
term operation of the equipment
· All connection ports have overcurrent and overvoltage protection

 R     824,00 

LK302-7 DHI-ASR2200A-B 

Dahua Bluetooth Card  Reader Slave Slim Outdoor    
· PC material, tempered glass panel and IP66, suitable for indoor and
outdoor use.
· Contactless card reading for IC cards (MI fare cards).
· Unlock through card swiping and Bluetooth.
· Communicates through the RS-485 port, Wiegand port, and Bluetooth.
· Prompts using the buzzer and indicator light.
· Supports the anti-tampering alarm.
· The built-in watchdog program can detect and control the abnormal
operation status of the equipment and perform recovery processing to
ensure the long-term operation of the equipment.
· All the connection ports have overcurrent and overvoltage protection.
· Works with the DMSS mobile client.

 R         1 356,00 

LK300-4 DHI-ASI1202M

Dahua Biometric + Card Reader Standalone Slim OutDoor  
· Material: Zinc alloy plate
· Support card unlock, fingerprint unlock, and card&fingerprint unlock
· Card reading frequency is 13.56MHZ; card reading distance is 1cm–3cm
· Support both RS-485 protocol and Wiegand protocol
· IP65, IK10
· Fingerprint Capacity: 3, 000
· Support duress alarm, tamper alarm, intrusion alarm, door contact timeout
alarm, and illegal card exceeding time alarm
· Support guest card, patrol card, VIP card, general user card, and card
 for the disabled

 R         2 906,00 

LK300-3 DHI-ASI1201E

Dahua Pin + Card Reader Standalone Slim OutDoor    
· Support 30,000 valid cards & 150,000 records
· Support multiple cards
· Support card, password and combination
· TCP/IP to PC
· Wiegand or RS-485 interface to reader
· Door time out alarm, intrusion alarm, duress alarm and tamper alarm
· Anti-passback, multi-card open
· Water-proof design
· Support 128 efficient time and holiday schedules
· Watch dog function ensure device free from halting

 R         1 357,00 
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LK302-4 DHI-ASI2212H-W

Dahua Biometric + Card +Pin Reader Standalone OutDoor  
· PC + ABS, suitable for indoor and outdoor use.
· 2.4" LCD screen with a resolution of 240 × 320.
· Operating temperature: –30 °C to +65 °C (–22 °F to +149 °F).
· IP65 rated (silicone sealant is needed, see Quick Start Guide).
· Option to switch between reader and controller mode for added
 convenience.
· 30,000 users, 30,000 cards, 3,000 fingerprints, 30,000 passwords, 50
 admin accounts, and 150,000 records.
· Card/remote/password/fingerprint unlock and unlock through their
 combinations.
· Deep learning algorithm that reduces capacitive fingerprint recognition
 time to less than 1 s.
· IC card,ID card and NFC technology.
· Brand-new design with a slim, elegant structure.
· Supports access control security module expansion to avoid tampering,
 increasing access safety.
· Supports duress alarm, tamper alarm, intrusion alarm, door contact
 timeout alarm, illegal card exceeding threshold alarm, illegal password
 exceeding threshold alarm, and external alarm.
· Supports guest users, patrol users, blocklist users, VIP users, general
 users, and others.
· TCP/IP and Wi-Fi communication; auto registration, P2P registration,
 and DHCP.
· Supports PC/mobile web clilent.
· Supports online update and USB update.
· Doorbell function.
· Audio prompts.
· Compatible with SmartPSS-AC and DSS Pro

 R         4 117,00 

LK302-5 DHI-ASM101A

Dahua Biometric + Card Enrollment Reader  
· PC material and acrylic panel suitable for indoor use
· Support IC card (Mifare card), ID card issuing, and fingerprint collection
· USB2.0 interface. Plug and play, no need to install driver
· LED indicator and buzzer prompt for successful card issuing and fingerprint
collection
· Supports SmartPSS AC and DSS Pro platforms

 R         2 842,00 

LK302-6 DHI-ASM100-V1

Dahua Card Only Enrollment Reader 
• Default IC (Mifare) card (“-D” means ID EM card)
• No driver installation, plug and play
• USB power supply and communication
• Beep and indicator

 R         1 196,00 

LK303 IC-M1
Dahua Mifare Card 13.56Mhz      
• Standard: MIFARE S50, 13.56 MHz
• Compatibility: ISO/IEC 14443A

 R       12,00 

LK303-1 IC-BC
Dahua Mifare Tag 13.56Mhz   
• Standard: MIFARE S50, 13.56 MHz
• Compatibility: ISO/IEC 14443A

 R       19,00 

LK303-2 R-ASI1202M Dahua Rain shield and Junction box for LK300-4  R     468,00 

LK303-4 J-ASI1202M Dahua Junction box for LK300-4 and LK302-1  R     225,00 

LK303-5 R-ASI62J,ASI2212H Dahua Rain shield and Junction box forLK300, LK300-2, 
LK300-6 and LK302-4  R     583,00 

LK303-6 J-ASI62J,ASI2212H Dahua Junction box forLK300, LK300-2, LK300-6 and 
LK302-4  R     258,00 
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LK320-7 DHI-VTO2101E-P-S2

Dahua Intercom IP Villa Outdoor Station 1080P 2.8mm 
IK10       
· HD CMOS camera.
· Zinc alloy panel, IP65 and IK10 rated.
· ICR night vision and voice prompt.
· Video and audio messaging.
· TCP/IP, and SIP.
· Surface mounted.

 R         3 382,00 

LK320-13 DHI-DEE1010B-S2

Dahua Access Control Extension Module RS485    
· Used to expand access control functions by working with access control
terminal and door station.
· Supports RS-485 communication.
· Connects to electronic or magnetic locks to bolster security.
· Offers 3 indicators to indicate when the device is on or off, functioning, and 
the status of the door.

 R     728,00 

LK320-6 DHI-VTH2421FW-P

Dahua Intercom IP Indoor Monitor 7" TFT White 
· 7" TFT Capacitive touch screen, 1024 x 600
· IPC surveillance
· Alarm integration
· High performance & Cost-effective
· Support 8GB SD card
· Support standard PoE

 R         3 335,00 

LK320-12 DHI-VTH2421FB-P   

Dahua Intercom IP Indoor Monitor 7" TFT Black      
· 7" TFT Capacitive touch screen, 1024 x 600
· IPC surveillance
· Alarm integration
· High performance & Cost-effective
· Support 8GB SD card
· Support standard PoE

 R         3 343,00 

LK320-2 DHI-VTO6521F

Dahua Intercom IP Apartment Outdoor Station 1080P 
2.8mm IK10      
· 4.3 inch IPS display; screen resolution 800×480
· 2MP CMOS; true WDR
· Aluminum anode surface; metal button; IP65, IK07
· Operating temperature: -30°C to +60°C
· Auto light illumination reduces light pollution
· Multiple unlock modes: Password unlock, IC card unlock, and remote 
unlock
· Support 20,000 users and 10,000 cards
· Support full duplex; management platform, and voice call through APP
· Support SIP server
· Support duress alarm, tamper alarm, and door sensor timeout alarm

 R         7 971,00 

LK320-3 VTM130

Dahua Intercom Surface Mounting Plate for VTO65/75 
Series Door Station        
• Colour Silver
• Installation Surface mount
• Dimensions
• 376.5 mm × 136 mm × 37.5 mm
• (14.82" × 5.35" × 1.48")
• Operating Temperature -30°C to +70°C (-22°F to +158°F)
• Operating Humidity 10%RH–90%RH
• Product Material Aluminium alloy
• Gross Weight 1.1 kg (2.43

 R         1 134,00 

INTERCOMES
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CC470-8 DH-PFWB5-30n      

Dahua 5GHz 3KM 300Mbps Combined 15dBi Outdoor 
Wireless CPE         
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 -5.850 GHz)
· Miniaturized design
· High performance and stability
· IP-65 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~3km PTP/PTMP wireless connection (as a station in 
PTMP link)

 R         1 600,00 

CC470-9 DH-PFWB5-10n      

Dahua 5GHz 5KM 300Mbps Combined 20dBi Outdoor 
Wireless CPE         
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 - 5.850 GHz)
· High performance and stability
· IP-66 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~5km PTP/PTMP wireless connection(as a station in 
PTMP link))

 R         2 106,00 

CC470-13 DH-PFWB5-90n      

Dahua 5GHz 90 degree 300Mbps Combined 20dBi 
Outdoor Wireless Base    
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 - 5.850 GHz)
· High performance and stability
· IP-66 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~5km PTP/PTMP wireless connection(as a station in 
PTMP link)

 R         3 790,00 

NW112-25 DH-PFWB5-30ac    

Dahua 5GHz 3KM 866Mbps Combined 15dBi Outdoor 
Wireless CPE         
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 - 5.850 GHz)
· High performance and stability
· IP-66 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~3km PTP/PTMP wireless connection(as a station in 
PTMP link)

 R         2 864,00 

WIRELESS
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NW112-26 DH-PFWB5-10ac     

Dahua 5GHz 5KM 866Mbps Combined 15dBi Outdoor 
Wireless CPE         
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 - 5.850 GHz)
· High performance and stability
· IP-66 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~5km PTP/PTMP wireless connection(as a station in 
PTMP link)

 R         3 706,00 

NW112-27 DH-PFWB5-90ac     

Dahua 5GHz 90 degree 866Mbps Combined 20dBi 
Outdoor Wireless Base    
· Integrated 5 GHz (2x2) MIMO radio
· Frequency 5.150 - 5.850 GHz (FCC 5.150 - 5.250 and 5.725 -5.850 GHz)
· High performance and stability
· IP-66 standards rated enclosure
· Improved noise immunity
· TDMA ensures reliable communication
· Powerful OS
· Dual firmware
· Built-in tools including Site Survey, Link Test, Antenna Alignment, Spectrum
Analyzer, Ping & Trace help in configuration and debugging
· Recommended for 0~5km PTP/PTMP wireless connection(as a station in 
PTMP link)

 R         4 435,00 

CH31-1 DHI-TF-P100/64GB    

Dahua P100 64GB MicroSD Memory Card       
· High-quality memory, precise manufacturing, strict inspection ensure
 high speed and stable performance.
· High compatibility can meet various user needs when using digital
 products, such as watching movies, playing games, recording videos,
 listening to music, and sending files.
· High-speed transmission of up to 100 MB/s; write speed is up to 90 MB/s.
· Four types of protection: High and low temperature resistant, water
 proof, anti-magnetic, and anti X-ray; adapt to a variety of environments.

 R     252,00 

CH31-2 DHI-TF-P100/128GB 

Dahua P100 128GB MicroSD Memory Card    
· High-quality memory, precise manufacturing, strict inspection ensure
 high speed and stable performance.
· High compatibility can meet various user needs when using digital
 products, such as watching movies, playing games, recording videos,
 listening to music, and sending files.
· High-speed transmission of up to 100 MB/s; write speed is up to 90 MB/s.
· Four types of protection: High and low temperature resistant, water
 proof, anti-magnetic, and anti X-ray; adapt to a variety of environments.

 R     433,00 

CH31-3 DHI-TF-P100/256GB 

Dahua P100 256GB MicroSD Memory Card    
· High-quality memory, precise manufacturing, strict inspection ensure
 high speed and stable performance.
· High compatibility can meet various user needs when using digital
 products, such as watching movies, playing games, recording videos,
 listening to music, and sending files.
· High-speed transmission of up to 100 MB/s; write speed is up to 90 MB/s.
· Four types of protection: High and low temperature resistant, water
 proof, anti-magnetic, and anti X-ray; adapt to a variety of environments.

 R     866,00 

STORAGE SD CARDS
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CB66-8 PFM920I-5EU-U   

Dahua Cable CAT5E UTP 0.53mm Solid Copper 305m Pull 
Box       
· 305 m (1000 ft)/carton UTP CAT5e, power over Ethernet, compatible with
one cable
· High-purity oxygen-free copper conductor material
· Customized PVC outer sheath; ANSI UL CM flame retardant class certified
· 10-year warranty

 R         3 011,00 

CB66-10 DH-PFM920I-5EU-U-100      

Dahua Cable CAT5E UTP 0.5mm Solid Copper 100m Pull 
Box       
· 100m carton UTP CAT5e, power over Ethernet, compatible with one cable
· High-purity oxygen-free copper conductor material
· Customized PVC outer sheath; ANSI UL CM flame retardant class certified
· Top-notch Quality Commitment for 10 Years

 R         1 315,00 

CB66-9 DH-PFM920I-5EUN    

Dahua Cable CAT5E UTP 0.45mm Solid Copper 305m Pull 
Box       
· 305 m (1000 ft)/carton UTP CAT5e, power over Ethernet, compatible with
one cable
· High-purity oxygen-free copper conductor material
· Customized PVC outer sheath; ANSI UL CM flame retardant class certified
· 10-year warranty

 R         2 520,00 

CB66-11 DH-PFM922I-5EUN-C-100     

Dahua Cable CAT5E UTP 0.5mm CCA 100m Roll  
· 100m carton CCAUTP CAT5e, power over Ethernet, compatible with one 
cable.
· Manufacturing excellence.
· Customized PVC outer sheath, equipped with certain flame retardancy.
· Top-notch quality commitment for 10 years.

 R     548,00 

CB72 DH-PFM920I-6U-U       

Dahua Cable CAT6E UTP 0.57mm Solid Copper 305m Pull 
Box       
· 305 m (1000 ft)/carton UTP CAT6, power over Ethernet, compatible with
one cable
· High-purity oxygen-free copper conductor material
· Customized PVC outer sheath; CE CPR Eca flame retardant class certified
· 10-year warranty

 R         4 368,00 

CB72-10 DH-PFM920I-6UN-C-100      

Dahua Cable CAT6E UTP 0.53mm Solid Copper 100m Pull 
Box       
· 100m (328ft)/carton UTP CAT6, power over Ethernet, compatible with one 
cable
· High-purity oxygen-free copper conductor material
· Customized PVC outer sheath; CE CPR ECA flame retardant class certified
· Top-notch Quality Commitment for 10 Years

 R         1 345,00 

CC133-24 DHI-DAE-HC2301WV-M6  Dahua 4MP Dash Camera DHI-DAE-HC2301WV-M6  R         1 360,00 

CC199 PFA100
Dahua Bracket Pendant mount adaptor for ICDA902-1     
• Material: Aluminum
• Mount adapter
• Aesthetic design 

 R     171,00 

ACCESSORIES NETWORK CABLING

ACCESSORIES BRACKETS

DASH CAMERAS
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CC199-21 DH-PFB300C     

Dahua Bracket Pendant mount for PTZ or ICDA902-1 
• Aesthetic design
• Material: aluminium & PC
• Ceiling mount bracket

 R     455,00 

CC199-9 DH-PFB203W
Dahua Bracket Wall Mount for 3 Hole Dome   
• Material: Aluminum
• Wall mount bracket
• Neat & integrated design

 R     286,00 

CC199-22 DH-PFB204W
Dahua Bracket Wall Mount for 4 Hole Dome   
• Aesthetic design 
• Wall mount bracket
• Material: aluminum & SECC

 R     285,00 

CC199-2 DH-PFA151
Dahua Bracket Corner Mount for Any Speed Dome
• Material: SECC
• Corner mount bracket
• Aesthetic design

 R     626,00 

CC199-20 DH-PFA150-V2
DAHUA Pole Mount Bracket for Speed Dome
• Material: SECC & SUS304
• Pole mount bracket
• Aesthetic design

 R     626,00 

CC199-7 DH-PFA122-V2

Dahua Junction Box for any Bullet with 3 Hole mounting 
bracket       
• Material: SECC & SUS304
• Pole mount bracket
• Aesthetic design

 R     429,00 

CC199-8 DH-PFA121-V2

Dahua Junction Box for any Bullet with 4 Hole mounting 
bracket       
• Material: SECC & SUS304
• Pole mount bracket
• Aesthetic design

 R     429,00 

CC199-13 DH-PFA134
Dahua Junction Box for any Small Bullet/ Eyeball
• Material: Aluminum
• Wall mount bracket
• Neat & integrated design

 R     201,00 

CC199-18 DH-PFA137  
Dahua Junction Box for any HDBW Dome
• Material: Aluminum
• Wall mount bracket
• Neat & integrated design

 R     210,00 

CC199-14 DH-PFB604W
Dahua Wall mount Bracket ICDA228-4    
• Material: Aluminum
• Aesthetic design
 Junction box

 R     399,00 

CC199-17 DH-PFA152-E
Dahua Bracket Pole Mount for Any Junction Box  
• Material: SECC & SUS304
• Pole mount bracket
• Aesthetic design

 R     314,00 
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CC417-57 DH-PFA6400S     
Dahua Water-proof Power Box for PTZ      
• Material: aluminum & SECC
• IP66 power box
• Aesthetic design

 R         2 611,00 

CC199-97 DH-PFA130-E 
Dahua Water-proof Power Box for PTZ      
• Neat & Integrated design
• Material: Aluminium
• IP66 junction box

 R     342,00 

CC199-98 DH-PFA5300R     
Dahua Water-proof JB for Dome and Bullet   
· Built of aluminium alloy.
· Suitable for a variety of cameras and is elegant.
· IP66 junction box.

 R     370,00 

CC69-2 PFM820

Dahua UTC Format Controller Switch HDCVI AHD HDTVI 
CVBS          • 
Supports different formats(HDCVI/ AHD/HDTVI/CVBS) switch,which is to satisfy 
the requirements of different storage device environments for clients.
• Various format indicator lights, which makes it convenient for users to 
check the current format status and prompt if the format switch is successful.

 R     237,00 

CH45-1 DHI-ARB1606

Dahua Alarm Box 16 In 6 Out Via RS485 XVR ONLY   
• Supports RS485 access to the back-end storage
• Supports 16ch alarm In/6ch alarm out interface
• Supports 2-bit DIP switch (0/1) to determine the different alarm box access: 
Max support 4 alarm boxes having access to the back-end storage device

 R     562,00 

CC69-3 DH-PFM900-E-V2

Dahua Integrated Mount Tester IP, HDCVI/AHD/TVI/CVBS 
4"Qwerty          
• 4.0" TFT screen, 800 × 480 resolution
• H.264/H.265 decoding display for IPC
• HDCVI/AHD/TVI/CVBS video display control
• Support SD and HD direct switch
• 12V/2A DC power supply for the camera
• Support RS–485 control, and audio test
• Length and attenuation tests of the network cable
• Functions of digital multi meter

 R       13 801,00 

 ACCESSORIES CONTROLER & ALARM CONTROLLER

TESTER
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE    
EXCL VAT 

BA40 FRB20-imou

Imou Rechargeable Battery for Cell 2 
• Capacity - 6000mAh
• Energy - 21.6Wh
• Nominal Voltage - 3.6V
• Load Voltage - ?3.6V
• Charge voltage - 4.2V (5V 1.0A)
• Standard charge current - 1200mA
• Max charge current - 2000mA
• Operating Temperature - -20~+60?
• Battery weight - 130g

 R            990,00 

CC470 IPC-C22EP-A-imou

Imou Cue 2 H265 1080p indoor Wi-Fi 2.8mm    
• H.265 Full HD
• Human Detection
• Two-way Talking
• Built-in Siren
• Diversified Storage
• Abnormal Sound Alarm
• Alarm Notification
• 24/7 Protection
• Wi-Fi Connection

 R            906,00 

CC470-1 IPC-A22EP-G-imou

Imou Ranger 2 1080p H.265 indoor Wi-Fi Pan & Tilt 
Camera 3.6mm        
• H.265 4MP QHD - See more than 1080P
• Human Detection - Quickly find human targets in your home
• Built-in Siren - Scare strangers away from your home
• Smart Tracking - Automatically tracks moving objects
• Abnormal Sound Alarm - Sends alerts to your smartphone when it detects 
abnormal sound
• Diversified Storage - Supports NVR, Cloud Storage or Micro SD card (up to
256GB)
• Privacy Mode - Hide the lens to protect your personal privacy
• Alarm Notification - Sends instant alerts to your mobile phone when an 
event is detected
• Two-way Talk - Communicate with family and pets easily

 R         1 219,00 

CC470-3 IPC-A42P-D-imou

Imou Ranger 2 4MP H.265 Indoor Wi-Fi Pan & Tilt Camera 
3.6mm        
• H.265 4MP QHD - See more than 1080P
• Human Detection - Quickly find human targets in you home
• Built-in Siren - Scare stangers away from your home
• Smart Tracking - Automatically tracks moving objects
• Abnormal Sound Alarm - Sends alerts to your smartphone when it detects 
abnormal sound
• Diversified Storage - Supports NVR, Cloud Storage or Micro SD card (up to
256GB)
• Privacy Mode - Hide the lens to protect your personal privacy
• Alarm Notification - Sends instant alerts to your mobile phone when an 
event is detected
• Two-way Talk - Communicate with family and pets easily

 R         1 437,00 

IMOU
HDCVI CAMERAS BULLET & DOME CAMERAS
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CC470-5 IPC-S22FP-0360B-imou

Imou Cruiser 1080P H.265 Wi-Fi Pan & Tilt Camera 3.6mm    
• 1080P Full HD Video
• Human Detection
• Smart Colour Night Vision
• Active Deterrence
• Two-way Talking
• IP66
• Smart Tracking
• Diversified Storage
• Alarm Notification
• Wi-Fi Connection

 R         1 895,00 

CC470-6 IPC-S42FP-D-0360B-imou

Imou Cruiser 4MP H.265 Outdoor Wi-Fi Pan &Tilt  Camera 
3.6mm    
• H.265 4MP QHD
• Human Detection
• Smart Colour Night Vision
• Two-way Talking
• Active Deterrence
• Diversified Storage
• IP66
• Alarm Notification
• Smart Tracking
• Wi-Fi Connection

 R         2 258,00 

CC473-1 IPC-F42FEP-D-0280B-imou

Imou Bullet 2 4MP H.265 In/ouutdoor Bullet Wi-Fi Camera 
2.8mm    
• H.265 4MP QHD
• Human Detection
• Built-in Microphone
• Infrared night vision for clear-as-day clarity even in pitch dark
• H.265 Codec Save more high-quality video in lessspace
• Weatherproof from dust and water
• Supports NVR, Cloud Storage or Micro SD card (up to 256GB)
• Alarm Notification
• Wi-Fi Connection

 R         1 815,00 

CC473-5 IPC-T26EP-0280B-imou

ImouTurret 2MP H.265 In/outdoor Wi-Fi Camera 2.8mm    
• H.265 Full HD
• Human Detection
• Two-way Talking
• Built-in Siren
• Diversified Storage
• Abnormal Sound Alarm
• Alarm Notification
• 24/7 Protection
• Wi-Fi Connection

 R         1 780,00 

CC473-5 IPC-T26EP-0280B-imou

Imou Turret 2MP H.265 In/outdoor Wi-Fi Camera 2.8mm   
• 1080P FHD Video and H.265 Compression
• Active Deterrence
• Two-way Talk
• Human Detection
• IP67
• Flexible Network Deployment
• Micro SD Card Slot
• Stay close with what you care
• Micro SD Card Slot (up to 256GB)

 R         1 780,00 
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CC473-6 IPC-B46LP-White-imou

Imou Cell 2 4MP battery powered outdoor Wi-Fi camera 
2.8mm    
• 4 MP QHD Video
• 100% Wire-Free
• Flexible Power Supply
• Smart Color Night Vision
• Active Deterrence
• Excellent Wi-Fi Performance
• PIR Detection
• Two-way Talk
• Privacy Mode
• Human Detection
• IP65
• Multiple Storage Methods
• Stay Close With What You Care
• PIR Detection
• Human Detection
• Rechargeable and replaceable Battery Power

 R         3 236,00 

CH47-1 ST2-64-S1

Micro SD card Class10 /V10
• 1080P FHD Video
• Dual Antenna
• Alarm Notification
• IP67
• H.265 Codec
• Cloud Service

 R            210,00 

CH47-2 ST2-128-S1

Micro SD card Class30 /V30
• 1080P FHD Video
• Dual Antenna
• Alarm Notification
• IP67
• H.265 Codec
• Cloud Service

 R            476,00 

KT470 Imou-KIT/NVR1104HS-W-S2-CE-
1T/4-F22FEP-0280B      

Imou 4 channel NVR Kit incl. 1TB HDD and 4 x CC 
cameras
• 1080P FHD Video
• Dual Antenna
• Alarm Notification
• IP67
• H.265 Codec
• Cloud Service

 R         9 710,00 

KT470-1 Imou-KIT/NVR1108HS-W-S3-CE-
1T/4-F22FEP-0280B      

Imou 8 channel NVR Kit incl. 1TB HDD and 4 x CC 
cameras
• 1080P FHD Video
• Dual Antenna
• Alarm Notification
• IP67
• H.265 Codec
• Cloud Service

 R       11 801,00 

LK474 DB60/DS21-PEUR-imou

Imou 5MP Wi-Fi Video Doorbell Kit 
• H.265 1080P Full HD
• Human Detection
• Two-way Talking
• Built-in Siren
• Diversified Storage
• Abnormal Sound Alarm
• Alarm Notification
• 24/7 Protection
• Wi-Fi Connection

 R         4 188,00 

KITS

DOORBELL

SD CARD

43

Retail pricelist January 2024



LK474-1 DB61i-W-D4P-imou

Imou 5MP Wi-Fi Video outdoor Doorbell 
• Two-way Talking
• Quick Response
• 5MP
• Night Vision
• Advanced Human Detection
• Instruction Spotlight
• Dual-Band Wi-Fi

 R         3 280,00 

LK474-2 DS21-W-W-imou  

Imou Wi-Fi Extender and Chime for Imou Doorbells
• 2.4 GHz Connectivity
• Full App Control
• Simple Installation
• Hear Alerts Loud and Clear
• Dual antenna
• Boost Range Of Existing Router
• Only for DB60 & DB61i
• Video Doorbell

 R     864,00 

PS470 FSP11-imou

Solar Panel for Cell 2, 1080P Wi-Fi Camera    
• Solar Silicon Single Crystal
• 120mm *180mm*2.5mm (±0.5mm)
• Max Power(Ppm) 3W (-5%/+10%)
• IP65
• PET Laminated Encapsulation

 R     864,00 

SOLAR PANEL
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

LK250 682-493-EX
Net2 Plus Controller Only
• Use existing LAN or RS485 infrastructure on a site
• Easy installation with minimal wiring
• Future proof and easily scalable

 R       4 108,25 

LK250-1 682-531-EX
Net2 Plus ACU PSU Plastic
• Use existing LAN or RS485 infrastructure on a site
• Easy installation with minimal wiring
• Future proof and easily scalable

 R       7 124,67 

LK250-5 654-772-EX
Net2 Nano ACU PSU Plastic
• Use existing LAN or RS485 infrastructure on a site
• Easy installation with minimal wiring
• Future proof and easily scalable

 R       6 742,67 

LK251 682-284-EX

Net2 Plus ACU POE Plastic
• Enjoy all the benefits of Net2 plus, with a single cable for power and data
• Choose to use mains or PoE
• Installation is more efficient and convenient
• Save time and money on extra cabling

 R       7 947,19 

LK253-2 411-623-EX

Net2 I/O PSU Plastic
• Communicates using Net2Air technology, Paxton’s secure and reliable 
wireless protocol
• Minimal wiring needed
• Easy installation and configuration

 R       7 582,76 

LK250-9 857-250-EX

Paxton Net2 Enclosure with PSU
• Communicates using Net2Air technology, Paxton’s secure and reliable 
wireless protocol
• Minimal wiring needed
• Easy installation and configuration

 R       2 344,64 

LK263-4

Vandal Proof Reader
The vandal proof reader is for use with Switch2 and Net2 systems. The barrel-like 
construction of the reader means that it can be buried in a wall. This means 
that it is ideal for use in vandal prone areas where malicious damage could be 
a problem.

 R       4 624,89 

LK260-1 353-110-EX Net2 Reader P50    R       1 756,29 

LK260-2 373-110-EX Net2 Reader P75  R       2 008,02 

LK260-3 323-110-EX Net2 Reader P200  R       3 039,84 

LK260-4 333-210-EX Net2 COMPACT Reader P38  R       3 525,74 

LK260-5 353-210-EX Net2 COMPACT Reader P50  R       3 525,74 

LK260-6 373-210-EX Net2 COMPACT Reader P75  R       3 525,74 

PAXTON NET2
PAXTON ACCESS CONTROL SYSTEMS,VR READER, ACCESS - RFID READERS, ACCESSORIES, ACCESS 
- STAND ALONE,  PANELS, MONITOR & ACCESSORIES, PAXLOCK, NEW PAXTON10 RANGE

VR READER

ACCESS - RFID READERS

PAXTON ACCESS CONTROL SYSTEMS
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LK260-8 345-220-EX Paxton Net2 Reader - Mullion  R       2 684,19 

LK261-2 355-110-EX Net2 Keypad Reader KP50  R       2 008,02 

LK261-5 351-110-EX Net2 Keypad K50  R       1 052,31 

LK261-6 371-110-EX Net2 Keypad K75  R       1 052,31 

LK261-7 351-210-EX Net2 COMPACT TOUCHLOCK Keypad K50  R       1 665,54 
LK261-8 371-210-EX Net2 COMPACT TOUCHLOCK Keypad K75  R       1 665,54 
LK261-9 352-210-EX Net2 COMPACT TOUCHLOCK Keypad SS K50  R       2 442,70 
LK261-11 372-110-EX Paxton Net2 Keypad - TOUCHLOCK Stainless  R       1 860,20 
LK262 500-010-EX Net2 Reader Marine  R       5 303,98 
LK262-1 500-020-EX Net2 Reader Marine Chrome  R       4 108,00 

LK265 568-855-EX Net2 Reader Vandal Proof  R       3 461,35 

LK282 353-467-EX Net2 Reader Mifare P50  R       2 012,41 

LK282-2 375-130-EX Net2 Keypad Reader Mifare Metal KP75  R       3 137,90 

LK266 313-110-EX Net2 Reader Long Range  R       6 564,12 

LK269-1 356-310-EX Net2 Exit Button E50  R   761,06 

LK268 595-248-EX Net2 Reader Energy Saving  R       2 479,29 

LK267 514-326-EX Net2 Desktop Reader  R       1 585,05 

LK267-2 350-910-EX Net2 Desktop Reader Magstripe USB  R       2 312,44 

LK267-4 460-210-EX Net2 Reader Caller ID Plastic Housing  R       6 913,00 

LK270 250-110-EX New 695-644-US Net2 Keyfobs EM 10 Pack  R   793,26 

LK270-1 695-644-EX Net2 Keyfobs 10 Pack  R   922,05 

LK270-10 820-010G-EX Net2 Keyfobs Green 10 Pack  R       1 665,54 

LK271-3 125-005-EX Net2 125kHz HID Tech Card 5 Pack  R       2 391,00 

LK271-4 125-201-EX Paxton Net2 Cards Weigand Activation HID  R       1 100,61 

LK271-5 692-148-EX Paxton Net2 Cards - ISO Mifare - 10 Pack  R   922,05 

LK271-6 477-222-EX Net2 Hands Free Interface Plastic  R       2 539,30 

LK272 690-222-EX Net2 Hands Free Keyfob 2.5m Max  R   905,95 

LK273 690-333-EX Net2 Hands Free KeyCard  R       1 100,61 

LK273-1 696-100-EX Net2 Hands Free KeyCard Holder 5 Pack  R   469,81 

LK269-2 325-030-EX Net2 Reader Port Connector 5 Pack  R       1 725,55 

LK274-1 695-573-EX Net2 Cards Magstripe 10 Pack  R   663,00 

LK274-2 692-053-EX Paxton Prox ISO Card Magstripe 500 Pack  R     39 579,37 

LK274-10 830-010G-EX Net2 Cards Green 10 Pack  R       1 665,54 

LK274-5 698-574BL-EX Net2 Watchprox Black 10 Pack  R   793,26 

LK274-6 698-574SL-EX Net2 Watchprox Silver 10 Pack  R   793,26 

LK274-8 660-100-EX Net2 EM Adhesive Disc 10 Pack  R   873,75 

CB79 166-100 Paxton Reader Cable 100m 10 Core Belden  R       3 033,98 

ACCESSORIES
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LK250-8 405-321-EX Paxton COMPACT - Switch2 Controller  R       2 199,75 
LK260-5 353-210-EX Net2 COMPACT Reader P50  R       3 525,74 
LK261-7 351-210-EX Net2 COMPACT TOUCHLOCK Keypad K50  R       1 665,54 

LK279 337-410-EX Net2 Entry Panel MKII with RS SM  R     16 239,79 

LK279-1 337-420-EX Net2 Entry Panel MKII SM  R     16 239,79 

LK280-17 337-400-EX Net2 Entry Panel MKII FM  R     16 239,79 

LK279-2 337-520-EX Net2 Entry Panel MKII VR SM  R     24 467,99 

LK279-3 337-510-EX Net2 Entry Panel MKII VR with RS SM  R     24 467,99 

LK279-6 337-620-EX Net2 Entry Panel Touch SM  R     40 779,50 

LK279-7 337-610-EX Net2 Entry Panel Touch with RS SM  R     40 779,50 

LK279-8 37-600-EX Net2 Entry Panel Touch FM  R     40 779,50 

LK280-20 337-290-EX Net2 Entry Prem SM Monitor  R     15 844,63 

LK280-24 337-270-EX Paxton Net2 Entry - Audio Monitor  R       3 252,06 

LK280-25 337-272-EX Net2 Entry Audio Monitor with Handset  R       3 610,63 

LK280-27 337-294-EX Net2 Desk Stand Prem Monitor  R       1 258,67 

LK280-3 337-727-EX Net2 Entry Control Unit  R     10 929,95 

LK280-6 337-773-EX Net2 Entry Extension Switch  R       4 188,74 

LK254-1 477-600-EX Paxton Net2 Air Bridge Mk3 - PoE  R       4 122,88 

LK281-1 901-010-EX Net2 PaxLock Mortice Sash 72mm  R   614,70 

LK284-1 900-100BL-EX Net2 PaxLock Pro Black Indoor Euro  R       8 348,95 

LK284-2 900-200WT-EX Net2 PaxLock Pro Black Outdoor Euro  R       9 369,98 

LK284-4 900-059-EX Paxton Net2 PaxLock Pro 50-54mm Door Kit  R   550,30 

LK284-5 900-060-EX Paxton Net2 PaxLock Pro 57-60mm Door Kit  R   550,30 

LK284-6 900-053-EX Paxton PaxLock Pro- Euro Plate kit 70-72  R       1 213,30 

LK284-7 900-054-EX Paxton PaxLock Pro-Euro Plate Kit 90-92  R       1 213,30 

LK251-10 010-187-EX Paxton10 Video Controller - 12V 4A PSU  R     12 851,62 

LK251-11 010-203-EX Paxton10 Alarm Connector  R       2 201,21 

LK251-12 010-403-EX Paxton10 Door Controller - PCB only  R       8 292,60 

LK251-13 010-552-EX Paxton10 Reader Converter  R   687,88 

LK251-15 010-751-EX Paxton10 Door Controller - 12V 2A PSU  R     10 458,68 

LK251-16 010-907-EX Paxton10 Video Controller - PoE  R     12 851,62 

LK251-5 003-375-EX Paxton10 Server  R     24 893,89 

LK251-9 010-052-EX Paxton10 Door Controller - PoE  R     10 458,68 

LK261-15 010-824-EX Paxton10 Keypad Reader  R       4 119,95 

NEW PAXTON10 RANGE

MONITOR & ACCESSORIES

PAXLOCK

PANELS

ACCESS - STAND ALONE
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LK265-1 010-254-EX Paxton10 VR Reader  R       4 490,24 

LK265-2 010-296-EX Paxton10 Slimline Reader  R       3 503,79 

LK265-3 010-387-EX Paxton10 Desktop Reader  R       3 645,76 

LK271-8 010-427-EX Paxton10 Cards - Pack of 10  R       1 004,01 

LK272-10 010-170-EX Paxton10 Keyfobs - Pack of 10  R       1 004,01 

LK272-9 010-690-EX Paxton10 Bluetooth Hands Free Keyfob  R   898,63 

LK284-11 010-602BL-EX Paxton10 PaxLock Pro - Euro, external, black  R     10 137,52 

LK284-12 010-602WT-EX Paxton10 PaxLock Pro - Euro, external, white  R     10 306,71 

LK284-13 010-603BL-EX Paxton10 PaxLock Pro - Euro, internal, black  R       9 183,89 

LK284-14 010-603WT-EX Paxton10 PaxLock Pro - Euro, internal, white  R       9 183,89 

NW261 010-687-EX Paxton10 Wireless Connector  R       4 119,95 
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

NW204-1 WIS-Q2300A

Wisnetworks 2.4GHz Outdoor Wireless CPE 300Mbps   10dBi 
Directional Antenna
23dBm 2 x 2 Radio
1 x 10/100Mbps Ethernet Port
Throughput: Up to 300Mbps   

 R       1 119,00 

NW202 WIS-Q800P

Wisnetworks 5GHz Outdoor Wireless CPE 867Mbps       • 
16dBi Directional Antenna
• 26dBm 2 x 2 Radio
• 1 x 10/100/1000Mbps Ethernet Port

• Throughput: Up to 867Mbps

 R       2 341,00 

NW205 WIS-Q450

Wisnetworks 5GHz Outdoor Wireless CPE 433Mbps       • 
14dBi Directional Antenna
• 23dBm 1 x 1 Radio
• 1 x 10/100Mbps Ethernet Port

• Throughput: Up to 433Mbps

 R       1 424,00 

NW220-1 WIS-D523

Wisnetworks 5GHz Outdoor Wireless Dish CPE/Bridge 433Mbps      
• 23dBi Directional Antenna
• 20dBm 1 x 1 Radio
• 1 x 10/100Mbps Ethernet Port

• Throughput: Up to 433Mbps

 R       1 563,00 

NW230 WIS-S516AC

WIS 5GHz Wireless Outdoor 120 Deg Sector BaseStation 16dBi 
867Mbps (802.11ac)
• 19dBi 120° Dual Polarised Antenna
• 27dBm 2*2 MIMO Radio
• 10/100/1000Mbps Ethernet Port
• Supports WIS TDMA

 R       2 487,00 

NW231 WIS-D523AC

WIS 5GHz Wireless Outdoor Dish CPE/Bridge 867Mbps 
(802.11ac)
• 23dBi Dual Polarised Antenna
• 27dBm 2*2 MIMO Radio
• 10/100/1000Mbps Ethernet Port
• Supports WIS TDMA

 R       2 029,00 

NW221 ANS5819-120

WIS 5GHz Outdoor Wireless Sector Antenna 120 19 dBi (Use 
with  NW211/NW210)
• Seamlessly integrates with
NW210 (WIS-S800AC) and
NW211 (WIS-S5300)
• Ideal for Point to Multi-Point Setups
• Supports WIS TDMA

 R       3 380,00 

WISNETWORKS
NETWORK PRODUCTS

Wi-Fi 5  (802.11ac)

ANTENNAS

Wi-Fi 4  (802.11n/a)
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NW222 WIS-AND5830

WIS 5GHZ Outdoor WirelessDish Antenna 30dBi 
(NW211/NW210)
• Seamlessly integrates with
NW210 (WIS-S800AC) and
NW211 (WIS-S5300)
• Ideal for Long distance
Point to Point Setups
• Supports WIS TDMA

 R       3 566,00 

NW224-1 WIS-AND5812
WIS-PT50SN

WIS 5GHz Wireless Omni Antenna 12dBi with Pigtails 
(NW211/NW210)        
• Seamlessly integrates with
NW210 (WIS-S800AC) and
NW211 (WIS-S5300)
• Ideal for Point to Multi-Point Setups
• Supports WIS TDMA

 R       3 382,00 

PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

NW101-3 SG8-M
UTEPO 8 Port Gigabit (12VDC Input) Switch
• 8 * 10/100/1000Mbps Ports
• 3 Operating Modes (Default/ VLAN/ CCTV)
• 12V DC 1A Power Supply

 R       1 022,00 

NW121-4 UTP3-GSW16
UTEPO 16 Port Gigabit (PoE Powered)
• 16 * 10/100/1000Mbps Ports
• 5 Operating Modes  (STD/ SAG&LP VLAN/ LOCK/ ISOL)
• Powered by AC or PoE (Port 16)

 R       1 629,00 

NW101 GNT-P1006GA

Genata 4 Port Gigabit PoE + 1 Gb TP + 1 Gb SFP Uplink Switch
• 4 x 10/100Mbps PoE+ Ports
• 1 x 10/100/1000Mbps Uplink Port
• 1 x Gb SFP Uplink Port
• Powered by 220VAC

 R   946,00 

NW101-9 GNT-P1012G6

Genata 8 Port Gigabit PoE + 2 Gb TP + 2 Gb SFP Uplink Switch
• 8 x 10/100Mbps PoE+ Ports
• 2 x 10/100/1000Mbps Uplink Port
• 2 x Gb SFP Uplink Port
• Powered by 220VAC

 R       2 422,00 

NW101-12 GNT-IG1210FP-AC

Genata 8 Port Gigabit PoE Industrial + 2 SFP Switch     
• 8 x 10/100/1000Mbps PoE ports
• 2 x Gbps SFP ports
• PoE Budget: 120W
• Ports 1~6:30W maximum PoE per port
• Ports 7`8: 60W maximum PoE per port
• Power Input: 90~264VAC or DC48-52V
• Operating Temperature: -40°C~70°C"

 R       1 806,00 

NW111-6 GNT-P1018G6
Genata 16 Port Gigabit PoE + 2Gb SFP (300W)  16 
x 10/100/1000Mbps PoE Ports
2 x 1000Mbps SFP Uplink Ports
Ports 1 to 14 - 30W PoE Maximum, Ports 15 and 16 - 60W PoE

 R       4 396,00 

UTEPO, Genata & Planet
NETWORK PRODUCTS

GIGABIT SWITCHES

GIGABIT POE SWITCHES
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NW111-7 UTP3-GSW1604TS-P

UTEPO 16 Port Gigabit PoE  + 2 Gb TP + 2 Gb SFP Uplink Switch
• 16 * 10/100/1000Mbps PoE Ports
• 2*10/100/1000Mpbs Ethernet Uplink Ports
• 2* GB SFP Uplink Ports
• 3 Operating Modes (DEFAULT/VLAN/FLOW CONTROL)

 R       5 972,00 

NW100-3 UTP7304GE-POE

UTEPO 4 Port Gigabit Managed Industrial PoE + 2 Gb SFP 
Uplink Switch
• 8*10/100/1000Mbps PoE Ports
• 4* GB SFP Uplink Ports
• PoE function: 1 port 60W HPoE，7 ports 30W PoE
• Web-based network management  (VLAN, QoS, RSTP, SNMP )
• One-key CCTV/LOCK/ONLINE/RING
• Supports relay alarm for; power off, network down and PoE off

 R       6 593,00 

NW101-7 UTP7308GE-POE

UTEPO 8 Port Gigabit Managed Industrial PoE + 4 Gb SFP 
Uplink Switch
• 8*10/100/1000Mbps PoE Ports
• 4* GB SFP Uplink Ports
• PoE function: 1 port 60W HPoE，7 ports 30W PoE
• Web-based network management  (VLAN, QoS, RSTP, SNMP )
• One-key CCTV/LOCK/ONLINE/RING
• Supports relay alarm for; power off, network down and PoE off

 R       7 271,00 

NW101-10 GNT-P1002M6

Genata 8 Port Gigabit Managed PoE + 2 SFP Uplink Switch
• 8 x 10/100/1000Mbps PoE + Ethernet Ports
• 2 x Gbps SFP Uplink Ports
• Up to 30W PoE Power per port with a maximum of 120W
• Supports QoS, port mirroring and link aggregation protocol.
• Supports MAC address auto learning and auto aging.
• LED indicators for monitoring power, link/activity
• 11” inches metal case and internal power adapter design, suitable for rack 
installation.

 R       2 999,00 

NW121-8 UTP3-GSW1604S-MTP250

UTEPO 16 Port Gigabit Managed PoE + 4 SFP Uplink Switch
• 16 * 10/100/1000Base-T RJ45 Ports (PoE)
• 4 * 1000Base-X SFP Ports
• IEEE802.3af/at
• Layer 2 Management including QVLAN, QoS, IGMP Snooping, Dual
IPV4/IPv6 Stack and PoE

 R       7 954,00 

NW121-10 GNT-P1802M6

Genata 16 Port Gigabit Managed PoE + 2 SFP Uplink Switch
• 16 x 10/100/1000Mbps PoE + Ethernet Ports
• 2 x Gbps SFP Uplink Ports
• Up to 30W PoE Power per port with a maximum of 300W
• Supports QoS, port mirroring and link aggregation protocol.
• Supports MAC address auto learning and auto aging.
• LED indicators for monitoring power, link/activity
• 11” inches metal case and internal power adapter design, suitable for rack 
installation.

 R       6 285,00 

NW114-4 GNT-P2804M6

Genata 24 Port GB Managed PoE+ switch with 4 x GB 
RJ45/SFP Ports       24 
x 10/100/1000Mbps PoE Ports
4 x 10/100/1000Mpbs Ethernet Uplink Ports
4 * 10/100/1000Mpbs SFP Uplink Ports (Shared)
PoE Budget - 400W
Layer 2 Network management

 R       9 562,00 

NW115-2 UTP7524GE-POE-4GF

UTEPO 24 Port Gigabit Managed PoE + 4 Gb SFP Uplink Switch
• 24*10/100/1000Mbps PoE Ports
• 4* Gb SFP Uplink Ports
• Supports fast ring, Self-healing in 20ms min
• Web layer 2 Network and PoE management

 R     11 846,00 

GIGABIT POE, MANAGED  SWITCHES
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NW115-8 UTP3-GSW2404S-MTP250

UTEPO 24 Port Gigabit Managed PoE + 4 Gb SFP Uplink Switch
• 24 * 10/100/1000Base-T RJ45 Ports (PoE) Switch
• 4 * 1000Base-X SFP Ports
• IEEE802.3af/at
• Layer 2 Management including QVLAN, QoS, IGMP Snooping, Dual
IPV4/IPv6 Stack and PoE

 R     10 339,00 

NW115-4 UTP7624GE-L3

UTEPO 24 Ports Gigabit Managed  + 4 Gb/10Gb Uplink  Switch
• 24 * 10/100/1000Mbps Ports
• 4 * 10Gb SFP Uplink Ports
• Web layer 3 Network management
• Supports fast ring, Self-healing in 20ms min

 R     17 072,60 

NW115-5 UTP7624GS-L3

UTEPO 24 Port SFP Managed + 8 shared Gb TP + 4 Gb/10Gb 
Uplink Switch
• 24 * Gb SFP Ports
• 8 * Shared 10/100/1000Mbps Ports
• 4 * 10Gb SFP Uplink Ports
• Web layer 3 Network management
• Supports fast ring, Self-healing in 20ms min

 R     24 186,18 

NW100-6 GNT-P4804F6

Weatherproof PoE Network Switch
• Wall or Pole mount
• 6 x 10/100Mbps PoE+ (30W) Ports
• 2 x 10/100/1000Mbps PoE++ (60W) Ports
• 2 x 10/100/100Mbps Ethernet Uplink Ports
• 1 x 10/100/1000Mbps Fibre Uplink Port
• Input Power 220V
• Cable Management
• PC/ABS polymer waterproof (IP65) enclosure

 R       2 608,00 

NW110-4 UTP7208E-POE-A1

UTEPO 8 Port 10/100 Industrial PoE  + 1 Gb TP + 1 SFP Uplink 
Switch
• 8 * 10/100Mbps PoE Ports
• 1 * 10/100/1000Mpbs Ethernet Uplink Ports
• 1 * 1000Mbps SFP Uplink Ports
• IEEE 802.3af/at
• Up to 250m in CCTV Mode

 R       4 098,00 

NW110-9 FGSD-1022VHP

PLANET 8 Port 10/100 PoE + 2 Gb TP/SFP Uplink Switch  
• 8 * 10/100Mbps PoE Ports
• 2 * 10/100/1000Mbps Ethernet & 2 Gb SFP shared Uplink Ports
• 3 Modes (STD/ VLAN/ EXTEND)
• LCD Display for PoE Usage and System status

 R       5 278,00 

NW111-4 GNT-P4813V6

Genata 16 Port PoE + 2Gb TP + 1 Gb SFP Uplink (300W)  14 
x 10/100Mbps PoE Ports
2 x 10/100/1000 Mbps PoE Ports
2 x 10/100/1000 Mbps Ethernet Uplink Ports
1 x 1000Mbps SFP Uplink Ports (Combo)
Ports 1 to 14 - 30W PoE Maximum, Ports 15 and 16 - 60W PoE

 R       3 516,00 

NW121-6 UTP1-SW16-TP300

UTEPO 16 Port 10/100 PoE  + 2 Gb TP + 1Gb SFP Uplink Switch
• 16 * 10/100Mbps PoE Ports
• 2 * 10/100/1000Mbps Ethernet Uplink Ports
• IEEE 802.3af/at
• 1 * 1000MbpsSFP Uplink Port
• Up to 250m in CCTV Mode

 R       4 584,00 

NW113-2 UTP1-SW24-TP420

UTEPO 24 Port 10/100  PoE + 2 Gb TP + 1Gb SFP Combo Uplink 
Switch
• 24 * 10/100Mbps PoE Ports
• 2 * 10/100/1000Mpbs Ethernet Uplink Ports
• IEEE 802.3af/at
• Layer 2 Network & PoE management

 R       5 894,00 

FAST ETHERNET POE  SWITCHES

GIGABIT, MANAGED  SWITCHES
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NW121-3 UTP7216E-POE-L2

UTEPO 16 Port 10/100 Managed  PoE  + 2 Gb TP + 2 Gb SFP 
Uplink Switch
• 16 * 10/100Mbps PoE Ports
• 2 * 10/100Mpbs Ethernet Uplink Ports
• 2 * Gb SFP Uplink Ports • IEEE 802.3af/at
• Layer 2 Network & PoE management

 R             6 205,00 

NW114-2 UTP7224E-POE-L2

UTEPO 24 Port  10/100 Managed PoE + 2 Gb TP Uplink Switch
• 24 * 10/100Mbps PoE Ports
• 2 * 10/100/1000Mpbs Ethernet Uplink Ports + 2*Gbps SFP Uplink Ports
• IEEE 802.3af/at
• Layer 2 Network & PoE management

 R             7 359,00 

NW143 UTP7201GE-PSE30
UTEPO PoE Injector Gigabit (30Watt)
• IEEE 802.3af/at
• 30 Watts Maximum
• 220V AC Input

 R                708,00 

NW143-2 UTP7201GE-PSE60
UTEPO PoE Injector Gigabit (60Watt)
• IEEE 802.3af/at
• 60 Watts Maximum
• 220V AC Input

 R             1 171,00 

NW151 UTP7201GE-PSE95
UTEPO PoE Injector Gigabit (60Watt)
• IEEE 802.3af/at
• 60 Watts Maximum
• 220V AC Input

 R             1 790,00 

NW101-2 GNT-P1006G6

Genata 4 Port Gigabit PoE Extender + 1 GB TP + 1 GB SFP 
uplink(No PSU)
• 4 x 10/100Mbps PoE+ Ports
• 1 x 10/100/1000Mbps Uplink Port
• 1 x Gb SFP Uplink Port
• 48VDC Powered (PSU not inlcuded)

 R                872,00 

NW139 GNT-69P31

PoE Extender/ Splitter
• PoE/ PoE+ 
• 1 x 10/100 Mbps Uplink Port, 2 10/100 Downlink Ports
• Transmission distance up to 100m
• Cat5e/ Cat6

 R                335,00 

NW139-2 GNT-6FP31

PoE Extender/ Splitter (waterproof enclosure)
• Waterproof Housing
•  PoE/ PoE+ 
• 1 x 10/100 Mbps Uplink Port, 2 10/100 Downlink Ports
• Transmission distance up to 100m
• Cat5e/ Cat6

 R                365,00 

NW139-5 GNT-5313AB
RJ45 Combiner / Splitter                                                             
Allows you to combine 2 network ports over a single cable and then split the ports
Data connectivity up to 100m
Optional NW22-9 weatherproof cable glands available

 R                103,00 

NW144 UTP7201ER-PoE

UTEPO 10/100 PoE Repeater (Up to 300m)
• Supports High Definition 4K@60Hz YUV 4:4:4 & full 3D
• 2 HDMI Host to 1 HDMI Monitor
• 1 HDMI Host to 2 HDMI Monitors
• Supports 600MHz/ 6.0Gbps per channel bandwidth
• HDMI v1.4, HDCPv2.2

 R             1 521,00 

POE INJECTORS & REPEATERS

FAST ETHERNET POE, MANAGED SWITCHES
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NW145 UTP7202GR-BTPOE(90)

UTEPO Industrial 1-Port to 2-Port Gigabit PoE (802.3bt - 90W) 
Repeater                                                                              Provides 
10/100/1000Mbps Ethernet ports
1* input port, 2* output ports
All ports comply with IEEE802.3af, IEEE802.3at, IEEE802.3bt
Automatically distributes PoE to 2 PoE output ports as per the demand of the 
powered device
Extends both Data and PoE an additional 100 meters
Waterproof IP67-rated aluminium housing
Wide working temperature: -40~75

℃

 R             3 362,00 

CC71
Passive PoE Injector and Splitter 12-15VDC up to 50m Input                                                                                
Input Voltage Range 12-15 VDC
Supports 10/100Mbps Ethernet Transmission
Transmission Distance - 50m (Cable dependent)

 R                118,00 

CC72

Passive Gigabit PoE Injector or splitter from 12V to 56V                                                                           
12-56VDC input
10/100/1000Mbps Throughput
LED status indicator
Operating Temperature – 0 to 65 ºC

 R                198,00 

NW143-10 PD30W-MINI-GL

DATAENERGY PoE Splitter Isolated Type DC-DC 802.3af/at 
12VDC2A
Input Voltage (PoE): 37-57V 30W
Output Voltage: 12V 2A
Transmission: 10/100Mbps

 R                220,00 

NW169 MGB-SX2

PLANET SFP-Port 1000 BASE-SX mini-GBIC module - 2km (Multi 
Mode)                                                                                                
• Multimode Fibre
• LC connector
• IEEE 802.3z 1000BASE-SX
• Maximum distance 2km
• Wavelength -1310nm

 R                789,00 

NW169-10 MGB-LX

PLANET SFP-Port 1000 BASE-LX mini-GBIC module - 20km 
(Single Mode)                                                            • Single-mode 
Fibre
• LC connector
• IEEE 802.3z 1000BASE-SX
• Maximum distance 20km
• Wavelength -1310nm

 R                753,00 

NW169-3 MGB-SX

PLANET SFP-Port 1000 BASE-SX mini-GBIC module - 550m 
(Multi Mode)                                                                                           
• Multimode Fibre
• LC connector
• IEEE 802.3z 1000BASE-SX
• Maximum distance 550m
• Wavelength -850nm

 R                668,00 

NW100-7

2 Port Gigabit Ethernet to Fibre Media Convertor
• 2 * 10/100/1000Mbps Ethernet Ports
• 2 x Gbps Single Mode SC Fibre Ports
• Transmission distances: Ethernet – up to 100m, Fibre – up to 10km
• Throughput – 8Gbps
• 5VDC 1A Power Supply

 R             2 038,00 

SFP

MEDIA CONVERTER
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NW160

Genata Gigabit Ethernet to Fibre Media Convertor                  1 
x 10/100/1000Mbps Ethernet Port
1 x Gbps Single Mode SC Fibre Port
Transmission distances: Up to 3km
Powered by 12-48VDC or PoE (802.3at/af)

 R                984,00 

NW169-1 GT-802

PLANET 1000Base-T to 1000Base-SX Media Converter (SC, 
MM) -220/550m                                                                  • 1 x 
10/100/1000BASE-T port
• 1 x 1000BASE-SX port 
• Maximum Distance: 550m

 R             1 999,00 

NW169-2 GT-802S

PLANET 1000Base-T to 1000Base-LX Media Converter (SC, SM) 
-10km                                                                                        • 1 
x 10/100/1000BASE-T port
• 1 x 1000BASE-LX port 
• Maximum Distance: 10km

 R             2 068,00 

NW169-7 UOF7201GE
UTEPO 1000Base-T to 1000Base-FX Media Converter (Requires 
SFP)
• Media conversion between 10/100/1000BASE-T and 1000BASE-X
• LC Port, SFP Optical Module, Single or Dual Fibre

 R             1 012,00 

NW270-5

HDMI Extender Kit Over CAT5E/6 Full HD1080P to 50m (Bi-
directional IR)
• 1080p/60fps up to 50m
• Full HD & 3D Compliant
• Supports DTS-HD Master Audio & Dolby TrueHD Audio
• 7.1 Digital HDMI
• EDID Control
• Bi-directional Infra-red support

 R             1 068,00 

NW270-6

HDMI Extender Kit Rx & Tx Over CAT5E/6 up to 200m
• 1080p/60fps up to 200m
• Full HD & 3D Compliant
• Built-in DIP switch for multiple displays
• Supports USB 2.0
• Bi-directional Infra-red support
• Additional Receiver NW270-3 (IPHU-200D RX)

 R             3 468,00 

NW270-7 HDMI Extender Additional Receiver for NW270-6  R             1 619,00 

NW273-1

HDMI Splitter 1 - 4 HDMI 2.0 1080P
• Supports 4K x 2K@30Hz, 1080P
• Full HD & 3D Compliant
• EDID Control
• HDMI v1.4, HDCPv2.0

 R             1 243,00 

NW274-1

HDMI Splitter 1 in 2 Out Metal Housing HDMI 1.4 4K at 30Hz
• Support HDMI resolution up to 3840x2160/30Hz
• Full HD & 3D Compliant
• Supports a maximum baud rate of 3.4G and a maximum bandwidth of 340Mhz
• HDMI v1.4, HDCPv2.0

 R                324,00 

CC27-4
CCTV AV to VGA & HDMI Converter
• Supports PAL, NTSC3.58, NTSC4.43, SECAM, PAL/M and PAL/N 
• Supports Up-scaler mode and automatically scales to 720/1080p
• Supports VGA auto output

 R                902,00 

HDMI EXTENDER

HDMI CONVERTER

HDMI SPLITTER
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NW276-2
HDMI to AV Mini Converter 1080p
• Supports resolutions up to 1080p/60fps
• Supports NTSC and PAL formats
• USB power cable

 R   640,00 

NW275

HDMI 2 Port Bi-direction 1 x 2 Splitter 2 x 1 Switch 4K
• Supports High Definition 4K@60Hz YUV 4:4:4 & full 3D
• 2 HDMI Host to 1 HDMI Monitor
• 1 HDMI Host to 2 HDMI Monitors
• Supports 600MHz/ 6.0Gbps per channel bandwidth
• HDMI v1.4, HDCPv2.2

 R   273,00 

NW278
HDMI 5 in 1 Out Switcher
• HDMI v1.4, HDCP, 3D support
• Supports video resolutions up to 4Kx2K@24/30 Hz
• Manual, automatic or remote control switching

 R   446,00 

NW278-3

HDMI Switch 3 -1 HDMI 2.0
• Supports Ultra High Definition resolution 4K 60Hz and full 3D
• Supports manual and automatic switching.
• Supports HDCP 2.2
• Supports 600MHz/ 6.0Gbps per channel bandwidth 1.8Gbps total
• Supports Consumer Electronics Control CEC
• Supports compressed audio such as DTS and Dolby Digital
• 5V USB to DC PSU inlcuded

 R   436,00 

CB92-1-4K HDMI Cables
• HDMI Cable Male to Male 0.5m 30AWG

CB92-2-4K HDMI 2.0 Cables
• HDMI Cable Male to Male 2m 30AWG

 R     89,00 

CB92-5-4K HDMI 2.0 Cables
• HDMI Cable Male to Male 5m 28AWG

 R   204,00 

CB92-10-4K HDMI 2.0 Cables
• HDMI Cable Male to Male 10m 26AWG

CB92-20-4K HDMI 2.0 Cables
• HDMI Cable Male to Male 20m 26AWG + Chipset 24AWG

 R       1 171,00 

TL48-1 TL48-1 Crimping Tool - RJ45 Connector
• Crimping tool for 8 pin RJ45 connectors
• Dual stripping/cutting blades for 6mm and 12mm

 R   336,90 

TL48-2 TL48-2 Crimping Tool RJ11 / RJ12 / RJ45

• Ratchet crimping tool for RJ11/RJ12 /RJ45 connectors

 R   469,50 

TL48-6 TL48-2 Crimping Tool
1 x Ratchet Crimper 
1 x Cable Stripper 
1 x Cable Cutter 
2-Piece MC4 & MC4 PLUS Open-End Spanner & Unlocking Tool
2 x Screwdrivers (Flat and Phillips) 

  

 R       1 499,00 

LT01-1
Single Channel Network Surge Protector 10/100Mbps
• Rating:10/100Mbps
• Response Time: 1ns
• Insertion Loss 0.5dB

 R   404,00 

HDMI SELECTOR

HDMI CABLES

HDMI SWITCHER

SURGE PROTECTION

CRIMPING TOOLS
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LT02-2

UTEPO Single Channel Gigabit Surge Protector 
10/100/1000Mbps + PoE
• Protection: PoE and PoE+, Compatible with End-span and Mid-span
• Rating:10/100/1000Mbps
• Response Time: 1ns
* Insetion Loss 0.5dB

 R   497,00 

CC25 CC25 CCTV Video Line Surge Protector
1ns Surge protection attack time 4KA Maximum surge current
300 Surges of 100Amps normal 10000 M Ohms resistance across coax Insertion loss: 
Less than 0.2dB

 R   412,00 

NW276-4

16 Channel IP Split Screen Decoder
• ONVIF complaint, ideal for decoding multi-brand IP cameras 
• Simple Setup - Enter the link address of the video stream in the configuration
interface of the video decoder.
• Multi-channel Switch - Support multi video HD streams decoding and switch the    
channels via webpage controls
• Multi-protocol Supporting - Support DHCP, FTP, DNS, DDNS, NTP, UPNP,
EMAIL, 2G, WIFI, IP SEARCH, ALARMING CENTER etc.
• ESD and Lightning protection

 R       1 289,00 

CB65 Cable - CAT5 CCA 10Mbps / 100m  R   356,00 
CB65-1 Cable - CAT5 CCA 10Mbps / 500m  R       1 906,00 
CB65-2 Cable - CAT5 Fly Lead Grey / 3m  R     47,80 
CB65-22 Cable - CAT5 Patch Cord Grey 0.5m  R     19,60 
CB65-4 Cable - CAT5 Fly lead BC / 3m Yellow  R     78,00 
CB65-5 Cable - CAT5 Fly lead / 20m - Grey  R   119,00 
CB65-7 Cable - CAT5E Outdoor / 500m (CCA)  R       3 620,00 
CB66 Cable - CAT5 CCA Solid GREEN / 100m  R   422,00 
CB68 Cable - CAT5 CCA Blue / 500m  R       2 096,00 
CB68-1 Cable - CAT5 CCA Green / 500m  R       1 905,00 
CB68-2 Cable - CAT5 CCA Red / 500m  R       2 014,00 
CB68-3 Cable - CAT5 CCA Yellow / 500m  R       2 096,00 
CB69 Cable - CAT5E UTP BC 100m  R   756,00 
CB69-1 Cable - CAT5E UTP BC 305m  R       2 622,00 
CB69-11 Cable - CAT5E Green UTP BC 500m  R       4 353,00 
CB69-2 Cable - CAT5E UTP BC 500m  R       4 296,00 
CB69-7 Cable - CAT5E S/UTP Indoor Grey - 500m  R       6 868,00 
CB69-8 CAT5E S/UTP Outdoor UV Black - 500m  R       6 429,00 
CB69-9 CAT5E S/UTP Outdoor UV Black - 100m  R       1 381,00 
CB65-10 CAT5E Fly Lead 50M Outdoor  R   649,00 

CB65-13 CAT6 Fly Lead Grey 3m  R     50,00 
CB65-15 CAT6 Fly Lead Grey 5m  R     73,60 
CB65-32 Cable - CAT6 Patch Cord Grey 0.5m  R     37,00 
CB65-33 Cable - CAT6 Patch Cord Grey 1.0m  R     27,60 
CB65-8 Cable - CAT6e Fly lead 60m Copper Solid - Green  R       1 019,00 
CB67 Cable - CAT6 CCA Shielded Flex / 500m  R       3 239,00 
CB70 Cable - CAT6E UTP BC 100m  R   985,00 
CB70-2 Cable - CAT6E UTP BC 500m  R       5 592,00 
CB70-3 Cable - CAT6E U/UTP BC/500m - GREEN (Solid)  R       5 639,00 
CB70-4 Cable - CAT6E U/UTP BC 500m - Black (Solid)  R       8 115,00 

DECODER

CABLE CAT5/E

CABLE CAT6/E
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CB70-5 Cable - CAT6E U/UTP BC 500m - Yellow (Solid)  R       5 639,00 
CB70-7 Cable - CAT6E S/UTP Indoor Grey / 500m  R       8 600,00 
CB70-8 Cable - CAT6E S/UTP Outdoor UV Black / 500m  R       8 572,00 
CB71 Cable - CAT6E Blue BC / 500m  R       5 639,00 

HW22-1 Connector - RJ45 for CAT 5 Cable
RJ45 8 Pin Ethernet connector for CAT5 cable

 R       3,00 

HW22-3 Connector Boot RJ45 Grey
• Grey rubber boot for RJ45 connector

 R       3,00 

HW22-4 Connector - RJ45 Back to Back Coupler (In-Line)
• RJ45 Back to Back Coupler (In-Line)

 R     17,00 

HW22-6 Connector Shielded RJ45 for STP
• Shielded RJ45 for STP cable
• HW22-7 Connector CAT5

 R       6,60 

CA100-1 18U 800mm Internal 950mm High Floor standing Cabinet 

Black

 R     11 135,00 

CA101 41U 600 + 800 Floor standing Cabinet incl Fans and Power  R     14 658,00 

CA102 4U 300 + 200mm Collar Swing Frame Wall Box incl Fans and 

Power - GREY

 R       2 563,00 

CA102-1 4U 300 + 200mm Collar Swing Frame Wall Box incl Fans and 

Power Black

 R       2 563,00 

CA102-2 4U 500mm Solid Wall Box incl Fans and Power  R       2 563,00 
CA102-3 4U 400mm Solid Wall Box Black  R       1 465,00 
CA103 9U Swingframe Wallbox - 600mm Deep Incl Fan and 5-Way 

3m Power Lead

 R       3 469,00 

CA104 12U Swingframe Wallbox - 600mm Deep Incl Fan and 5-Way 

3m Power Lead

 R       3 729,00 

CA104-1 12U 400+200mm Collar Swing Frame Wall Box incl Fans & 

Power Special Bd

 R       4 280,00 

CA105 1U Blanking Panel  R     66,44 
CA106 2U Blanking Panel  R   115,00 
CA107 4U Blanking Panel  R   176,00 
CA108 1 U Brush Panel  R   126,00 
CA109 Front Mount Tray 450mm - Shelf to fit Wall Box or Cabinet  R   332,00 

CA110 450mm Flat mount Tray  R   593,00 
CA111 6U Swingframe Wallbox - 600mm Deep Incl Fan and 5-Way 

3m Power Lead

 R       2 939,00 

CA111-1 6U 400+200mm Collar Swing Frame Wall Box Excl Fans and 

Power - Black

 R       2 439,00 

CA112 Cabinet Nuts and Bolts / 50  R   192,00 

CA118 4 Fans 3 Shelves
Excludes Power Outlet and 

Lead

FINEN 18U Floor Standing Cabinet          (600 x 

800mm)

 R       7 720,00 

CA122 4 Fans 3 Shelves
Excludes Power Outlet and 

Lead

FINEN 22U Floor Standing Cabinet (600x800mm)

 R       8 240,00 

SERVER CABINETS FLOOR STANDING

SERVER CABINETS

UTP CONNECTORS & BOOTS

58

Retail pricelist January 2024



CA127 4 Fans 3 Shelves
Excludes Power Outlet and 

Lead

FINEN 27U Floor Standing Cabinet          (600 x 

800mm)

 R       8 480,00 

CA142 4 Fans 3 Shelves
Excludes Power Outlet and 

Lead

FINEN 42U Floor Standing Cabinet          (600 x 

1000mm)

 R     11 468,00 

CA102
incl Fan and Power (Grey)

4U Wall Box Swingframe (300mmx200mm Collar)  R       2 563,00 

CA102-1
incl Fan and Power (Black)

4U Wall Box Swingframe (300mmx200mm Collar)  R       2 563,00 

CA102-1B
excl Fan and Power (Black)

4U Wall Box Swingframe (300mmx200mm Collar)  R       2 200,00 

CA102-2
incl Fans and Power

4U Wall Box Solid (500mm)  R       2 563,00 

CA102-3
excl Fans and Power

4U Wall Box Solid (400mm)  R       1 465,00 

CA102-4 Excludes Fan and Power 
Outlet

IP55 4U Wall Mount Outdoor (600mmx450mm) Gray  R       4 706,00 

CA102-5 Excludes Fan and Power 
Outlet

IP55 4U Wall Mount Outdoor (600mmx550mm) Gray  R       6 338,00 

CA102-B
excl Fan and Power (Grey)

4U Wall Box Swingframe (300mmx200mm Collar)  R       2 200,00 

CA111 6U Wallbox Swingframe (600mm)  R       2 939,00 

CA111-1
excl Fan and Power (Black)

6U Wallbox Swingframe (400mmx200mm Collar)  R       2 439,00 

CA111-2 Excludes Fan and Power 
Outlet

IP55 6U Wall Mount Outdoor (600mmx450mm) Gray  R       5 226,00 

CA111-3 Excludes Fan and Power 
Outlet

IP55 6U Wall Mount Outdoor (600mmx550mm) Gray  R       7 328,00 

CA111B
excl Fans and Power

6U Wallbox Swingframe (400mmx200mm Collar)  R       2 662,00 

CA103 9U Wall Box Swingframe (600mm)  R       3 469,00 

CA103-1 Excludes Fan and Power 
Outlet

IP55 9U Wall Mount Outdoor (600mmx450mm) Gray  R       6 154,00 

CA103-2 Excludes Fan and Power 
Outlet

IP55 9U Wall Mount Outdoor (600mmx450mm)  Gray  R       7 736,00 

CA103B
excl Fans and Power

9U Wallbox Swingframe (600mm)  R       3 196,00 

CA104
excl Fans and Power

12U Wallbox Swingframe (600mm)  R       3 729,00 

CA104-1
incl 2 Fans & Power

12U Wall Box Swingframe (400mmx200mm Collar)  R       4 280,00 

SERVER CABINETS WALL MOUNT
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CA104-2 Excludes Fan and Power 
Outlet

IP55 12U Wall Mount Outdoor (600mmx450mm) Gray  R       7 356,00 

CA104-3 Excludes Fan and Power 
Outlet

IP55 12U Wall Mount Outdoor (600mmx550mm) Gray  R       8 930,00 

CA104B
excl Fans and Power

12U Wallbox Swingframe (400mmx200mm Collar)  R       3 460,00 

CA104-4
2 Shelves

Ideal for Inverters and 
Battery Backup

12U Reinforced Cabinet (600 x 600m)  R       6 077,00 

CA114 5 Way Multiplug with 3m lead - Plastic  R   266,00 

CA114-1 PDU 19" 1U 10 Way 10A IEC Outlet with On/Off Switch  R       1 038,00 

CA114-2 PDU 19" 1.5U 10 Way 16A South Africa Outlet with On/Off 

Switch

 R       1 238,00 

CA114-3 PDU 19" 1U 6 Way 10A IEC Outlet with On/Off Switch  R   838,00 

CA114-4 PDU 19" 1.5U 6 Way 16A South Africa Outlet with On/Off 

Switch

 R   930,00 

CA105 1U Blanking Panel  R     66,44 

CA106 2U Blanking Panel  R   115,00 

CA108 1 U Brush Panel  R   126,00 

CA109 Cantilever Shelf 19 Inch 2U 450mm Deep  R   332,00 

CA109-1 Cantilever Shelf 19 Inch 2U 330mm Deep  R   280,00 

CA110 Flat Mount Tray 450mm  R   593,00 

CA112 Cage Nuts and Bolts per 50  R   192,00 

CA113 Use with IP55 Outdoor 
Cabinets

2 Way fan unit for Wall Mount Cabinets  R       1 840,00 

CA113-1 Single fan units for Wall Mount Cabinets  R   300,00 

SERVER CABINETS ACCESSORIES
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

LK419 MA Sigma Lite WR Bio MA Sigma Lite Bio
Morpho Sigma Lite IP65 (1:500) Bio

 R     10 483,00 

LK419-1 MA-SIGMA-LITE-PROX
MA Sigma Lite Prox 
Morpho Sigma Lite IP65 (1:500) Bio with Prox Card Reader

 R     14 432,00 

LK419-2 MA-SIGMA-LITE-MULTI
MA Sigma Lite Multi
Morpho Sigma Lite IP65 (1:500) Bio with Mifare/Desfire Card Reader

 R     11 637,00 

LK419-3 MA-SIGMA-LITE-ICLASS
MA Sigma Lite iClass 
Morpho Sigma Lite IP65 (1:500) Bio with iClass Card Reader

 R     14 255,00 

LK419-4 MA-SIGMA-LITE-CVR
MA Sigma Lite Cover      
Morpho Sigma Lite Series Ruggedised S/S Outdoor Cover/Rainshield

 R       1 023,00 

LK419-5 MA-SIGMA-LITE-BRK
MA Sigma Lite Bracket      
Morpho Sigma Lite Series Ruggedised S/S Indoor Mounting Bracket

 R   650,00 

LK419-6 NEW MA Sigma Lite Case  
Morpho Sigma Lite Plus & Lite series Portable Case and Battery

 R       8 924,00 

LK420-1 MA-SIG-LITE-PLUS-PRX
MA Sigma Lite+ Prox - With Screen      
Morpho Sigma Lite + Display IP65 (1:500) Bio with Prox Reader

 R     16 206,00 

LK420-2 MA-SIG-LITE-PLUS-MUL
MA Sigma Lite+ Multi - With Screen    
Morpho Sigma Lite + Display IP65 (1:500) Bio with Mifare/Desfire

 R     14 781,00 

LK420-3 MA-SIG-LITE-PLUS-IC
MA Sigma Lite+ iClass - With Screen  
Morpho Sigma Lite + Display IP65 (1:500) Bio with iClass Reader

 R     15 842,00 

LK421-1 MSO_1300
Morpho MSO1300 E3 Enrollment      
Morpho Smart 1300 E3 USB Enrollment Reader with FFD & 0.7m cable

 R       4 213,00 

LK421-2 MSO_300
Morpho MSO300 Enrollment      
Morpho Smart 300 Enrollment Reader

 R       9 514,00 

LK421-3 MSO_350
Morpho MSO350 Enrollment      
Morpho Smart 350 with integrated contact smart card reader

 R       8 528,00 

LK422-2 MA-SIGMA-MULTI-WR
MA Sigma Standard Series Multi    
Morpho Sigma STD IP65 (1:5000) Bio with Mifare/Desfire Card Reader

 R     19 278,00 

LK422-3 MA-SIGMA-ICLASS
MA Sigma Standard Series iClass  
Morpho Sigma STD IP65 (1:5000) Bio with iClass Card Reader

 R     20 711,00 

LK422-4 MA-SIGMA-SS
MA Sigma Cover   
Morpho Sigma STD Series Ruggedised S/S Outdoor Cover/Rainshield

 R       1 157,00 

LK422-5
MA Sigma Bracket     
Morpho Sigma STD Series Ruggedised S/S Indoor Mounting Bracket

 R   698,00 

LK422-6 NEW
MA Sigma Standard Series Case     
Morpho Sigma STD Series Portable Case and Battery

 R     10 160,00 

LK423-1 MA-SIGMA-EXTREME-PROX
MA Sigma Exteme Prox   
Morpho Access Sigma Extreme IP65 (1:5000) Bio with Mifare/Desfire

 R     40 270,00 

LK423-2 MA-SIGMA-EXTREME-MULTI
MA Sigma Exteme Multi    
Morpho Access Sigma Extreme IP65 (1:5000) Bio with iClass Card Reader

 R     42 455,00 

LK423-3 MA-SIGMA-EXTREME-ICLASS
MA Sigma Extreme iClass   
Morpho Sigma Extreme Series Ruggedised S/S Outdoor Cover/Rainshield

 R       2 157,00 

LK423-4 MA-SIGMA-EXTREME-CVR
MA Sigma Extreme Cover 
Morpho Sigma Extreme Series Ruggedised S/S Indoor Mounting Bracket

 R       1 534,00 

LK423-5 MA-SIGMA-EXTREME-BRK
MA Sigma Extreme Bracket  
Morpho Sigma Extreme Series Ruggedised S/S Indoor Mounting Bracket

 R       1 058,00 

MORPHOACCESS MA Sigma Lite

MORPHOACCESS MOPHO

MORPHOACCESS SIGMA STANDARD

MORPHOACCESS SIGMA EXTREME
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LK424 Sigma Lite Upg 3K
MA Sigma Lite Series Upgrade to 3K       
Morpho Sigma Upgrade - Increase Lite Series to 3 000 Persons

 R       1 679,00 

LK424-1 Sigma Lite & STD 10K
MA Sigma Lite & STD Upgrade to 10K       
Morpho Sigma Upgrade - Increase Lite & STD Series to 10 000 Persons

 R       2 290,00 

LK424-2 Sigma STD Upg 50K
MA Sigma STD Upgrade to 50K     
Morpho Sigma Upgrade - Increase STD Series to 50 000 Persons

 R       4 578,00 

LK424-3 Sigma STD Upg 100K
MA Sigma STD Upgrade to 100K    
Morpho Sigma Upgrade - Increase STD Series to 100 000 Persons

 R       9 158,00 

LK425 IDECO-MM
Morpho Manager Software - USB Dongle    
Morpho Manager Software - USB Dongle

 R   469,00 

LK425-1 VERIF
Morpho Verif License for MSO      
Morpho Software Verification licence (1:1) (MSOs or PC licence)

 R       2 638,00 

LK425-2 IDENTLITEDONGLE
Morpho Verif Dongle for MSO  
Morpho USB Dongle Verification licence (1:1) (MSOs or PC licence)

 R       6 120,00 

LK426 Morpho Wave MD
Morpho Wave Compact MD   
Morpho Wave reader Compact version with Mifare/Desfire Reader

 R     89 812,00 

LK426-3 Morpho Wave Upg 40K
Morpho Wave Upgrade License    
Morpho Wave Compact Upgradeto 40K Persons

 R     32 661,00 

MORPHOACCESS UPGRADE

MORPHOACCESS UPGRADE

MORPHOACCESS UPGRADE
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

LK343 Virdi UBioTab5 Biometrics Android Tablet  R     18 700,00 

LK345 KL100S Doorlock Standalone SC BT  R       5 255,00 

LK347
AC2000RF FP Reader IP65 EM    
AC2000RF, Max 1500 Users, 1500 FP users, 3000 FP   Templates (Recommend 2 FP 
per User), 100 000 Transaction Log, RFID Card Reader, No Keypad, No Screen, 
LED Authentication.

 R       8 909,00 

LK347-1
AC2000HRF FP Reader IP65 EM 
AC2000HRF, Max 5000 Users, 5000 FP users, 10000
FP Templates (Recommend 2 FP per User), 100 000 Transaction Log, RFID Card 
Reader, No Keypad, No Screen, LED Authentication.

 R     10 622,00 

LK348
AC1100SC LCD BT    
AC1100SC, Max 200 000 users, 200 000 cards, 1 000 000 event log, 35 000 photo 
log, 4" Touch LCD, Camera, Ambient Light Sensor, Flash, VOIP, Mobile Key 
Support, Mifare Card Reader, 12VDC. (No PSU) Requires UNIS V4 and above.

 R       9 466,00 

LK349-1
AC2000HSC FP Reader IP65 SC 
AC2000HSC, Max 5000 Users, 5000 FP users, 10000
FP Templates (Recommend 2 FP per User), 100 000 Transaction Log, Mifare Card 
Reader, No Keypad, No Screen, LED Authentication.

 R     10 837,00 

LK350-8
AC2100PSC Reader IP65 SC LCD      
AC2100RF PLUS, Max 1500 Users, 1500 FP users,
3000 FP Templates (Recommend 2 FP per User), 100   000 Transaction Log, RFID 
Card Reader, LCD Screen,  4 x Function Keys.

 R     10 337,00 

LK350-9 AC2100PRF Reader IP65 EM LCD  R       9 766,00 
LK350-5 AC2200RF FP Reader IP65 LCD BT  R     11 500,00 

LK351-2

AC2200HRF FP Reader IP65 LCD BT  Max 
20000 Proximity users, 5000 FP users (1:N-10000 Templates),100000 Transaction 
Log, IP65, Bluetooth for Mobile Card, LCD Screen, Digital Camera, RFID Reader 
on Board, TCP/IP, RS-232, RS-485 OSDP, No Relay on Board -Use BLC-015 / MCP-
040 No keypad

 R     14 905,00 

LK350-7
AC2200HSC FP Reader IP65 LCD BT   
AC2200HSC, Max 5000 Users, 5000 FP users, 10000
FP Templates (Recommend 2 FP per User), 100 000 Transaction Log, LCD Screen, 
Digital Camera, Mifare Card Reader, 4 x Function Keys.

 R     15 476,00 

LK355 AC7000 Face Reader LCD EM/SC  R     19 983,00 
LK358 FMD10SC Reader SC RS485 BT  R       5 994,00 
LK365 FOH02RF FP/EM Enrolment Reader USB  R       5 817,00 
LK341 Virdi QR Code Scanner  R        4 111,00 

LK368

BLC015 Battery and Lock Controller   
Battery, Lock Controller with Battery Back-Up, Uses ViRDI PSU (ACC150), RS-485 
Communication, Wiegand 26 bit Communication, 1 x 5A Relay for lock control, 
battery charge circuit (12V - 13,8V), lock override/exit sensor control.Excl. 
battery and PSU

 R       1 713,00 

LK369
ACC420 Relay Timer 26Bit Weigand    
Secure Relay & Timer Circuit for all ViRDI units, 26bit Wiegand Interface, ID range 
000001 - 65000

 R   550,00 

LK372 ACC210 Enclosure AC2100/5000 SS  
Virdi AC2100/2500/5000 robust enclosure - ACC210

 R       2 203,00 

BIOMETRICS
ACCESS CONTROL READERS, BIOMETRICS SOFTWARE, VIRDI RFID SYSTEMS

ACCESS CONTROL READERS
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LK373 ACC200 Enclosure AC2x00 SS 
Vertical Mounting Bracket with Side Panel, 316 S/S for AC2x00

 R       1 031,00 

LK384

UNiS V4 Standard  
UNIS MEAL Management Software operates with Virdi AC6000, 4000, 3000 & 
1000 Terminals. The terminal must be dedicated to the Meal Management 
function and requires a separate Samsung Biloxion Thermal with a RS232 (serial) 
interface. Requires a USB por

 R       4 005,00 

LK390 MCP040K1 Four Door ACU Metal 6A PSU  R     15 705,00 

LK342 VSR20D Reader EM IP65 RS485  R        2 199,00 
LK342-1 VSR20D Reader SC IP65 RS485  R        2 245,00 

VIRDI RFID SYSTEMS

BIOMETRICS SOFTWARE
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

BD100 D1065S D1065S Walkthrough Metal Detector - 6 Zone    R     18 789,00 
BD100-1 D2180 D2180 Walkthrough Metal Detector - 18 Zone   R     28 560,00 
BD100-2 D4330 D4330 Walkthrough Metal Detector - 33 Zone   R     67 650,00 

BD100-3 PD-300 PD300 Walkthrough Metal Detector - 3 Zone - Portable      SQ 

BD100-5 ZK-D3180S (TD) D3180S(TD) Walkthrough Metal Detector - Temperature 
Detection        R     48 351,00 

LK141 MIFARES70CARDS
Proximity Card - Mifare® 4K - Slimline 
· Frequency : 13.56 MHz 
· Tokens : Mifare® S70 4K
· Features : PVC, Blank

 R     52,30 

LK142 IDTAG Proximity Tag - 125 kHz - Black   
· Frequency : 125 kHz

 R     21,00 

LK142-1 X00101005
Proximity Tag - 125 kHz - Blue   
· Frequency : 125 kHz
· Features : Blue Plastic

 R     11,40 

LK142-3 Higgs-3
HIGGS3 Windscreen Tag - UHF  
· Frequency : 915 MHz
· Operation : For use with UHF readers

 R     17,00 

LK142-4 UHF1/TAG2
Sticker - UHF  
· Frequency : 915 MHz
· Operation : For use with UHF readers

 R     17,00 

LK142-6 DF01Card
Proximity Card - Dual Frequency - 125 kHz & UHF     
· Frequency : 125 kHz & 915 MHz (UHF)
· Features : PVC, Blank
· Operation : For use with all EM and UHF readers

 R     52,70 

LK142-7 IDTAGLEATHER
Proximity Tag - RFID 125 kHz Leather 
· Frequency : 125 kHz
· Features : ZKTeco Branded Leather

 R     83,10 

ACCESS CONTROL
INSPECTION, TOKENS, BIOMETRIC READERS, BRACKETS & ENCLOSURES, ACCESSORIES, READERS, 
ENROLLMENT SCANNERS, DOOR CONTROLLERS

INSPECTION

TOKENS
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LK143 IDCARDTHIN125
Proximity Card - RFID 125 kHz Slimline    
· Frequency : 125 kHz
· Features : PVC with Code

 R       9,30 

LK143-3 UHF2/TAG1
Proximity Card - UHF Slimline 
· Frequency : 915 MHz
· Features : PVC, Blank

 R     21,20 

LK145 X00102002
Proximity Card EM     
• Frequency : 13.56 MHz
• Tokens : Mifare® 1K
• Features : PVC

 R     19,50 

LK168-1 S922W S922W Fingerprint Keypad Reader - WiFi - Portable  R     19 917,00 

LK168-2 S922/ID+3G S922G Fingerprint Keypad Reader - 3G - Portable  R     22 547,00 

LK168-4 S922Battery  S922 Battery  R       2 979,00 

LK168-6 IN05-A/ID IN05A Fingerprint Keypad Reader - PoE - WiFi - Battery  R     10 899,00 

LK168-7 P160/ID +Wifi +P P160 Multi-Biometric KP Reader - FP & Palm - WiFi - Battery     R       9 600,00 

LK168-10 IN01-A/ID IN01A Fingerprint Keypad Reader - Built-in Battery  R       8 643,00 

LK168-11 IN01-A/ID/WIFI IN01AW Fingerprint Keypad Reader - WiFi - Buit-in Battery  R       9 396,00 

LK168-12 IN01-A/ID/3G IN01A3G Fingerprint Keypad Reader - 3G - Built-in Battery  R     12 402,00 

LK169 X7

X7 Fingerprint Keypad Reader     
Standalone Fingerprints : 500
Cards : 500
PIN : 8
Authentication : FP / PIN / RFID
Operation : Standalone ONLY
Tokens : LK142 Tags & LK143 Cards
Dimensions : 88.1mm x 88.1mm x 34.7mm

 R       1 955,00 

LK169-3 SF100

SF100 Fingerprint Reader  
· Fingerprints : 1 500
· Cards : 5 000
· Transactions : 80 000
· Authentication : FP / RFID / PIN
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 90mm x 90mm x 35mm

 R       4 511,00 

BIOMETRIC READERS
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LK169-4 F22/SILK/BLK

F22 SilkID Fingerprint Reader & Keypad - Black
· Fingerprints : 3 000
· Cards : 5 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Communication : WIFI / TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 185mm x 78mm x 41mm

 R       4 886,00 

LK171 F22/SILK/BLK

F22 SilkID Fingerprint Reader & Keypad - Black
· Fingerprints : 3 000
· Cards : 5 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Communication : WIFI / TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 185mm x 78mm x 41mm

 R       4 899,00 

LK172-1 F16

F16 Fingerprint Reader - IP65   
· Fingerprints : 3 000
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID
· Ingress Protection Rating : IP65
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 62.5mm x 185mm x 41.5mm

 R       4 511,00 

LK172-2 F17

F17 Fingerprint Reader & Keypad - IP65  
· Fingerprints : 3 000
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Ingress Protection Rating : IP65
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 62.5mm x 185mm x 41.5mm

 R       8 268,00 

LK172-3 F18

 F18 Fingerprint Reader & Keypad  
· Fingerprints : 3 000
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 180mm x 76mm x 44mm

 R       7 517,00 

LK172-4 ProCapture-WP ProCaptureWP Fingerprint Keypad Reader - Green Label - IP65  R     12 777,00 

LK172-5 ProCapture-T ProCaptureT Fingerprint Keypad Reader - Green Label  R     11 274,00 

LK172-9 iClock 990  iClock990 Fingerprint Keypad Reader  R     11 875,00 

LK172-19 iClock990IDGPRS

F18 Fingerprint Reader & Keypad   
· Fingerprints : 3 000
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 180mm x 76mm x 44mm

 R     16 009,00 
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LK172-23 ProCaptureX

F18 Fingerprint Reader & Keypad   
· Fingerprints : 3 000
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID / PIN
· Communication : TCP/IP, RS485 & USB Host
· Software : ZKAccess 3.5
· Dimensions : 180mm x 76mm x 44mm

 R     12 777,00 

LK179 MA-300BT

MA300BT Fingerprint Reader - IP65 - Stainless    
· Fingerprints : 1 500
· Cards : 10 000
· Transactions : 30 000
· Authentication : FP / RFID
· Ingress Protection Rating : IP65
· Communication : TCP/IP, RS485, Bluetooth & USB Host
· Software : ZKAccess 3.5
· Dimensions : 73mm x 148mm x 34.5mm

 R       5 488,00 

LK187-8 FR1500-WP/ID

FR1500WP Secondary SilkID Fingerprint Reader - IP65  
· Frequency : 125 kHz
· Authentication : FP / RFID
· Ingress Protection Rating : IP65
· Communication : RS485
· Dimensions : 122mm x 78mm x 38mm

 R       3 533,00 

LK187-9 FD12/ID

F12/ID Secondary Fingerprint Reader - IP65       
· Frequency : 125 kHz
· Authentication : FP / RFID
· Ingress Protection Rating : IP65
· Communication : RS485
· Dimensions : 50mm x 107mm x 37mm

 R       3 309,00 

LK188-33 QR600HK

QR Code Keypad Reader - EM 125kHz - Wiegand & RS485      
· Frequency : 125 kHz
Features Dynamic QR Code
Ingress Protection Rating : IP65
Communication : Wiegand 26bit / RS485 (OSDP - Prox)
Software : BioSecurity|Compatibility : Green Label
Power : 12VDC
Dimensions : 80mm x 120mm x 23mm

 R       4 360,00 

LK188-17 ProFace X(P)

ProFaceXP Visible Light Multi-Biometric Reader - IP68    
· Faces : 30 000
· Palm : 5 000
· Transactions : 1 000 000
· Display : 8" Touch
· Algorithm : ZKLiveFace5.8
· Authentication : Face / RFID / PIN / Palm
· Ingress Protection : IP68
· Communication : TCP/IP, RS485, WIFI & USB Host
· Software : BioSecurity
· Dimensions : 227mm x 143mm x 26mm

 R     29 310,00 
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LK188-30 SpeedFaceV4L

SpeedFace Mini Multi-Biometric Reader - Face, Palm & QR 
Code
· Faces : 800
· Palms : 800
· Cards : 10 000
· Transactions : 150 000
· Algorithm : ZKFace V5.8 & ZKPalm V12.0
· Authentication : Face / RFID / PIN / PALM / QR Code
· Communication : TCP/IP, RS485 & USB Host
· Software : BioSecurity & BioTime
· Dimensions : 158mm x 73mm x 23mm

 R       7 627,00 

LK188-31 SpeedFaceM4 SpeedFaceM4 Multi-Biometric Reader - Face & Palm       R     15 327,00 

LK188-8 SpeedFace-V5L(P)

SpeedFaceV5LP Visible Light Multi-Biometric Reader     
· Faces : 6 000
· Palms : 3 000
· Fingerprints : 10 000
· Cards : 10 000
· Transactions : 200 000
· Algorithm : ZKLiveFace v5.8
· Authentication : Face / FP / RFID / PIN / PALM
· Communication : TCP/IP, RS485 & USB Host
· Software : BioSecurity
· Dimensions : 203mm x 92mm x 22mm

 R     14 425,00 

LK188-34 ProMA

ProMA Stand Alone Access Control Device 
Face and Fingerprint Recognition
· Face Capacity: 30,000
· F/P Capacity: 10,000
· Card Capacity: 50,000
· Linux Operating System
· IP 66
· POE
· RFID

 R     17 129,00 

LK171-3 MB600INDR Cable Management Bracket for MB600  R   225,00 

LK172-10 F12RNS

F12RNS Rain Shield for F12       
· Surface Mount
· Operation : For use with LK187-9 & LK187-10
· Nail-In anchors not included
· Dimensions : 141mm x 92mm x 82mm

 R   179,92 

LK172-11 F12RSMB
Cable Management Shield for F12    
• Surface Mount
• Operation : For use with LK187-9 & LK187-10
• Nail-In anchors not included

 R   369,00 

LK172-12 F12CMB

F12INDR Cable Management Box for F12    
· Surface Mount
· Operation : For use with LK187-9
· Nail-In anchors not included
· Dimensions : 141mm x 92mm x 82mm

 R   321,00 

LK172-13 F22CMB

F22INDR Cable Management Box for F22    
· Surface Mount
· Operation : For use with LK171 & LK171-1
· Nail-In anchors not included
· Dimensions : 21mm x 130mm x 59mm

 R   163,00 

BRACKETS & ENCLOSURES
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LK172-14 PROCAPTURERNS

PROCAPTURERNS Rain Shield for ProCaptureWP 
· Surface Mount
· Operation : For use with LK172-4
· Nail-In anchors not included
· Dimensions : 219mm x 110mm x 102mm

 R   700,00 

LK172-15 FR1500RNS

FR1500RNS Rain Shield for FR1500WP     
· Surface Mount
· Operation : For use with LK187-8
· Nail-In anchors not included
· Dimensions : 93mm x 162mm x 110mm

 R   304,00 

LK172-16 CMB SF100

SF100INDR Cable Management Box for SF100 
· Surface Mount
· Operation : For use with LK169-3
· Nail-In anchors not included
· Dimensions : 89mm x 89mm x 33mm

 R   288,00 

LK172-17 FR1500INDR

FR1500INDR Cable Management Box for FR1500WP   
· Surface Mount
· Operation : For use with LK187-8
· Nail-In anchors not included
· Dimensions : 128mm x 80mm x 35mm

 R   203,00 

LK172-21 F18INDR

F18INDR Cable Management Box for F18    
· Surface Mount
· Operation : For use with LK172-3
· Nail-In anchors not included
· Dimensions : 198mm x 77mm x 22mm

 R   249,00 

LK172-22 ProCaptureXCMB Cable Management Bracket for ProCaptureX  R   203,00 

LK172-7 F17RNS

F17RNS Rain Shield for F16 & F17   
· Surface Mount
· Operation : For use with LK172-1 & LK172-2
· Nail-In anchors not included
· Dimensions : 200mm x 83mm x 85mm

 R   390,00 

LK172-8 F17INDR

F17INDR Cable Management Box for F16 & F17  
· Surface Mount
· Operation : For use with LK172-1 & LK172-2
· Nail-In anchors not included
· Dimensions : 198mm x 77mm x 22mm

 R   203,00 

LK179-5 MA300CMB
MA300INDR Cable Management Box for MA300BT 
· Surface Mount
· Operation : For use with LK179
· Nail-In anchors not included

 R   152,00 

LK179-6 MA300 Enclosure

MA300ENC Enclosure for MA300BT 
· Surface Mount
· Operation : For use with LK179
· Nail-In anchors not included
· Dimensions : 173mm x 100mm x 68mm

 R   275,00 
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LK188-11 SPEEDFACEVINDR
SPEEDV5INDR Cable Management Box for SpeedFaceV5LP      
· Surface Mount
· Operation : For use with LK188-8
· Nail-In anchors not included

 R   249,00 

LK188-26 SPEEDFACESTAND SPEEDFACESTAND Adjustable Stand for SpeedFaceV5LP 
· Operation : For use with SpeedFaceV5LP

 R       3 664,00 

LK188-27 PROFACEXRNS
PROFACEXRNS Rain Shield for ProfaceXP    
· Surface Mount
· Operation : For use with LK188-17
· Nail-In anchors not included

 R   672,00 

LK197-9 INBIOCASES

InBio Package B Steel Enclosure  
· Anti-Tamper Housing
· Key Lock
· External LED indicators
· Includes : 12VDC 3Amp ZKTeco Power Supply
· Dimensions : 350mm × 300mm × 90mm
· Controller Not Included

 R       1 880,00 

LK179-9 SRB

SRB Secure Relay Board  
· Display : 2 LED indicator
· Built-in Relay : 1
· Inputs Format : Encrypted Wiegand
· Outputs Contact : Electric lock
· Lock Control Delay : Default 1s
· Power In : 12V DC, 60mA
· Dimension : 50mm x 40mm x 17 mm

 R   603,00 

LK184-4 KR600

KR600 Proximity Reader      
· Frequency : 125 kHz
· Ingress Protection Rating : IP65
· Communication : Wiegand 26bit
· Power : 6 - 14VDC / Max 70mA
· Dimensions : 75mm x 116mm x 17mm

 R   490,00 

LK184-5 KR601

KR601 Proximity Reader - Square  
· Frequency : 125 kHz
· Ingress Protection Rating : IP65
· Communication : Wiegand 26bit
· Power : 6 - 14VDC / Max 70mA
· Dimensions : 86mm x 86mm x 20mm

 R   452,00 

LK184-7 KR310

KR310 Proximity Reader - Dual Frequency    
· Frequency : 125 kHz & 13.56 MHz
· Ingress Protection Rating : IP65
· Communication : Wiegand 26bit
· Power : 6 - 14VDC / Max 70mA
· Dimensions : 77.5mm x 43mm x 17mm

 R   641,00 

ACCESSORIES POWER SUPPLY

READERS
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LK198 UHF2-10E

UHF2-10E Long Range Reader - 12m 
· Frequency : 902 - 926 MHz
· Antenna Gain : 8dBi
· Ingress Protection Rating : IP66
· Communication : Wiegand 26bit
· Dimensions : 445mm x 445mm x 70mm

 R     10 625,00 

LK198-8 UHF5E Pro

ZKTeco UHF 5E Pro Long-Range Reader - 5m        
· Frequency : 865 - 868 MHz
· Antenna Gain : 9dBi
· Ingress Protection Rating : IP67
· Communication : Wiegand 26bit, RS485
· Dimensions : 308.5mm x 308.5mm x 67.5mm

 R       9 470,00 

LK184-6 KR602

KR602 Proximity Reader & Keypad - Square     
· Frequency : 125 kHz
· Ingress Protection Rating : IP65
· Communication : Wiegand 26bit
· Power : 6 - 14VDC / Max 70mA
· Dimensions : 86mm x 86mm x 20mm

 R   564,00 

LK198-2 U2000E

U2000E Stand Alone Long Range Reader - 12m    
· Cards : 5 000
· Antenna Gain : 8dBi
· Transactions : 30 000
· Authentication : UHF
· Frequency : 902 - 926 MHz
· Ingress Protection Rating : IP66
· Communication : TCP/IP
· Software : ZKAccess 3.5
· Dimensions : 445mm x 445mm x 70mm

 R     17 286,00 

LK198-3 U1000E

U1000E Stand Alone Long Range Reader - 6m      
· Cards : 5 000
· Antenna Gain : 8dBi
· Transactions : 30 000
· Authentication : UHF
· Frequency : 902 - 926 MHz
· Ingress Protection Rating : IP66
· Communication : TCP/IP
· Software : ZKAccess 3.5
· Dimensions : 260mm x 260mm x 70mm

 R     15 032,00 

LK185-4 CR20E

CR20E Take-on Reader - USB     
· Frequency : 125 kHz 
· Communication : USB
· Operation : Take-On Reader for ZKAccess 3.5 Or BioSecurity
· Power : 5VDC 
· Features : Audible Buzzer, LED Green and Red

 R   753,00 

LK198-6 UR20
UR20RW-E UHF Take-on Reader     
· Frequency : 902 - 926 MHz
· Communication : USB
· Operation : UHF Take-On Reader for ZKAccess 3.5 Or BioSecurity

 R       6 539,00 
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LK185-3 SLK20R

SLK20R SilkID Fingerprint Enrollment Device - USB      
· Communication : USB
· Operation : Enrollment Device for ZKAccess 3.5 Or BioSecurity
· Power : 5VDC
· Features : FAP20 resolution, PIV Certified, Liveness Detection
· ISO-19794-2/4 ANSI-378 Standards Supported
· Dark Field Illumination & Skin Optical Signature recognition

 R       3 008,00 

LK185-8 ZK9500

ZK9500 BioID Fingerprint Enrollment Device 
· Communication : USB
· Operation : Enrollment Device for ZKAccess 3.5
· Power : 5VDC
· Features : Microsoft Windows 2000, XP, 7, 8.1 & 10 compatible

 R       1 505,00 

LK186 C3-100

C3-100 One Door Controller    
· Cards : 30 000
· Transactions : 100 000
· Authentication : RFID / PIN
· Inputs : 2 x Wiegand, 1 x Door Sensor & 1 x RTE
· Outputs : 1 x Door Relay
· Auxiliary I/O : 1 x Out
· Communication : TCP/IP, RS485 & SD
· Software : ZKAccess 3.5

 R       3 008,00 

LK186-1 C3-200

C3-200 Two Door Controller      
· Cards : 30 000
· Transactions : 100 000
· Authentication : RFID / PIN
· Inputs : 4 x Wiegand, 2 x Door Sensor & 2 x RTE
· Outputs : 2 x Door Relay
· Auxiliary I/O : 2 x In & 2 x Out
· Communication : TCP/IP, RS485 & SD
· Software : ZKAccess 3.5

 R       4 210,00 

LK187 InBio160

InBio 160 One Door Controller 
· Fingerprints : 3 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 2 x Wiegand, 1 x Door Sensor & 1 x RTE
· Outputs : 1 x Door Relay
· Auxiliary I/O : 1 x In & 1 x Out
· Communication : TCP/IP, RS485 & SD
· Software : ZKAccess 3.5

 R       5 413,00 

LK187-1 InBio260

InBio 260 Two Door Controller    
· Fingerprints : 3 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 4 x Wiegand, 2 x Door Sensor & 2 x RTE
· Outputs : 2 x Door Relay
· Auxiliary I/O : 2 x In & 2 x Out
· Communication : TCP/IP, RS485 & SD
· Software : ZKAccess 3.5

 R       8 419,00 

ENROLLMENT SCANNERS

DOOR CONTROLLERS
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LK187-2 InBio460

InBio 460 Four Door Controller   
· Fingerprints : 3 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 4 x Wiegand, 4 x Door Sensor & 4 x RTE
· Outputs : 4 x Door Relay
· Auxiliary I/O : 4 x In & 4 x Out
· Communication : TCP/IP, RS485 & SD
· Software : ZKAccess 3.5

 R     11 425,00 

LK197 InBio160 Push

InBio160Pro One Door Controller  
· Fingerprints : 20 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 2 x Wiegand, 1 x Door Sensor & 1 x RTE
· Outputs : 1 x Door Relay
· Auxiliary I/O : 1 x In & 1 x Out
· Communication : TCP/IP, RS485 & SD
· Software : BioSecurity

 R       4 629,00 

LK197-1 InBio260 Push

InBio260Pro Two Door Controller     
· Fingerprints : 20 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 4 x Wiegand, 2 x Door Sensor & 2 x RTE
· Outputs : 2 x Door Relay
· Auxiliary I/O : 2 x In & 2 x Out
· Communication : TCP/IP, RS485 & SD
· Software : BioSecurity

 R       6 975,00 

LK197-2 InBio460 Push

InBio460Pro Four Door Controller    
· Fingerprints : 20 000
· Cards : 30 000
· Transactions : 100 000
· Authentication : FP / RFID / PIN
· Inputs : 4 x Wiegand, 4 x Door Sensor & 4 x RTE
· Outputs : 4 x Door Relay
· Auxiliary I/O : 4 x In & 4 x Out
· Communication : TCP/IP, RS485 & SD
· Software : BioSecurity

 R       9 437,00 

LK199 PLOCK2

PLOCK2 Automatic Parking Lock   
· Operation : Standalone
· Ingress Protection Rating : IP67
· Power : 6VDC
· Dimensions : 420mm x 460mm x 460mm
· Includes : Sleeve Bolts, Car Charger, 2-Button Remote & Keys

 R       5 602,00 

LK197-10 ZKBioCV-AC-P1 ZKTeco BCVS-AC-1 BioCVSecurity Access Module - 1 Door  SQ 

LK197-11 ZKBioCV-AC-P5 ZKTeco BCVS-AC-5 BioCVSecurity Access Module - 5 Door  R       3 082,70 

LK197-12 ZKBioCV-AC-P10 ZKTeco BCVS-AC-10 BioCVSecurity Access Module - 10 Door  SQ 

MANAGEMENT SOFTWARE

74

Retail pricelist January 2024



LK197-13 ZKBioCV-AC-P25 ZKTeco BCVS-AC-25 BioCVSecurity Access Module - 25 Door  R     15 995,00 

LK197-14 ZKBioCV-AC-P50 ZKTeco BCVS-AC- 50 BioCVSecurity Access Module - 50 Door  R     32 053,00 

LK197-15 ZKBioCV-AC-P75 ZKTeco BCVS-AC-75 BioCVSecurity Access Module - 75 Door  R     48 112,00 

LK197-16 ZKBioCV-AC-P100 ZKTeco BCVS-AC-100 BioCVSecurity Access Module - 1oo 
Door  R     64 169,00 

LK487-1L BG1145L ZKTeco BG1045L Parking Barrier - 4.5m Boom Incl. UPS  R     25 006,00 

LK487-1R BG1145R ZKTeco BG1045R Parking Barrier - 4.5m Boom Incl. UPS  R     25 006,00 

LK487-2L BG1000Boom BG1145 LHS Parking Folding Barrier - 3.5m Incl. UPS  R     31 878,00 

LK487-2R BG1045L BG1145 RHS Parking Folding Barrier - 3.5m Incl. UPS  R     31 878,00 

LK487-4 BG1045R BG1045R Parking Barrier - 4.5m Boom Incl. UPS  R       1 962,00 

BOOM GATES
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

FR02

Call Point - Green
• Mechanical emergency door release switch
• Green surface mount box with conduit knockout
• Manual key resettable actuator
• Break-glass activation
• With hinged clear plastic protective cover

 R     213,00 

FR02-1

Call Point - Resettable - Green
• Green Material: ABS fireproof material
• Current rating: 2A at 36VDC maximum
• Recommended Operating Voltage: 12VDC
• Dual Relay

 R     262,00 

FR03

Call Point - Red
• 2 Piece manual emergency fire red call point
• Manual key resettable actuator
• Break-glass activation
• With hinged clear plastic protective cover

 R     213,00 

FR03-1

Call Point - Resettable - Red
• 2 Piece manual emergency fire red call point
• Manual key resettable actuator
• Push point activation
• With hinged clear plastic protective cover
• Dual Relay

 R     248,00 

LK94

Medium duty door closer
• Small body and compact design
• Economical solution
• Adjustable arm
• Suitable for internal aluminium and hollow doors (25-45kg)
• Hold open function

 R     439,00 

LK94-4
Heavy duty door closer 
• Cast aluminium housing with concealed adjustment screws
• Adjustable arm
• Suitable for heavier doors (40-65kg)

 R     571,00 

LK94-2
Medium Duty Door Closer
• Suitable for doors (25-45kg)
• 180 x 42 x 63mm
• Without Hold Open

 R         1 461,00 

LK94-5
Hold Open Arm
• For use with LK94-2
• Holds the door in fully open position
• Not suitable for Fire Doors - Check local regulations

 R     292,00 

LK94-9

Automatic Door Opener
• Operating voltage: 220VAC
• Power consumption: 50W
• Max opening angle: 120o°
• Opening time: 3-7s @ 90o°
• Hold open time: 1-30s
• Door weight: 80kg
• Product weight: 6.5kg
• Dimensions: 540(L) x 82(W) x 95(H) mm

 R         9 748,00 

ACCESS CONTROL
CALL POINTS,DOOR CLOSER, DOOR OPENER, ACCESSORIES, LOCKS & BRACKETS, DOOR 
HOLDERS, BOLT LOCKS, ACCESSORIES, CABLE

DOOR CLOSER

DOOR OPENER

Call Points
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BD200

Microwave Sensor
• Power source voltage 12-24 VAC +/- 10%; 12-36 VDC
• Power source frequency 50-60 HZ
• Output retention time 0.5 second
• Temperature range -20°C to +55°C
• Dimensions: 121(W) x 80(H) x 52(D) mm

 R     805,00 

SW175

Foot Inductive Switch
• Supply power: 9-36 DC - 9-24V AC
• Maximum transmitting distance: 0.4m
• Done by NO/NC contact selection
• Appearance dimensions (controller) 175(L) x 185(W) x 57(H) mm

 R     753,86 

LK701 Magnetic Lock 180Kg (350Lbs) 12VDC NO/NC/COM and 
LED  R     656,00 

LK705 Magnetic Lock 280Kg (600Lbs) 12-24VDC NO/NC/COM 
and LED  R     802,00 

LK710 Magnetic Lock 500Kg (1200Lbs) 12-24VDC NO/NC/COM 
with LED and timer  R         1 604,00 

LK701-1 ZL bracket for 180Kg magnetic lock and 90° inswing door  R     291,00 

LK705-1 ZL bracket for 280Kg magnetic lock and 90° inswing door  R     349,00 

LK710-1 ZL bracket for 500Kg magnetic lock and 90° inswing door  R     665,00 

LK117 Electromagnetic lock SP150kg 136kg 
Electromagnetic lock SP150kg including quick mount brackets

 R     879,00 

LK117-1 Brackets ZL for SP150kg maglock
Brackets ZL for SP150kg electromagnetic lock

 R     415,00 

LK117-2 Brackets L for SP150kg maglock
Brackets L for SP150kg electromagnetic lock

 R     263,00 

LK117-3 Bracket U for Maglock Lk117
For use with SP 150Kg Maglock (LK117)

 R     292,00 

LK118 Electromagnetic lock SP272kg
12/24 VDC, Monitored with LED

 R         1 023,00 

LK118-1 ZL Bracket for Maglock LK118
Brackets ZL for LK118 electromagnetic lock

 R     439,00 

LK118-2 Brackets L for LK118 Maglock
Brackets L for LK118 electromagnetic lock

 R     297,00 

LK118-3 Brackets U for LK118 Maglock
Brackets U for LK118 electromagnetic lock

 R     299,00 

LK119 Electromagnetic lock SP544kg
Electromagnetic maglock SP544kg, Monitoring LED

 R         2 142,00 

LK119-1 Brackets ZL for LK119 Maglock
Brackets ZL for SP600kg electromagnetic lock

 R     837,00 

LK119-2 Brackets L for LK119 Maglock
Brackets L for SP600kg electromagnetic lock

 R     437,00 

LK126
Maglock Stainless Steel 360Kg
Dual voltage: 12/24VDC, 500/250mA, Monitored with reed sensor only, 
(NO/NC dry contact) MOV surge protection, CE approved, Dimension: 
220mm (L) x 46mm (W) x 29mm (D)

 R         2 299,00 

LOCKS & BRACKETS

INTRODUCING OUR LATEST ADDITIONS TO THE LOCK RANGE
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LK127
Maglock Stainless Steel 550Kg
Dual voltage: 12/24VDC, 500/250mA, Monitored with reed sensor only, 
(NO/NC dry contact) MOV surge protection, CE approved, Dimension: 
220mm (L) x 66mm (W) x 40mm (D)

 R         3 174,00 

LK128 Bracket Z for Outdoor Maglock
Bracket Z for Outdoor Maglock - LK126 and LK127

 R     658,00 

LK128-1 Bracket L for Outdoor Maglock
Bracket L for Outdoor Maglock - LK126 and LK127

 R     556,00 

LK130

Shear-Lock
• Maximum shear force: 1200kg, maximum magnetic suction up to 5mm 
(@24VDC)
• Built-in micro controller with door open delay time and door position
detection outputs
• Suitable for all types of 90o to 180o° open aluminium or wooden doors
• Power Supply: 12/24VDC

 R         2 873,50 

LK132
Mini Mag Lock
• Fail-safe (power to lock) electric lock
• Power input: 12VDC /150mA
• Low operating current: 150mA (@12VDC)

 R     806,00 

LK133

Door Holder
• Suitable for security door and all types of 90o doors
• Power saving function design
• Power Supply: 12VDC or 24VDC
• Adjustable Holding force: 145lbs (65kg)

 R     998,00 

LK133-1

Door Holder
• Dual voltage: 12/24VDC
• Adjustable holding force: 145lbs (65kg)
• Suitable for fire and all types of 90° doors
• Power-saving function design
• Two mounting methods - can be mounted on floor or wall

 R     857,20 

LK120

Bolt Action Lock
• 12VDC Operation
• Operation current 900mA
• Holding current 350mA
• Fail safe type - power to lock
• Operation delay time: 0 sec, 2.5 sec, 5 sec, 9 sec
• Built-in delayed egress, control point

 R         1 568,00 

LK120-1
Surface Mount Bracket
• Surface mount housing for LK120
• Lock housing dimensions: 230(L) x 44 (W) x 44(D)mm
• Receptacle housing dimensions: 120(L) x 44(W) x 44(D) mm

 R     560,00 

LK121

Bolt Action Lock
• 12VDC Operation
• Operation current 900mA
• Holding current 350mA
• Fail-secure type - power to open
• Operation delay time: 0 sec, 3 sec, 5 sec, 9 sec
• Built-in delayed egress, control point

 R         2 221,00 

LK124-1
Dead Bolt Lock
• Suitable for 90o°to 180o hollow metal or solid wooden doors
• Surface mount
• Adjustable lock time

 R         1 154,00 

LK125-1

Bolt Action Lock
• Working voltage: 12VDC
• Working current: Start: 1.2A
• Working: 200mA
• Hold open time - 0 seconds, 3 seconds or 5 seconds
• Coil type: continuous working type
• Security type: Fail-Safe
• Extension length of lock core: 15mm
• Face plate: Stainless steel

 R         1 176,00 

BOLT LOCKS

DOOR HOLDERS
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SW165
No Touch Exit Sensor
• Input voltage: 12VDC
• NO/NC contact
• Fits standard 4 x 2 box

 R     290,00 

SW165-5
Touch-to-Exit Sensor
• Input voltage: 12VDC
• Touch to exit
• NO/NC contact

 R     350,00 

SW165-8
No Touch Waterproof Exit Sensor
• Operating voltage: 12/24VDC
• Relay: NO/NC/COM
• Sensitive Distance: 3 - 15cm

 R     405,00 

SW168
Slim-Line Push Button
• NO contact only
• Stainless steel finish
• Dimensions: 30(W) x 94(H) x 17(D) mm

 R     141,00 

SW168-1

Slim-Line Button with Illumination
• Operating voltage: 12VDC
• NO/NC contact
• Stainless steel finish
• Dimensions: 30(W) x 94(H) x 32(D) mm

 R     319,00 

SW169

Push-to-Exit Button with Illumination
• Operating voltage: 12VDC
• NO/NC contact
• Aluminium finish
• Dimensions: 52(W) x 88(H) x 32(D) mm

 R     350,00 

SW170
Green Exit Button Including Surface Mount Box
• Contact: NO/NC
• Dimensions: 115(W) x 70(H) x 30(D) mm
• Indoor Use

 R     497,00 

SW171
Push-to-Exit Button with Illumination
• Plastic recessed release button
• NO/NC contact
• Dimensions: 88(W) x 88(H) x 25(D) mm

 R       71,00 

SW171-1
Surface Mount Door Release Button
• Plastic surface mount release button with mounting base
• NO/NC contact
• Dimensions: 88(W) x 88(H) x 20(D) mm

 R       81,00 

SW172
Surface Mount Push Button NO
• Surface Mount NO/COM Push Button
• Steel button, alloy body

 R     197,00 

MC34 Industrial magnetic door senso
Industrial magnetic door sensor, recessed

 R     363,00 

SD22
Electronic Siren 15W
Combination 15W horn speaker with built-in siren driver, Economical 6-
12VDC Operation Typical current drain 600mA at 12VDC, 108dB at 1m, 
Weather resistant ABS plastic design

 R       77,70 

SD29
Quad Piezo Maxi 80MB - 12V
Piezo electric – hence high efficiency, Typical current drain 130mA at 12VDC 
6 – 12VDC Operation, Polarity protected, 118 dB at 1m

 R     245,00 

SD30
Dual Piezo Mini sound bomb
Piezo electric – hence high efficiency, Typical current drain 130mA at 12VDC 
6 – 12VDC Operation, Polarity protected, 118 dB at 1m

 R     144,50 

SW37
External switch relay, NO,NC,
12VDC or 16VAC Operation, Reverse polarity protected Potential free relay 
contact N/O and N/C, 5A @ 12VDC

 R       45,90 

CB35 Mylar 2 Pair 0.22 / 100m
Mylar 2 Pair 0.22 / 100m

 R     895,00 

ACCESSORIES

ACCESSORIES

CABLE
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CB37 Mylar - 3 pair 0.22 / 100m
Mylar - 3 pair 0.22 / 100m

 R                  869,00 

CB39 Mylar - 4 Pair 0.22 / 100m
Mylar - 4 Pair 0.22 / 100m

 R               1 280,00 

CB43-1 Mylar 2 Pair 0.5/ 100m
Mylar 2 Pair 0.5/ 100m

 R               1 446,00 

CB58 Stranded 4 Core Ripcord BC White
Stranded 4 Core Ripcord BC White

 R                  345,00 

CB59 Stranded 6 core cable white/10
Stranded 6 core cable white/11

 R                  465,00 
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PRODUCT CODE MANUFACTURER CODE MANUFACTURER CODE
 RETAIL PRICE 

EXCL VAT 

CM42 32L86 Mecer 32" HD LED Monitor, 2xHD     
Mecer 32" HD LED Monitor, 2xHD

 R         3 767,00 

CM43 43L86 Mecer 43" 16:9 Full HD 1080P LED Panel
Mecer 43" 16:9 Full HD 1080P LED Panel

 R         6 172,00 

CM44 A2457H Mecer 23,8" Full HD LED Monitor 1920X1080 - Black 
Dsub+HDMI
Mecer Monitor 23.8" Dsub HDMI

 R         3 300,00 

CM46 A2057H Mecer 19.5" 16X9 TFT LED Wide Monitor, VGA + HDMI & 
Built-in Speakers
Mecer Monitor 19.5" VGA HDMI SPK

 R         1 954,00 

CC30-1 Bracket Wall Mount for LCD Monitor Pan and Tilt
• Fits 13” to 27” Monitors
• Built in spirit level
• Holds 20kgs

 R     557,00 

CC31_2 Wall Mount Fixed Bracket upto 27"
• Fits Monitors up to 27”
• Solid extra slim bracket
• Holds 25kgs

 SQ 

CC32-1 Wall Mount Bracket for 32" to 55" LCD/LED Monitor
• Fits 32” to 55” Monitors/TVs

• Solid extra slim bracket

• Holds 35kgs

 R     290,00 

LT10 ZAP3 - 3Wire +Live, Neutral and Earth
ZAP3 - 3 Wire +Live, Neutral and Earth Surge Protector

 R     176,00 

CN01 BNC Crimp Plug 6mm
• Crimp type 6mm
• BNC Male bayonet connector
• For use with RG59 75ΩΩcoaxial cable

 R       11,20 

CN01-2 BNC Plug Screw Fixing
• BNC Male bayonet connector
• Screw in type 6mm

 R       17,00 

CN01-3 BNC Female 6mm Crimp
• BNC Female connector
• Crimp type 6mm
• For use with RG59 75ΩΩcoaxial cable

 R       21,50 

CN02 BNC T Piece
• BNC T connector
• BNC Male to 2 BNC female
• For use with all 75ΩΩcabling systems

 R       13,60 

CN03 BNC - In-Line Adaptor
• BNC female to female junction connector
• For use with all 75ΩΩcabling systems

 R       10,80 

CN03-1 BNC Female RCA Male Adaptor
CCTV Adaptor for connection of CCTV cameras to RCA AV inputs on TVs, 
videos, etc.

 R       13,00 

CCTV ACCESSORIES
COMPUTER MONITORS, BRACKETS,SURGE PROTECTION, CONNECTORS, HIDDEN CAMERAS, 
CABLE CONTAINMENT & ENCLOSURES

MONITOR MOUNTING BRACKETS

CONNECTORS

SURGE PROTECTION

COMPUTER MONITORS
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CN03-2 BNC Male RCA Male Adaptor
CCTV Adaptor for connection of CCTV cameras to RCA leads and AV 
connectors

 R       17,00 

CN03-3 BNC Male RCA Female
CCTV Adaptor for connection of CCTV cameras to RCA leads and AV 
connectors

 R       10,00 

CN04 BNC Black Boots
• BNC Rubber black boots for crimp type 6mm BNC connectors
• Covers crimped ferrule, neatens and strengthens

 R   4,90 

CN04-1 DC Plug incl Terminal Connector
• Moulded 2.1mm DC plug with lead
• Electrical connector block for easy connection to power leads
• 300mm Lead plug to connector

 R       13,80 

CN04-3 DCplug with lead
Moulded 2.5mm DC plug with lead, Electrical connector block for easy 
connection to power leads, 300mm lead plug to connector

 R       24,90 

CN04-5 DC Socket incl Terminal Connector Block
Professional appearance for power cabling Easier for camera installation, 
saves time with a more secure cable connection No electrical tapping, 
splicing, or crimping, only requires a small screw driver, 5.5mm x 2.1mm 
Female power plug connector, Internal diameter of the plug:
2.1mm External diameter of the plug: 5.5mm, Dimension: 39mm(L) x 
14mm(W) x 13mm(H)

 R       12,30 

CN05 Connector Block - 3A Plate
2.8mm Clamping maximum wire diameter, Includes clamping plate for 
better contact Dimensions : 94mm x 16mm x 13.5mm, 12 Terminal connector  
block strip

 R       25,80 

CN12 Junction Box - 24 Way White
Junction Box, White -with 24 Way connector block

 R       85,00 

CC50-1 Balun 1 Ch Passive Video Transceiver
Transfer 1ch analogue HD video over Cat5e/6 UTP cable No power required 
Real time time transmission: 720P/1080P video signal, Sold as a pair TX and RX 
units

 R       57,00 

CC27-2 Camera Sound Module CSB
Operating voltage 6 - 12V DC Frequency response 100 - 5500 Hz Range 30 
square meters RCA output plug

 R     189,00 

CC53 CCTV Ground Loop Isolator
Insertion loss: 0.5dB, Frequency response: 0 – 10 MHZ, Input impedance: 75 
Ohms Output impedance: 75 Ohms, Isolation voltage: 800 V (Minimum),

Isolation resistance: 100 M Ohms Surge protection: 4 KV 10/700 µs, as per 

IEC6100-4-5, ESD Protection: Contact discharge – 6000V

Air discharge – 8000V, Dimensions: 55mm (L) x 30mm (W) x 22mm (H)

 R     194,00 

HW14-1 Plug Top - Dedicated 15A
Polycarb 3-pin red plug top 15 Amp Used for dedicated / clean power 
sources

 R       35,30 

CC135 4 in 1 Camera with Working PIR
• 1080p AHD/CVI/TVI/CVBS
• 1/3 Pinhole Camera
• NO/NC and tamper output
• 12VDC

 R         1 135,00 

CC231 4 in 1 Camera in Smoke Detector Housing
• 1080p AHD/CVI/TVI/CVBS
• 3.7mm pinhole fixed board lens
• 12VDC

 R     795,00 

CC136 2MP (1080p) Analogue Pinhole Camera
• 1/2.9” Sony CMOS
• 2MP (1080p) Resolution
• 3.7mm pinhole lens
• 4-in-1 (AHD/TVI/CVI/CVBS)
• 12VDC

 R     798,00 

GENERAL CCTV ACCESSORIES

HIDDEN CAMERAS

CABLE CONTAINMENT & ENCLOSURES
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE EXCL 
VAT 

WL30

Strobe Light Large 
• Non-polarised power input
• High intensity, low current lamp
• Flashing rate 1/sec
• 6-12VDC Operation

 R   198,00 

WL35

Strobe Mini 12V Red 
• 12VDC Operation
• Current consumption: 50mA
• Weatherproof
• Materials: ABS and
Polycarbonate
• Dimensions 7.7(D)
x 4.5(H) cm

 R   192,50 

FR22-1

Photoelectric Smoke Detector       
• Power supply: 12VDC
• Photoelectric sensor
• Red LED indicator
• High sensitivity
• Built in sounder gives a
sound output of 85dB@3m
• Test button simulates smoke

 R   350,00 

SD01

Rectangular Buzzer   
• 6 - 14VDC
• 100mm Lead attached
• 20mA Current drain
• Black

 R     51,00 

SD02

Round Buzzer  
• 6 - 14VDC
• 100mm Lead attached
• 20mA Current drain
• Black

 R     56,90 

SD13

Piezo Sounder   
• Buzzer - 3 tone
• Pulsating or continuous tone
• Typical current drain 27mA
pulsating; 45mA continuous
• 90dB at 1m

 R   182,00 

SD14
Piezo Sounder Tweeter  
• 12VDC, 150mA
• 100mm Lead attached
• Black

 R     74,00 

SD17
Piezo Sounder White    
• 6 - 14VDC
• 100mm Lead attached
• 45mA Current drain

 R     73,00 

Warning Lights

INTRUSION ACCESSORIES
Warning Lights, Fire & Sound Detectors, Buttons, Detector/ Brackets, 

Fire Detectors

Sound Devices
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SD22

Electronic Siren 15W   
• Combination 15W horn speaker with built-in siren driver
• Economical
• 6-12VDC Operation
• Typical current drain 600mA at 12VDC
• 108dB at 1m
• Weather resistant ABS plastic

 R     77,70 

SD24

Electronic 6 Tone Siren 20W      
• Six tones selectable by jumper settings
• 20W horn speaker with built-in siren driver
• Economical
• 12VDC Operation
• Typical current drain 1.2A at 12VDC
• 108dB at 1m
• Weather resistant ABS plastic

 R   232,10 

SD26

Electronic Cop Siren 30W    
• Two tones selectable
• 30W horn speaker with built-in siren driver
• 12VDC Operation
• Typical current drain 1.2A at 12VDC
• Weather resistant ABS plastic

 R   378,00 

SD27

Electronic 2 Tone Siren 30W      
• 30W horn speaker with built-in siren driver
• Selectable yelp sound or wail sound
• Adjustable mounting bracket
• 6 - 12VDC Operation
• Typical current drain 1.2A at 12VDC
• Weather resistant ABS plastic

 R   399,00 

SD29

Quad Piezo (Maxi Bomb) 
• Piezo electric - hence high efficiency
• Typical current drain 130mA at 12VDC
• 6 - 12VDC Operation
• Polarity protected
• 118dB at 1m

 R   245,00 

SD30

Dual Piezo (Mini Bomb) 
• Small, high intensity sounder
• Low current drain - typical drain 100mA at 12VDC
• Easily mounted with double sided tape or screws
• 6 - 12VDC Operation
• Polarity protected
• 105dB at 1m

 R   144,50 

SD50

Red Strobe and Siren Combination   
• Input voltage: 12 to 14VDC
• Sound output: 110dB at 1m
• Fixed strobe and siren combination
• Suitable for use as a local fire strobe/siren
• Operating current: ± 250mA at 12VDC

 R   248,00 

SD51

Red Alarm Strobe and Siren Combination      
• Red strobe and siren combination
• Input voltage: 12 to 14VDC
• Sound output: 100dB at 1m
• Operating current: 200mA

 R   245,00 

SD51-1

Blue Alarm Strobe and Siren Combination      
• Blue strobe and siren combination
• Input voltage: 12 to 14VDC
• Sound output: 100dB at 1m
• Operating current: 200mA

 R   245,00 
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BD132

Outdoor DT Detector                                                                               
• Dual technology (DT) - 2 PIR channels/1MW channels
• Pet immunity
• Anti-masking
• Trouble output and self-test
• Wall swivel
• Pet lens and 15m long range lens included
• Optional 180° bracket available BD132-1

 R                      946,00 

BD132-1

Bracket for BD132                                                                                           
• Adjustable wall mount bracket for the BD132 outdoor DT detector
• Multiple horizontal angle adjustment (180°)
• Vertical adjustment (20°)
• Simple and easy to install and adjust

 R                        73,00 

BD122

Dual IR Beams                                                                                       
• Dual Infrared digital pulse beams requiring both beams interrupted simultaneously 
to generate an alarm
• Operating voltage: 13.8VDC
• Built in LCD Volt meter for quick alignment
• LED Indicators for quick installation and walk-test
• NC or NO alarm relay output
• IP66 Rated
• BD122 30m                                                                                                                                                                                                                                                                                                     
• BD123 60m
• BD124 100m

 R                      699,00 

BD252-4

Strip Beams                                                                                                                   
• Photoelectric Strip Beam requiring both beams to be interrupted simultaneously to
generate an alarm
• Operating voltage: 13.8VDC
• Built in buzzer and LED for quick alignment
• 180° Alignment axis
• NC Alarm relay output
• IP55 Rated
• BD252-3 2 Beam 40m                                                                                                                                                
• BD254-3 4 Beam 30m
• BD256-3 6 Beam 30m
• BD256-7 6 Beam 70m
• BD258-3 8 Beam 30m

 R                      719,00 

MC01 NC Circuit

Flush Mounted Magnetic Contacts NC/NO                                                                                           
• For concealed mounting in wooden and metal frames
• Operating gap approximately 25mm for normally closed (NC) circuits
• Rated 0.2A 40V
• MC02 NO Circuit

 SQ 

MC08 White

Surface Mounted Magnetic Contacts NC                                                                                             
• Large ferrite magnet
• Gap width: 22mm Take and 26mm Break
• Used in all conventional alarm installations
• Available in normally open
• MC10 Brown

 SQ 

MC31 NC Circuit

Magnetic Contacts Wide Gap                                                                                             
• Designed primarily for use with loosely fitted and misaligned doors and windows
• The magnet will operate from almost any direction
• Gap width: 35mm Take and 55mm Break
• MC32 NO Circuit

 SQ 

Magnetic Contacts

Detectors/Brackets
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MC26 NC Circuit

Roller Shutter Contacts 
• Waterproof die-cast zinc constructed for surface mounting on garage floor
• A flexible 300mm stainless steel armour plate gives complete protection to cable
• 25mm Take and 55mm Break
• MC28 NO Circuit

 SQ 

ES02

Emergency Button Latching Panic 
• NO and NC contacts
• Positive action with UL listed microswitch
• Latches to ensure all activations attended to must be reset with key
• Plastic cover

 R     40,00 

ES04
Emergency Button NO/NC   
• NO and NC contacts
• Suitable for gluing onto walls
• Rating: 0.5A at 12VDC

 R     34,50 

ES04-1

Emergency Button NO/NC   
• NO and NC contacts
• Suitable for gluing onto walls
• Rating: 0.5A at 12VDC
• Luminous

 R     35,60 

ES05
Emergency Button NO/NC White     
• Clip on cover conceals screws (or suitable for gluing onto walls)
• 4 Knock-outs for cable inlets
• Rating: 0.5A at 12VDC

 R     40,00 

Emergency Buttons
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PRODUCT CODE MANUFACTURER 
CODE PRODUCT DESCRIPTION  RETAIL PRICE EXCL 

VAT 

LT19

16VAC 50VA 3Amp Protected    
• Standalone transformer in housing with moulded plug and AC connector block
• 12/16VAC - 50VA, Output protected
• Input Voltage 220VAC @50Hz
• Terminal block for 12/16VAC connections

 R   469,00 

PS25

CCTV 24VAC 2Amp Transformer    
• Input: 230VAC @50Hz
• Output: 24VAC, 2Amp
• Resettable thermal output fuse
• Lightning protection
• SABS Approved

 R   581,00 

PS30

16VAC 1.25A Plug-In Transformer       
• Plug-in-type transformer in housing
• 16VAC 1.25A output
• Input voltage: 220VAC; 50Hz
• Terminal block for 16VAC connection

 R   245,00 

PS51

16VAC 40VA 2.5Amp Transformer  
• Power supply with moulded DC lead and SA plug top
• Switch mode power supply
• 100-240VAC Input
• 12VDC / 2.5Amp output

 R   299,00 

PS40-1

CCTV 12VDC PSUs   
• Power supply with moulded DC lead and SA plug top
• Switch mode power supply
• 100-240VAC Input
• 12VDC
• PS65-1 4Amp

 R   248,00 

PS65-1

CCTV 12DC 4Amp       
• 12VDC 4Amp
• Power supply with moulded DC lead and SA plug top
• Switch mode power supply
• 100-240VAC Input

 R   315,00 

PS49-5

9 Channel 12VDC 10 Amp CCTV Power Supply with Battery Back-
up       
• Input voltage: 100 - 260VAC at 50/60Hz
• Output voltage: 12VDC 10Amp
• Switch mode power supply
• Battery backup power supply
• Uses 7.2/8.0Ah battery
• Includes SA plug top and 300mm lead
• Lockable enclosure grey epoxy-coated finish
• Metal housing dimensions: 355mm H x 190mm W x 83mm D

 R      1 200,00 

POWER SUPPLIES

POWER SUPPLIESS & BATTERIES
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PS64-2

CCTV 9 Way 12VDC 9Amp PSU    
• 12VDC 9Amp switch mode  power supply
• Input power 100-240VAC @50-60Hz
• 9 CCTV Camera connections rated 1Amp each
• Metal housing dimensions: 203(H) x 203 (W) x 53(D) mm

 R   836,00 

PS66

24VDC 5Amp Power Store    
• Output voltage: 24VDC @ 5Amps max
• Input voltage: 190-265VAC @ 50-60Hz
• Output short circuit protection
• AC Fail alarm output
• Battery charge Current 2Amps
• Metal housing dimensions: 400(H) x 290(W) x 160(D) mm
• With battery back-up 2 x 17Ah (BA04-2 Batteries sold separately)

 R      2 866,00 

PS69

CCTV 18 Way 12VDC 20Amp PSU     
• 12VDC 20Amp switch mode power supply
• Input voltage 175 to 65VAC @ 50Hz
• Output: 12VDC 240 Watt
• 18 CCTV connections rated 1.1Amp each
• Dimensions: 315(L) x 230(W) x 57(D) mm

 R      1 200,00 

PS70

Enclosed Power Supply 12VDC 10Amp     
• 12VDC 10Amp switch mode power supply
• Input voltage 175 to 265VAC @ 50Hz
• 1 x 10Amp output @ 12VDC
• Metal cage
• Dimensions: 199(L) x 98(W) x 38(D) mm
• This power supply must be housed in a suitable enclosure with ventilation

 R   510,00 

PS49-1

12VDC 3Amp Power Store    
• 2 Outputs: 12VDC 3Amp max.
• Input voltage: 100-240VAC @50/60Hz
• Charge Current: 1.0Amp max.
• Metal housing dimensions: 203(H) x 163(W) x 74(D) mm
• AC fail relay and buzzer
• Recommended battery: 12V 8Ah (BA09-2 sold separately)

 R   685,00 

PS49-2

12VDC 5Amp Power Store    
• Output voltage: 12VDC 5Amp
• Input voltage: 190-265VAC @50/60Hz
• Output short-circuit protection
• Metal housing dimensions: 295(H) x 198(W) x 90(D) mm
• 12V 17Ah (BA04-2 Battery sold separately)

 R   878,00 

PS49-3

Access Control 12VDC 3Amp Power Store  
• Output voltage: 12VDC 3Amp with timer board
• Input voltage: 190-265VAC - 50/60Hz
• Adjustable timer 1 - 10sec
• Metal housing dimensions: 203(H) x 163(W) x 74(D) mm

 R   542,90 

BA02-2 Sealed Lead Acid (SLA) Battery 12V 1.3Ah    
• Dimensions: 96.5(L) x 43(W) x 57(H) mm

 R   121,00 

BA03-2 Sealed Lead Acid (SLA) Battery 12V 12Ah     
• Dimensions: 151(L) x 97.5(W) x 100.5(H) mm

 R   598,00 

BA04-2 Sealed Lead Acid (SLA) Battery 12V 18Ah     
• Dimensions: 180(L) x 76(W) x 167(H) mm

 R   739,00 

BATTERIES
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BA05-2 Sealed Lead Acid (SLA) Battery 12V 2.3Ah    
• Dimensions: 178(L) x 34 (W) x 66(H) mm

 R   214,00 

BA06-2
Sealed Lead Acid (SLA) Battery 12V 25Ah     
• Dimensions: 167(L) x 167(W) x 125(H) mm
• Battery terminal bolts and nuts incl.

 R      1 319,00 

BA07-2
Sealed Lead Acid (SLA) Battery 12V 40Ah     
• Dimensions: 196(L) x 164(W) x 179(H) mm
• Battery terminal bolts and nuts incl.

 R      2 136,00 

BA09-2 Gel Battery 12V 8.0Ah 
• Dimensions: 152(L) x 64.5(W) x 99.5(H) mm

 R   379,00 

BA10-2 Deep Cycle Battery 12V 100Ah   
• Dimensions: 329(L) x 67(W) x 67(H) mm

 R      3 496,00 

BA11-2 Sealed Lead Acid (SLA) Battery 12V 3.0Ah    
• Dimensions: 329(L) x 172(W) x 220(H) mm

 R   257,00 

BA12-2 Sealed Lead Acid (SLA) Battery 12V 4.5Ah    
• Dimensions: 90(L) x 70(W) x 107(H) mm

 R   238,00 

BA13-2 Sealed Lead Acid (SLA) Battery 12V 7.2Ah    
• Dimensions: 150(L) x 64(W) x 92(H) mm

 R   246,20 

BA18-2 Sealed Lead Acid (SLA) Battery 6V 4.5Ah      
• Dimensions: 70(L) x 46(W) x 108(H) mm

 R   163,00 

BA38-2
Sealed Lead Acid (SLA) Battery 24V 3.5Ah    
• Dimensions: 184(L) x 72.5(W) x 71(H) mm
• DC Blue Digital GDO

 R   665,00 

BA50-1
12V 7AH LifePO4 Battery    
• Dimensions: 151(L) x 65(W) x 95(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R   800,00 

BA50-6
12V 20AH LifePO4 Battery 
• Dimensions: 181(L) x 76(W) x 170(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R      1 875,00 

BA50-09
12V 50AH LifePO4 Battery 
• Dimensions: 260(L) x 168(W) x 211(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R      4 580,00 

LITHIUM IRON BATTERIES
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BA50-12
12V 100AH LifePO4 Battery    
• Dimensions: 329(L) x 172(W) x 217(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R      4 548,74 

BA50-20
12V 200AH LifePO4 Battery    
• Dimensions: 521(L) x 238(W) x 218(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R      8 671,00 
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PRODUCT CODE MANUFACTURER 
CODE PRODUCT DESCRIPTION  RETAIL PRICE EXCL 

VAT 
CA12-5

CONDUIT PVC - 4 x 2 inch Box
CONDUIT PVC - 4 x 2 inch Box  R 23,20 

CA19-3 Enclosure 240 x 190 x 90mm
• Dimensions: 240(L) x 190(W) x 90(H) mm
• Plastic

 R 401,50 

CA20-1 Enclosure 190 x 140 x 70mm
• Dimensions: 190(L) x 140(W) x 70(H) mm
• Plastic

 R 199,00 

CA21
Inspection Box or Camera Mount Enclosure
• Dimensions: 115(L) x 115(W) x 48(H) mm
• 20 or 25mm knockouts
• ABS thermoplastic polymer
• White

 R 58,00 

CA21-5
Inspection Box or Camera Mount Enclosure
• Dimensions: 115(L) x 115(W) x 48(H) mm
• 20 or 25mm knockouts
• ABS thermoplastic polymer
• Black

 R 58,00 

CA21-1
Inspection Box or Camera Mount Enclosure
• Dimensions: 161(L) x 161(W) x 48(H) mm
• 20 or 25mm knockouts
• ABS thermoplastic polymer
• White

 R 88,00 

CA21-2
ENCLOSURE - 100 x 100 x 50
• Dimensions: 100(L) x 100(W) x 50(H) mm
• Plastic

 R 76,30 

CA22-1 Enclosure 150 x 110 x 70mm
• Dimensions: 150(L) x 110(W) x 70(H) mm
• Plastic

 R 120,00 

CA59 Enclosure 150 x 150 x 70mm
• Dimensions: 150(L) x 150(W) x 70(H) mm
• Plastic

 R 184,30 

CA60 Enclosure 300 x 220 x 120mm
• Dimensions: 300(L) x 220(W) x 120(H) mm
• Plastic

 R 788,00 

CN17
Enclosure or Utility Box
• Dimensions: 124(L) x 103(W) x 34(H)mm
• General enclosure utility box
• Multiple mounting points
• Plastic

 R 29,20 

ENCLOSURES

ENCLOSURES
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

CB10 RG59 - Black Mil 75 Ohm / 100m  R           653,00 
CB10-2 RG59 - Black 75 Ohm / 100m  R           420,00 
CB11 RG59 - Black Mil 75 Ohm / 500m  R        3 478,00 
CB11-3 RG59 - Black 75 Ohm Mil / 300m  R        2 258,00 
CB11-6 RG6 Coaxial Cable 75 Ohm /m  R           478,00 

CB12 Comms - 10 Core Brown / 100m  R           685,00 
CB14 Comms - 12 Core Brown / 100m  R           752,00 
CB20 Comms - 4 Core Brown / 100m  R           285,00 
CB23 Comms - 6 Core Brown / 100m  R           402,90 
CB25 Comms - 8 Core Brown / 100m  R           553,00 

CB13 Comms - 10 Core White / 100m  R           685,00 
CB15 Comms - 12 Core White / 100m  R           822,00 
CB17 Comms - 20 Core White / 100m  R        1 456,90 
CB22 Comms - 4 Core White / 100m  R           285,00 
CB24 Comms - 6 Core White / 100m  R           356,00 
CB26 Comms - 8 Core White / 100m  R           488,00 
CB55-1 Ripcord - 1mm BC White / 100m  R           953,00 

CB56 Stranded - 12 Core BC White / 100m  R        1 026,00 
CB57 Stranded - 20 Core White / 100m (CCA)  R           963,00 
CB58 Stranded - 4 Core BC White / 100m  R           345,00 
CB59 Stranded - 6 Core BC White / 100m  R           465,00 
CB60 Stranded - 8 Core BC White / 100m  R           679,00 

CB01 Cabtyre - 0.5mm 3 Core Black / 100m  R           928,00 
CB03 Cabtyre - 0.5mm 4 Core White / 100m  R        1 270,00 
CB04 Cabtyre - 1.0mm 3 Core Black / 100m  R        1 548,00 
CB05 Cabtyre - 1.5mm 3 Core Black / 100m  R        2 299,00 
CB06 Cabtyre - 1.5mm 3 Core White / 100m  R        2 299,00 
CB07 Cabtyre - 0.5mm 3 Core White / 100m  R           930,00 
CB09-2 Cabtyre - 1.5mm 2 Core Black /100m  R        1 403,00 
CB44 Norsc - 1.5mm 2 Core + Earth / 100m  R        2 142,00 
CB46 Ripcord - 0.2mm Brown / 100m  R           182,50 
CB47 Ripcord - 0.2mm White / 100m  R           162,00 
CB48 Ripcord - 1mm Red / Black / 100m (CCA)  R           620,00 

Miscellaneous

CABLE
CABLE

Coax Cable Black

Comms Solid Cable Brown

Comms Solid Cable White

Comms Standed Cable White
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CB49-1 Ripcord - 0.5mm Black / 500m  R        2 429,00 
CB54 Ripcord - 0.5mm White / 100m BC  R           555,00 
CB61 Twin + Earth 1.5mm Flat / 100m  R        1 538,60 
CB61-1 Twin + Earth 2.5mm Flat / 100m  R        2 370,00 
CB62 Twin + Earth 1.5mm Flat / 25m  R           492,00 
CB62-1 Twin + Earth Flat 2.5mm / 25m  R           579,00 
CB63 Fire Cable - 2 Pair 0.8mm / 500m FR20  R        8 382,00 
CB63-1 Fire Cable - 1 Pair 0.8mm / 500m FR20  R        5 190,17 
CB63-2 Fire Cable - 1 Pair 0.8mm / 100m FR20  R        1 039,00 
CB63-3 Fire Cable - 2 Pair 0.8mm / 100m FR20  R        1 678,00 
CB65-6 Cable - Coaxial Fly Lead 3m Male - Male BNC  R             91,90 
CB75 Cable - USB Ext Lead / 5m Male to Male  R           165,00 
CB76 Cable For System 300  /100m VCM/1D  R        1 300,00 
CB79 Paxton Reader Cable - 100m 10 Core Belden CR9540  R        3 033,98 
CB80 Cable - 7Core 1.5mm Armoured/m  R             73,00 
CB82 POS Y - Serial Cable Interface ( DB9 Connector)  R           258,00 
CB96 Extension Power Cable for UPS Male to Female  R             85,00 

CB33 Mylar - 1 Pair 0.22 / 100m  R           450,00 
CB34 Mylar - 1 Pair 0.22 / 500m  R        2 389,00 
CB35 Mylar - 2 Pair 0.22 / 100m  R           895,00 
CB36 Mylar - 2 Pair 0.22 / 500m  R        3 369,00 
CB37 Mylar - 3 Pair 0.22 / 100m  R           869,00 
CB38 Mylar - 3 Pair 0.22 / 500m  R        4 122,00 
CB39 Mylar - 4 Pair 0.22 / 100m  R        1 280,00 
CB40 Mylar - 4 Pair 0.22 / 500m  R        6 399,00 
CB41 Mylar - 6 Pair 0.22 / 100m  R        2 120,80 
CB42 Mylar - 6 Pair 0.22 / 500m  R        9 895,00 
CB42-2 Mylar - 8 Pair 0.22 / 500m  R      11 226,00 
CB43 Mylar - 3 Pair 0.5 / 100m  R        2 022,90 
CB43-1 Mylar - 2 Pair 0.5 / 100m  R        1 446,00 
CB43-2 Mylar - 2 Pair 0.5 / 500m  R        6 940,00 
CB43-3 Mylar - 3 Pair 0.5 / 500m  R      11 226,00 
CB43-4 Mylar - 1 Pair 0.5 / 100m  R           818,00 
CB43-5 Mylar - 1 Pair 0.5 / 500m  R        4 408,00 
CB43-6 Mylar - 4 Pair 0.5 / 100m  R        2 655,00 
CB43-7 Mylar - 6 Pair 0.5 / 500m  R      20 229,00 
CB45 Mylar - 12 Pair 0.22 / 100m  R        3 262,00 
CB45-1 Mylar - 12 Pair 0.22 / 500m  R      17 329,00 

CB10-10 RG59 + Power - Black / 300m  R        2 198,00 
CB10-12 RG59 + Power - Black / 500m  R        3 662,00 
CB10-7 RG59 + Power - Black Mil / 100m  R        1 096,00 
CB10-8 RG59 + Power - Black Mil / 500m  R        5 468,00 
CB10-9 RG59 + Power - Black / 100m  R           733,00 

Mylar Cable_Miscellaneous

PowerAx Cable Black
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CB10-1 RG59 + Power - White / 100m  R           782,00 
CB10-5 RG179 Co-axial Cable/100m  R           715,00 

PowerAx Cable White
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

CH22-3 ZA250CM1A002 Seagate Barracuda Solid State Drive 250GB SATA 2.5" OEM  R       1 172,00 

CH22-3-1 ZA1000CM10002 SEAGATE 1TB 2.5" BARRACUDA SSD SATA 6GBPS 540/520M  R       3 626,00 

CH22-10 ST4000VX007

HDD - Seagate 4TB SATA 3.5"
• 4TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       2 724,00 

CH22-11 ST6000VX0023

HDD - Seagate 6TB SATA 3.5"
• 6TB HDD Capacity
• Optimised for Surveillance Storage Applications
• SkyHawk Health Management
• 3.5” SATA 

 R       3 983,00 

CH22-12 ST8000VE0004

HDD - Seagate AI 8TB SATA 3.5"
• 8TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       5 513,00 

CH22-13 ST10000VE0008

HDD - Seagate AI 10TB SATA 3.5"
•10TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       7 819,00 

CH22-6 ST1000VX005

HDD - Seagate 1TB  SATA 3.5"
• 1TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       1 432,00 

CH22-8 ST2000VX008

HDD - Seagate 2TB  SATA 3.5"
• 2TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       2 138,80 

CH22-9 ST3000VX010

HDD - Seagate 3TB  SATA 3.5"
• 3TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       2 624,00 

CH22-10N ST4000VN008

HDD - Seagate 4TB SATA 3.5"
• 4TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       3 162,00 

CH22-11N ST6000VN0033

HDD - Seagate 6TB SATA 3.5"
• 6TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       3 919,00 

CH22-12N ST8000VN0022

HDD - Seagate 8TB SATA 3.5"
• 8TB HDD Capacity
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management
• 3.5” SATA 

 R       6 503,00 

CH22-13N ST10000VN0004

HDD - Seagate 10TB SATA 3.5"
• 10TB HDD Capacity
• Optimised for Surveillance Storage Applications
• SkyHawk Health Management
• 3.5” SATA 

 R       8 392,00 

HARD DRIVES

SKYHAWK SURVEILLANCE HARD DRIVES

IRONWOLF SURVEILLANCE HARD DRIVES

IRONWOLF SURVEILLANCE HARD DRIVES
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CH22-14N ST12000VN0008

HDD - Seagate 12TB  SATA 3.5"
• 12TB HDD Capacity 
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management                                                                                                                                                                                        
• 3.5” SATA 

 R           11 178,00 

CH22-15N ST14000VN0008

HDD - Seagate 14TB SATA 3.5"
• 14TB HDD Capacity 
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management                                                                                                                                                                                            
• 3.5” SATA 

 R           11 982,00 

CH22-6N ST1000VN002

HDD - Seagate 1TB SATA 3.5"
• 1TB HDD Capacity 
• Optimised for Surveillance Storage Applications 
• SkyHawk Health Management                                                                                                                                                                                                
• 3.5” SATA 

 SQ 

CH23-10 ST10000NM0016 Seagate EXOS Enterprise HDD 10TB SATA 3.5"  R             8 213,00 
CH23-8 ST8000NM0075 Seagate EXOS Enterprise HDD 8TB SAS 3.5"  R             7 126,00 

SPECIAL SURVEILLANCE HARD DRIVES
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PRODUCT CODE MANUFACTURER CODE PRODUCT DESCRIPTION  RETAIL PRICE 
EXCL VAT 

SO50-30 30W Mono Solar Panel 36V 72Cell  R   718,00 
SO50-50 50W Mono Solar Panel 36V 72Cell  R   983,00 
SO50-100 100W Mono Solar Panel 36V 72Cell  R       1 783,00 
SO50-200 200W Mono Solar Panel 36V 72Cell  R       2 874,00 
SO50-350 350W Mono Solar Panel 36V 72Cell  R       3 557,20 

PS45-7 15A MPPT Charge Controller  R   998,00 

NW500 5 Port Solar Switch Unmanaged (15A MPPT Charge Controller)  R       3 669,00 

NW505 8 Port Solar Switch Managed (20A MPPT Charge Controller)  R       7 963,00 

BA50-1 12V 7AH LifePo4 Battery  R   800,00 

BA50-09

12V 50AH LifePO4 Battery
• Dimensions: 260(L) x 168(W) x 211(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R       4 580,00 

BA50-12

12V 100AH LifePO4 Battery
• Dimensions: 329(L) x 172(W) x 217(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R       4 548,74 

BA50-20

12V 200AH LifePO4 Battery
• Dimensions: 521(L) x 238(W) x 218(H) mm
• New Lithium Iron Phosphate
• Built-in Battery Management System for Battery Protection

 R       8 671,00 

SO02-03 600W Inverter  R       3 829,00 
SO02-04 1000W Inverter  R       5 996,00 

SOLAR INVERTER

SOLAR SWITCH

SOLAR BATTERY

SOLAR-POWER

SOLAR PANEL

SOLAR CHARGE CONTROLLER
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