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Paxton Net2 Plus with 2A PSU Paxton Net2 Plus with PoE+ Paxton Net2 I/O Board with Paxton P50

in Plastic Cabinet

in Plastic Cabinet

2A PSU in Plastic Cabinet

Proximity Reader

Cards : 50 000

Transactions : 2728

Authentication : PIN / RFID

Inputs : 2 x Wiegand, 1 x Door Sensor,
1 x RTE & 1 x Tamper

External Readers : LK260-1, LK261-2,
LK266 & LK268

Outputs : 2 x Door Relay

Auxiliary I/0 :1 x In & 1 x Out
Communication : TCP/IP & RS485
Operation : Offline or Network

(PC required for management)

Power : 12VDC 2A

Features : Status & Diagnostic LED's,
Anti-Passback, Event Based Triggers

Software : Net2 Lite & Net2 Pro (http://www.

paxton.info/1438)
Enclosure : Plastic including
12VDC 2A Power Supply

Cards : 50 000

Transactions : 2728

Authentication : PIN / RFID

Inputs : 2 x Wiegand, 1 x Door Sensor,
1 x RTE & 1 x Tamper

External Readers : LK260-1, LK261-2,
LK266 & LK268

Outputs : 2 x Door Relay

Auxiliary /0 : 1 x In & 1 x Out
Communication : TCP/IP & RS485
Operation : Offline or Network

(PC required for management)

Power : 12VDC 1.5A

Features : Status & Diagnostic LED's,
Anti-Passback, Event Based Triggers

Software : Net2 Lite & Net2 Pro (http://www.

paxton.info/1438)
Enclosure : Plastic including
12VDC 1.5A (20.4W) PoE Power Supply

Inputs : 4

Outputs : 4

Relay Contact Rating : 13A
Relay Contact Isolation : 4k VAC
Relay Contact Voltage : 240 VAC
Relay Contact Frequency : 50Hz
Communication : TCP/IP

Power : 12VDC 1A

Enclosure : Plastic including
12VDC 2A Power Supply
Dimensions : 320mm x 236mm x 80mm

Frequency : 125 KHz

Ingress Protection Rating : IP67
Communication : Clock & data bit period
600 ps

Operation : External RFID Reader for
LK250-1 & LK251

Tokens : LK270-1 KeyFobs

Power : 10 - 14VDC / Max 120mA
Features : Audible Buzzer,

LED Green, Orange and Red
Dimensions : 100mm x 50mm x 15mm
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Paxton P50M Mifare
Proximity Reader

Paxton KP50 Proximity
Keypad Reader

Paxton Long Range
Proximity Reader

Paxton E50 Exit Button

Frequency : 125 KHz & 13.56MHz
Ingress Protection Rating : IP67
Communication : Clock & data bit period
600 ps

Operation : External RFID Reader for
LK250-1 & LK251

Tokens : LK142 Tags, LK143 Cards,
LK270-1 KeyFobs

Power : 10 - 14VDC / Max 120mA
Features : Audible Buzzer,

LED Green, Orange and Red
Dimensions : 100mm x 50mm x 15mm

SCALABLE

www.reditron.co.za

Frequency : 125 KHz

Ingress Protection Rating : IP67
Communication : Clock & data bit period
600 ps

Operation : External RFID Reader for
LK250-1 & LK251

Tokens : LK270-1 KeyFobs

Power : 10 - 14VDC / Max 120mA
Features : Audible Buzzer,

LED Green, Orange and Red
Dimensions : 100mm x 50mm x 15mm

Systems that are
designed to grow with
your needs: You can
add doors
as and when needed

Frequency : 125 KHz

Ingress Protection Rating : IP67
Communication : Clock & data bit period
600 ps

Operation : External RFID Reader for
LK250-1 & LK251

Tokens : LK270-1 KeyFob & LK272 Hands

Free KeyFobs

Power : 10 - 14VDC / Max 1.1A

Features : Audible Buzzer,

LED Green, Orange and Red
Dimensions : 220mm x 220mm x 135mm

Frequency : None

Ingress Protection Rating : Indoor
Communication : None

Power : 11 - 14VDC 70mA

Features : LED Indicator & 5m cable
Dimensions : 50mm x 58mm x 14mm

Paxton Energy Saver Reader

Frequency : 125 KHz / 13.56 MHz
Ingress Protection Rating : IP67

Communication : Clock & data bit period

570 - 700 ps

Operation : External RFID Reader for
LK250-1 & LK251

Tokens : LK143 Cards

Power : 10 - 14VDC / Max 170mA
Features : Audible Buzzer,

LED Green, Orange and Red

Dimensions : 220mm x 220mm X 13smm
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Paxton Net2 USB Desktop Reader

Paxton Net2 Proximity Keyfob
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Paxton Net2 Handsfree Keyfob

Paxton Net2 Handsfree Key Card

Frequency : 125 KHz / 13.56 MHz
Communication : USB

Operation : Enrolment Reader for

LK250-1 & LK251

Tokens : LK142 Tags, LK143 Cards, LK270-1
KeyFobs & LK272 Hands Free KeyFobs
Power : 5VDC

Features : Audible Buzzer,

LED Green, Orange and Red

ACCESSORIES

Frequency : 125 KHz
Communication : RFID
Features : Box of 10

Frequency : 125 KHz / 2.4 GHz
Communication : RFID

Features : 3yrs battery life
NET2 ENTRY

Frequency : 125 KHz / 2.4 GHz
Communication : RFID
Features : 3yrs battery life

Paxton RJ45 Reader
Port Connector

Paxton Handsfree
Key Card Holder
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Paxton Net2 Entry - Touch Panel
MKII Surface Mount
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Paxton Net2 Entry - Panel MKII
with rainhood

Operation : For use with LK250-1 & LK251
Features : Pack of 5
Dimensions : 36.5mm x 41mm x 14mm

Operation : For use with LK273
Features : Pack of 5, Sucker

Camera system : Full Colour

Display : 7" Colour Touch

Audio : Two Way SIP Compatible

Proximity reader : Paxton, MIFARE®, EM, HID Prox
Ingress Protection Rating : IP65

Vandal Resistant : IK10 (EN62368)
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 127mm x 312mm x 35mm

Camera system : Full Colour

Display : 7" Colour Touch

Audio : Two Way SIP Compatible

Proximity reader : Paxton, MIFARE®, EM, HID Prox
Ingress Protection Rating : IP65

Vandal Resistant : IK10 (EN62368)
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 127mm x 312mm x 69mm
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Paxton Net2 Entry - Panel MKII
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Paxton Net2 Entry - Panel MKIl
with rainhood

LK280-10

Paxton Net2 Entry - Panel MKII
1 Door Kit

Paxton Net2 Entry - Panel MKII
1 Door Kit with rainhood

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton
Ingress Protection Rating : IP65
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 280mm x 100mm x 28.5mm

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton
Ingress Protection Rating : IP65
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 280mm x 100mm x 28.5mm

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,

EM4100 /02

Ingress Protection Rating : IP55

Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0

Features : includes LK280-2, LK279-1 & LK280-3

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,

EM4100 /02

Ingress Protection Rating : IP55
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Features : includes LK280-2, LK279 & LK280-3

Paxton Net2 Entry - Panel MKII
VR

Paxton Net2 Entry - Panel MKII
VR with rainhood

Paxton Net2 Entry - Panel MKII
VR 1 Door Kit

Paxton Net2 Entry - Panel MKII
1 Door Kit with rainhood

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,
EM4100 /02

Ingress Protection Rating : IP65
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 280mm x 100mm x 28.5mm
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Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,
EM4100 /02

Ingress Protection Rating : IP65
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 280mm x 100mm x 28.5mm

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,

EM4100 /02

Ingress Protection Rating : IP55

Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0

Features : includes LK280-2, LK279-2 & LK280-3

Camera system : Full Colour

Display : Backlight LED

Audio : Two Way

Proximity reader : 125KHz, Paxton,

EM4100 /02

Ingress Protection Rating : IP55

Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0

Features : includes LK280-2, LK279-3 & LK280-3
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LK280-2

Paxton Net2 Entry - Monitor
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Paxton Net2 Entry - Monitor
Desktop Stand

Paxton Net2 Entry - Control Unit

Paxton Net2 Entry - Extension
Switch

Screen size : 4.3" Colour TFT

Display : Backlight LED

Screen resolution : 480 x 272 Pixels
Hands free audio : Two Way

Handset audio : Two Way
Communication : TCP/IP

PoE : 12.95Watts IEEE 802.3af class 0
Dimensions : 1770mm x 186mm x 43mm

Screen Angle : 25 degrees
Operation : For use with Entry Monitor LK280-2
Dimensions : 162mm x 120mm x 104mm

Power : 12VDC 2A

Communication : TCP/IP

Standard TCP/IP Port : 1

PoE TCP/IP Port : 4 x IEEE 802.3af
Dimensions : 320mm x 236mm x 80mm

Power : 12VDC 2A

Communication : TCP/IP

Standard TCP/IP Port : 1

PoE TCP/IP Port : 4 x IEEE 802.3af
Dimensions : 320mm x 236mm x 80mm

PAXLOCK SOFTWARE LICENSE

Paxton Net2 Paxlock 72mm Euro

Paxton Motice Sash Lock 72mm
Euro

Paxton Net2Air Bridge

Paxton Net2 Pro

Cards : 50 000

Transactions : 3584

Authentication : RFID

Communication : 2.4GHz (802.15.4)
Operation : Normal Power - 30 000,

Low Power - 60 000

Power : 4 x AA 1.5V Alkaline Batteries
Features : 72mm Euro - Requires Mortice
Sash Lock 72mm centre

Software : Net2 Lite & Net2 Pro
(Download - http://www.paxton.info/1438)

Operation : For use with Paxlock LK181-7

NET2 PREMIUM MONITOR

Communication : TCP/IP & 2.4GHz (802.15.4)
Power : 10V - 14V 150mA / PoE

Features : Max 10 Devices less than 15m each
Operation : For use with Paxlock LK181-7
Software : Net2 Lite & Net2 Pro

(Download - http://www.paxton.info/1438)
Dimensions : 200mm x 200mm x 78mm

Paxton Net2 Entry Premium
Monitor - Surface Mount
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Paxton Net2 Entry Premium
Monitor - With Handset

Paxton Net2 Entry Premium
Monitor - Desktop Stand
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Landlord Tenant

Card Designer included

Security Lockdown

Anti-passback

Fire alarm integration

Multi-zone intruder alarm integration
Client/Server structure allowing multiple clients
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JOHANNESBURG (HEAD OFFICE) nE!:[SZLPé? w terfall Park
s;' ¥ 9 Electron Street, Linbro Business Park g;' 1;‘ IRapiﬁ S;:r:eta Rivzrrsyi de Industrial
D™ Tel: 087 802 CCTV (2288) W Tol: 087 150 55,17/8
CAPE TOWN DURBAN
?& Unit 2, 7 Gold Street, Northgate Estate, ?% Unit 9, 80 Rinaldo Road, Glen Anil
QA Maitland \% Tel: 031 263 1515

Tel: 021 551 5841
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