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ACCESS CONTROL
P WERED BY

BR1200(FBE)
LK169-9

Multi-Verification Reader

• Fingerprints : 10 000
• Cards : 5 000
• Transactions : 150 000
• Display : 2.8” Touch
• Code Format : PDF417, QR code Model 1/2,
   Micro QR, Data Matrix, GS1-DataBar 
   (Limited, Stacked, Expanded)
• Authentication : FP / RFID / Code Scan
• Communication : TCP/IP & RS232
• Software: ZKBioSecurity
• Dimensions : 187mm x 103mm x 66mm

PROCAPTURE-T
LK172-5

ProCaptureT SilkID Fingerprint Reader
& Keypad 

• Fingerprints : 6 000
• Cards : 10 000
• Transactions : 100 000
• Authentication : FP / RFID
• Communication : TCP/IP, RS485 & USB Host
   Wiegand Input / Output Security Relay Box
• User Photo : 3 000
• Event Photo : 7 000
• Software: ZKBioSecurity
• Dimensions : 195.5mm × 87mm × 35 mm

PROCAPTURE-WP
LK172-4

ProCaptureWP SilkID Fingerprint Reader
& Keypad - IP65

• Fingerprints : 20 000
• Cards : 10 000
• Transactions : 100 000
• Ingress Protection Rating : IP65
• Communication : TCP/IP, RS485
• Software: ZKBioSecurity
• Dimensions : 202.3mm x 96.8mm x 35.0mm

MA300-BT
LK179

MA300BT Fingerprint Reader
- IP65 - Stainless

• Fingerprints : 1 500
• Cards : 10 000
• Transactions : 30 000
• Authentication : FP / RFID
• Ingress Protection Rating : IP65
• Communication : TCP/IP, RS485, Bluetooth
   & USB Host
• Software : ZKAccess 3.5
• Dimensions : 73mm x 148mm x 34.5mm

F22 BLACK
LK171

F22 SilkID Fingerprint Reader
& Keypad - Black

• Fingerprints : 3 000
• Cards : 5 000
• Transactions : 30 000
• Authentication : FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 185mm x 78mm x 41mm

F22 WHITE
LK171-1

F22 SilkID Fingerprint Reader
& Keypad - White

• Fingerprints : 3 000
• Cards : 5 000
• Transactions : 30 000
• Authentication : FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 185mm x 78mm x 41mm

ZKTeco’ s Access Control Product line is comprised of IP based standalone 
access control devices, networked access control panels, readers, guard 

patrol solutions and accessories with network based one-seat software. 

All Green Label products may be subject to licensing
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X7
LK169

X7 Fingerprint Reader & Keypad
- Standalone

• Fingerprints : 500
• Cards : 500
• PIN : 8
• Authentication : FP / RFID / PIN
• Operation : Standalone ONLY
• Tokens : LK142 Tags & LK143
• Dimensions : 88.1mm x 88.1mm x 34.7mm

SF100
LK169-3

SF100 Fingerprint Reader

• Fingerprints : 1 500
• Cards : 5 000
• Transactions : 80 000
• Authentication : FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 90mm x 90mm x 35mm

K30
LK169-8

K30 Fingerprint Reader & Keypad
- Built-in Battery

• Fingerprints : 1 000
• Cards : 1 000
• Transactions : 80 000
• Authentication : FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 184mm x 136mm x 38mm

IN05-A/ID
LK168-6

IN05AIDWIFI Fingerprint Reader
& Keypad - Built-In Battery

• Fingerprints : 3 000
• Cards : 10 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Communication : TCP/IP, WIFI, RS485 & 
   USB Host
• Features : ADMS, Built-in Battery & PoE
• Software : ZKAccess 3.5
• Dimensions : 180mm x 135mm x 38.5mm

P160/ID
LK168-7

P160IDWIFI Multi-Biometric Reader
& Keypad - Built-in Battery

• Palms : 600
• Fingerprints : 3 000
• Cards : 10 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN / Palm
• Communication : WIFI, TCP/IP, RS485 & 
    USB Host
• Features : Built-in Battery & PoE
• Software : ZKAccess 3.5
• Dimensions : 180mm x 135mm x 38.5mm

KF460
LK188-7

KF460 Facial Reader & Keypad

• Faces : 800
• Cards : 1 000
• Transactions : 100 000
• Authentication : Face / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 108mm x 170mm x 30mm
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PA10
LK178

PA10 Multi-Biometric Reader & Keypad

• Palms : 800
• Fingerprints : 3 000
• Cards : 10 000
• Transactions : 150 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 93mm x 247mm x 45mm

F16
LK172-1

F16 Fingerprint Reader - IP65

• Fingerprints : 3 000
• Cards : 10 000
• Transactions : 30 000
• Authentication : FP / RFID
• Ingress Protection Rating : IP65
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 62.5mm x 185mm x 41.5mm

F17
LK172-2

F17 Fingerprint Reader & Keypad - IP65

• Fingerprints : 3 000
• Cards : 10 000
• Transactions : 30 000
• Authentication : FP / RFID / PIN
• Ingress Protection Rating : IP65
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 62.5mm x 185mm x 41.5mm

MB800-H
LK188-6

MB800-H Multi-Biometric Reader
& Keypad

• Faces : 1 500
• Fingerprints : 4 000
• Cards : 10 000
• Transactions : 100 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 87.7mm x 187.9mm x 62.5mm

MB600
LK171-2

 

MB600 Multi-Biometric Reader

• Faces : 800
• Fingerprints : 3 000
• Cards : 5 000
• Transactions : 100 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions :174mm x 98mm x 60mm

PRORF
LK184-8

ProRF Standalone Reader

• Cards : 60 000
• Transactions : 600 000
• Authentication : RFID
• Ingress Protection Rating : IP67
• Communication : TCP/IP & RS485
• Software : ZKBioSecurity
• Dimensions : 80mm x 131mm x 20.6mm

Hybrid
Biometrics

Fingerprint + Face

Fingerprint + Face + Multimode Palm

Fingerprint + Multimode Palm

Face + Multimode Palm

Hybrid Biometrics is a
multimodal biometrics system

that supports fingerprint, face,
iris and finger vein identification
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Unlike primary readers, secondary readers are unintelligent readers that must  
consult their primary reader to grant or deny access. They do not manage a user 
or template database, therefore must be connected to a primary reader 
to be effective. 

KR600E
LK184-4

KR600 Proximity Reader

• Frequency : 125 kHz
• Ingress Protection Rating : IP65
• Communication : Wiegand 26bit
• Power : 6 - 14VDC / Max 70mA
• Dimensions : 75mm x 116mm x 17mm

KR601E
LK184-5

KR601 Proximity Reader - Square

• Frequency : 125 kHz
• Ingress Protection Rating : IP65
• Communication : Wiegand 26bit
• Power : 6 - 14VDC / Max 70mA
• Dimensions : 86mm x 86mm x 20mm

KR310
LK184-7

KR310 Proximity Reader
- Dual Frequency
• Frequency : 125 kHz & 13.56 MHz
• Ingress Protection Rating : IP65
• Communication : Wiegand 26bit
• Power : 6 - 14VDC / Max 70mA
• Dimensions : 77.5mm x 43mm x 17mm

KR602E
LK184-6

KR602 Proximity Reader & Keypad
 - Square

• Frequency : 125 kHz
• Ingress Protection Rating : IP65
• Communication : Wiegand 26bit
• Power : 6 - 14VDC / Max 70mA
• Dimensions : 86mm x 86mm x 20mm

CARD SECONDARY READERS



087 802 2288 www.reditron.co.za
Due to continuous improvements of these products, certain speci�cations may be altered without notice. E&OE ©

P WERED BY
SECONDARY READERS

F12
LK187-9

F12/ID Secondary Fingerprint Reader
- IP65

• Frequency : 125 kHz
• Authentication : FP / RFID
• Ingress Protection Rating : IP65
• Communication : RS485
• Dimensions : 50mm x 107mm x 37mm

F12/MF
LK187-10

F12/MF Secondary Fingerprint Reader
- Mifare - IP65

• Frequency : 13.56 MHz
• Authentication : FP / Mifare
• Ingress Protection Rating : IP65
• Communication : RS485
• Dimensions : 50mm x 107mm x 37mm

FR1500-WP
LK187-8

FR1500WP SilkID Fingerprint Reader
- IP65

• Frequency : 125 kHz
• Authentication : FP / RFID
• Ingress Protection Rating : IP65
• Communication : RS485
• Dimensions : 122mm x 78mm x 38mm

S922/ID WIFI
LK168-1

S922IDWIFI T&A Fingerprint Reader &
Keypad - IP65 - Portable

• Fingerprints : 5 000
• Cards : 30 000
• Transactions : 200 000
• Authentication : FP / RFID / PIN
• Ingress Protection Rating : IP65
• Shock Resistant Enclosure
• Communication : TCP/IP, WIFI & USB Host
• Software : Third Party
• Regal Security Technical support for T&A
   hardware ONLY

S922/ID 3G
LK168-2

S922ID3G Fingerprint Reader & Keypad -
IP65 - Portable

• Fingerprints : 5 000
• Cards : 30 000
• Transactions : 200 000
• Authentication : FP / RFID / PIN
• Ingress Protection Rating : IP65
• Shock Resistant Enclosure
• Communication : TCP/IP, 3G & USB Host
• Software : Third Party
• Regal Security Technical support for T&A
   hardware ONLY

ZKTeco’ s portable products offer a rugged, weather resistant, intelligent security 
solution. Specifically designed for off-site time management for the construction, 

farming, logistics and mining industries. 

PORTABLE TERMINALS

FINGERPRINT SECONDARY READERS
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CR20M
LK185-1

CR20M Take-on Reader - Mifare - USB

• Frequency : 13.56 MHz
• Communication : USB
• Operation : Take-on Reader for
   ZKAccess 3.5 Or BioSecurity
• Power : 5VDC
• Features : Audible Buzzer, LED Green 
   and Red
• Software: ZKBioSecurity

CR20E
LK185-4

 
CR20E Take-on Reader - USB

• Frequency : 125 kHz
• Communication : USB
• Operation : Take-on Reader for
   ZKAccess 3.5 Or BioSecurity
• Power : 5VDC
• Features : Audible Buzzer, LED Green 
   and Red
• Software: ZKBioSecurity

SLK20R
LK185-3

SLK20R SilkID Fingerprint Enrollment
Device - USB

• Communication : USB
• Operation : Enrollment Reader for
   ZKAccess 3.5 Or BioSecurity
• Power : 5VDC
• Features : FAP20 resolution, PIV Certified,
   Liveness Detection
• ISO-19794-2/4 ANSI-378 Standards 
   Supported
• Dark Field Illumination & Skin Optical
   Signature recognition
• Software: ZKBioSecurity

UR10R-2E
LK198-7

UR10R-2E UHF Take-on Reader

• Frequency : 902 - 926 MHz
• Communication : USB
• Operation : UHF Take-on Reader for
• Software: ZKAccess 3.5 Or BioSecurity
• Software: ZKBioSecurity

ZK9500
LK185-8

ZK9500 BioID Fingerprint Enrollment 
Device

• Communication : USB
• Operation : Enrollment Reader for 
   ZKAccess 3.5
• Power : 5VDC
• Features : Microsoft Windows 2000, XP, 7,
   8.1 & 10 compatible

During Enrollment, biometric or token information is captured and stored. In  
subsequent uses, the information presented at the reader is compared with 
the information stored at the time of Enrollment. 

ENROLLMENT READERS

All Green Label products may be subject to licensing
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UHF2-10E
LK198

UHF2-10E Long Range Reader
- 12m

• Frequency : 902 - 926 MHz
• Antenna Gain : 8dBi
• Ingress Protection Rating : IP66
• Communication : Wiegand 26bit
• Dimensions : 445mm x 445mm x 70mm

UHF2-5E
LK198-1

 
UHF2-5E Long Range Reader
- 6m

• Frequency : 902 - 926 MHz
• Antenna Gain : 8dBi
• Ingress Protection Rating : IP66
• Communication : Wiegand 26bit
• Dimensions : 260mm x 260mm x 70mm

U2000E
LK198-2

U2000E Stand Alone Long Range Reader
- 12m

• Cards : 5 000
• Antenna Gain : 8dBi
• Transactions : 30 000
• Authentication : UHF
• Frequency : 902 - 926 MHz
• Ingress Protection Rating : IP66
• Communication : TCP/IP
• Software : ZKAccess3.5/ZKBioSecurity
• Dimensions : 445mm x 445mm x 70mm

U1000E
LK198-3

U1000E Stand Alone Long Range Reader
- 6m

• Cards : 5 000
• Antenna Gain : 8dBi
• Transactions : 30 000
• Authentication : UHF
• Frequency : 902 - 926 MHz
• Ingress Protection Rating : IP66
• Communication : TCP/IP
• Software : ZKAccess3.5/ZKBioSecurity
• Dimensions : 260mm x 260mm x 70mm

The UHF RFID reader is an RFID long-range card reader which can simultaneously 
read multiple passive UHF tags at ranges up to 12m. The reader is waterproof 
and is suitable for use in a wide range of RFID applications, such as transport 

management, vehicle management, car parking, production process control 
and access control.
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C3-100
LK186

C3-100 One Door Controller

• Cards : 30 000
• Transactions : 100 000
• Authentication : RFID / PIN
• Inputs : 2 x Wiegand, 1 x Door Sensor 
   & 1 x RTE
• Outputs : 1 x Door Relay
• Auxiliary I/O : 1 x Out
• Communication : TCP/IP, RS485 & SD
• Software : ZKAccess 3.5

C3-200
LK186-1

C3-200 Two Door Controller

• Cards : 30 000
• Transactions : 100 000
• Authentication : RFID / PIN
• Inputs : 4 x Wiegand, 2 x Door Sensor 
   & 2 x RTE
• Outputs : 2 x Door Relay
• Auxiliary I/O : 2 x In & 2 x Out
• Communication : TCP/IP, RS485 & SD
• Software : ZKAccess 3.5

INBIO160
LK187

InBio 160 One Door Controller

• Fingerprints : 3 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 2 x Wiegand, 1 x Door Sensor 
   & 1 x RTE
• Outputs : 1 x Door Relay
• Auxiliary I/O : 1 x In & 1 x Out
• Communication : TCP/IP, RS485 & SD
• Software : ZKAccess 3.5

INBIO 260
LK187-1

InBio 260 Two Door Controller

• Fingerprints : 3 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 4 x Wiegand, 2 x Door Sensor 
   & 2 x RTE
• Outputs : 2 x Door Relay
• Auxiliary I/O : 2 x In & 2 x Out
• Communication : TCP/IP, RS485 & SD
• Software : ZKAccess 3.5

INBIO 460
LK187-2

InBio 460 Four Door Controller

• Fingerprints : 3 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 4 x Wiegand, 4 x Door Sensor 
   & 4 x RTE
• Outputs : 4 x Door Relay
• Auxiliary I/O : 4 x In & 4 x Out
• Communication : TCP/IP, RS485 & SD
• Software : ZKAccess 3.5

Centralized administration and web-based infrastructures reduce a 
company’s IT costs and allows an easy management of all access points 
from one single location. For this purpose, ZKTeco offers a whole range of 
access control panels,  that can manage from 1 to 4 doors using one or 
more identification modalities.  
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INBIO 160 PRO
LK197

InBio160Pro One Door Controller

• Fingerprints : 20 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 2 x Wiegand, 1 x Door Sensor 
   & 1 x RTE
• Outputs : 1 x Door Relay
• Auxiliary I/O : 1 x In & 1 x Out
• Communication : TCP/IP, RS485 & SD
• Software: ZKBioSecurity

INBIO 260 PRO
LK197-1

InBio260Pro Two Door Controller

• Fingerprints : 20 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 4 x Wiegand, 2 x Door Sensor 
   & 2 x RTE
• Outputs : 2 x Door Relay
• Auxiliary I/O : 2 x In & 2 x Out
• Communication : TCP/IP, RS485 & SD
• Software: ZKBioSecurity

INBIO 460 PRO
LK197-2

InBio460Pro Four Door Controller

• Fingerprints : 20 000
• Cards : 30 000
• Transactions : 100 000
• Authentication : FP / RFID / PIN
• Inputs : 4 x Wiegand, 4 x Door Sensor 
  & 4 x RTE
• Outputs : 4 x Door Relay
• Auxiliary I/O : 4 x In & 4 x Out
• Communication : TCP/IP, RS485 & SD
• Software: ZKBioSecurity

EC10
LK189-7

EC10 Elevator Controller

• Floor Support : 10
• Fingerprints : 3 000
• Cards : 30 000
• Transactions : 100 000
• Communication : TCP/IP & RS485
• Supports: 3 x EX16
• Software: ZKBioSecurity
• Dimensions : 242mm x 95mm x 60mm

EX16
LK189-8

EX16 Elevator Extension Board

• Floor Support : 16
• Communication : RS485
• Software: ZKBioSecurity
• Dimensions : 160 mm x 106mm x 60mm

The EC10 controller offers the user better security, 
scalability and versatility in an elevator control 
system. The access to each floor can be controlled 
according to different methods of verification, by 
fingerprint, proximity or pin. Furthermore one can 
program access control time-tables, thereby 
creating different access levels.     

EC10 offers a solution in buildings that manages 
up to 10 floors, although this can be expanded 
with up to 3  extension panels EX16, which cover 
16 further floors each. This means our solution can 
manage up to 58 floors with the installation of one 
single control system.   

All Green Label products may be subject to licensing
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Facial recognition is a category of biometrics software or hardware that maps an 
individual’s facial features mathematically and stores the data as a faceprint. The 
system uses either ZKTeco’s deep learning or the standard ZKFace algorithms to 
compare a live capture of the stored faceprint in order to verify an individual’s identity.   

MB10
LK188-16

MB10 Multi-Biometric Reader & Keypad

• Faces : 200
• Fingerprints : 400
• Cards : 200
• Transactions : 50 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Power : 5VDC
• Dimensions : 167.9mm x 151.5mm x 30mm

KF460
LK188-7

KF460 Facial Reader & Keypad

• Faces : 800
• Cards : 1 000
• Transactions : 100 000
• Authentication : Face / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 108mm x 170mm x 30mm

MB800-H
LK188-6

MB800-H Multi-Biometric Reader
& Keypad

• Faces : 1 500
• Fingerprints : 4 000
• Cards : 10 000
• Transactions : 100 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions : 87.7mm x 187.9mm x 62.5mm

MB600
LK171-2

 

MB600 Multi-Biometric Reader

• Faces : 800
• Fingerprints : 3 000
• Cards : 5 000
• Transactions : 100 000
• Authentication : Face / FP / RFID / PIN
• Communication : TCP/IP, RS485 & USB Host
• Software : ZKAccess 3.5
• Dimensions :174mm x 98mm x 60mm
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SPEEDFACE-V5L (TD)
LK188-19

SpeedFace-V5L (TD) Multi-Biometric
Terminal with Temperature Detection

• Faces : 6 000
• Fingerprints : 10 000
• Palm : 3 000
• Transactions : 200 000
• Algorithms : ZKLiveFace V5.8 &
    ZKFinger V10.0 & ZKPalm V12.0
• Authentication : Face / FP / Palm
• Accuracy : +/- 0.3 °C
• Communication : TCP/IP, RS485 & USB Host
• Software: ZKBioSecurity

SPEEDFACE-V5L (P)
LK188-8

SpeedFaceV5LP Visible Light 
Multi-Biometric Reader

• Faces : 6 000
• Palms : 3 000
• Fingerprints : 10 000
• Cards : 10 000
• Transactions : 200 000
• Authentication: Face / FP / RFID / PIN / 
   PALM
• Communication : TCP/IP, RS485 & USB Host
• Software: ZKBioSecurity
• Dimensions : 203mm x 92mm x 22mm

All Green Label products may be subject to licensing

PROFACE X (P)
LK188-17

ProFaceXP Visible Light Multi-Biometric
Reader - IP68

• Faces : 30 000
• Palm : 3 000
• Transactions : 1 000 000
• Display : 8” Touch
• Algorithm : ZKFace V5.8 & ZKPalm V12.0
• Authentication : Face / Palm
• Communication : TCP/IP, RS485 & USB Host
• Software: ZKBioSecurity

PROFACE-X (TD)
LK188-18

ProFace-X (TD) Multi Biometric Terminal
with Temperature Detection

• Faces : 30 000
• Palm : 3 000
• Transactions : 1 000 000
• Display : 8” Touch
• lgorithm : ZKLiveFace V5.8 & ZKPalm V12.0
• Accuracy : +/- 0.3 °C
• Authentication : Face / Palm
• Communication : TCP/IP, RS485 & USB Host
• Software: ZKBioSecurity

SPEEDFACE MINI
LK188-30

SpeedFace MINI Visible Light 
Facial Recognition & Palm Recognition

• Faces : 800
• Palms : 800
• Cards : 1 000
• Transactions : 150 000
• Communication : TCP/IP, USB Host, WiFi, 
   Wiegand Input/Output, RS485
• Software: ZKBioSecurity
• Dimensions : 72.94mm x 157.94mm x 23mm

FACEKIOSK-H13C
LK188-13

H13C Visible Light Multi-Biometric Kiosk

• Faces : 10 000
• Fingerprints : 10 000
• Transactions : 100 000
• Display : 13.3” Touch
• Algorithm : ZKLiveFace V5.8
• Authentication : Face / FP / RFID / PIN / QR
• Communication : TCP/IP, RS485, WIFI, 
   Bluetooth & USB Host
• Software: ZKBioSecurity
• Dimensions : 1500mm x 400mm x 400mm

P WERED BY
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ML200
LK175-4

ZKTeco ML200 Smart Door Lock - 
Keypad - BLE

• Users : 100
• Unlocking Method : PIN / APP / 
   Mechanical Key
• Communication : Bluetooth (BLE5.0)
• Power : 4 x AA Alkaline Batteries
• Features : Reversable Handle, Remote 
   Visitor Password, Zinc Alloy Casing
• Compatible Door Thickness : 30mm - 60mm
• Dimensions : 138mm x 75mm x 23mm 
   (excluding handle)

PADLOCK
LK175-9

Fingerprint Padlock - Black

• Fingerprints : 10
• Unlocking Method : FP / Mechanical Key
• Operation : Standalone
• Communication : None
• Power : Micro-USB port
• Battery Life : 1000 Scans
• Features : Zinc Alloy + Stainless Steel
• Dimensions : 20mm x 53mm x 53mm

DL30B
LK175-3

DL30B Door Lock Reader
& Keypad - Bluetooth

• Cards : 100
• Unlocking Method : RFID / PIN / APP /
Mechanical Key
• Communication : Bluetooth (BLE4.0)
• Power : 4 x AA Alkaline Batteries
• Features : Remote Visitor Passowrd,
Zinc Alloy Casing
• Compatible Door Thickness : 30mm - 54mm
• Dimensions : 155mm x 69mm x 35mm
(excluding handle)

ML300
LK175-5

ZKTeco ML300 Smart Door Lock - 
Fingerprint Keypad - BLE

• Users : 100
• Unlocking Method : FP / PIN / APP / 
   Mechanical Key
• Communication : Bluetooth (BLE5.0)
• Power : 4 x AA Alkaline Batteries
• Features : Reversable Handle, Remote 
   Visitor Password, Zinc Alloy Casing
• Compatible Door Thickness : 30mm - 60mm
• Dimensions : 138mm x 75mm x 23mm 
   (excluding handle)

SMART LOCKS

Smart lock is an electromechanical lock which allows you to open and lock your 
doors with a virtual key or fingerprint, face, code, RFID card. Putting an end to the 
problem of lost keys and enabling an array of intelligent and useful features. 
Introducing ZKTeco’s cutting edge biometric technology which provides security 
and convenience for your home and office.  

Wireless
Hotel Management

Solution

Key Mifare ZigBee
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TS2000 PRO
LK187-4

TS2000 Waist High Turnstile
Bi-Directional Bridge Drop Arm

• Power : 220VAC
• Enclosure : SUS304
• Dimensions : 1110mm × 980mm × 260mm
+ arm length 500mm

TS2022 PRO
LK187-5

TS2022 Waist High Turnstile
Bi-Directional Bridge Drop Arm

• Fingerprints : 3 000
• Transactions : 100 000
• Authentication : FP / RFID
• External Reader : LK187-9 (built-in)
• Controller : LK187-1 (built-in)
• Power : 220VAC
• Software : ZKAccess 3.5
• Enclosure : SUS304
• Dimensions : 1110mm × 980mm × 260mm
+ arm length 500mm

TS5022A
LK187-6

TS5022A Waist High Turnstile
Bi-Directional Bridge Drop Arm

• Fingerprints : 3 000
• Transactions : 100 000
• Authentication : FP / RFID
• External Reader : LK187-8 (built-in)
• Controller : LK187-1 (built-in)
• Power : 220VAC
• Software : ZKAccess 3.5
• Enclosure : SUS304

SBTL3000
LK481

SBTL3000 Single Lane Swing Barrier

• Power : 220VAC
• Enclosure : SUS304
• Dimensions : 1500mm × 1570mm × 1000mm

FHT2422D
LK212

FHT2422D Full Height Dual Lane Turnstile
- Four Arm SS

• Fingerprints : 3 000
• Transactions : 100 000
• Authentication : FP / RFID
• External Reader : LK187-8 (built-in)
• Controller : LK187-1 (built-in)
• Ingress Protection Rating : IP54
• Power : 220VAC
• Enclosure : SUS304

FHT2422
LK211

FHT2422 Full Height Turnstile
- Four Arm SS

• Fingerprints : 3 000
• Transactions : 100 000
• Authentication : FP / RFID
• External Reader : LK187-8 (built-in)
• Controller : LK187-1 (built-in)
• Ingress Protection Rating : IP54
• Power : 220VAC
• Enclosure : SUS304
• Dimensions : 2220mm × 2018mm × 1397mm

FHT2322
LK187-7

FHT2322 Full Height Turnstile
- Three Arm SS

• Fingerprints : 3 000
• Transactions : 100 000
• Authentication : FP / RFID
• External Reader : LK187-8 (built-in)
• Controller : LK187-1 (built-in)
• Ingress Protection Rating : IP54
• Power : 220VAC
• Enclosure : SUS304
• Dimensions : 2220mm × 2018mm × 1397mm

ENTRANCE CONTROL

Entrance control is the management of people. In
different environments, different types of entrance

control devices are  required. For example, the
Tripod turnstiles and full height turnstiles are installed

in public venues. ZKTeco commits to integrating
biometrics into entrance control to provide more

intelligent management solutions.
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SECURITY & INSPECTION CONTROL

ZKTeco’ s security inspection products offer a dependable and flexible  
intelligence security solution. We built a comprehensive security system to 
protect your entrance security, including People Inspection, Freight Inspection 
and Vehicle Inspection. 

PD-300
BD100-3

PD300 - Walkthrough Metal Detector
- 3 Zone - Portable

• Zones : 3
• Frequency : 4 ~ 8 kHz
• Features : 300 Sensitivity Levels per 
   Zone & Alarm
• Power : 100 - 240 VAC 50/60Hz
   (20 Hour Built-in Battery)
• Dimensions : 2240mm x 1180mm x 810mm

ZK-D3180S (TD)
BD100-5

D3180S (TD) - Walkthrough Metal 
Detector - 18 Zone - Temperature 
Detection

• Zones : 18
• Display : 5.7” LCD
• Temperature Sensor Type : Infrared
• Accuracy : +/- 0.5 °C
• Temperature Range : 30°C ~ 45°C
• Features : 256 Sensitivity Levels per Zone,
   Alarm & People Counter
• Power : 100 - 240 VAC 50/60Hz

BG1000
LK487-1

BG1000 Series Barrier Gates

• Operating Speed : 1.5s
• Boom Arm Length : 3m
• Boom Arm Type : Telescopic straight 
   boom arm
• Ingress Protection Level IP54
• Motor Type 24V brushless DC electric motor
• Output Power 120W
• Rated Current 6A
• Operating Temperature -35°C to 70°C
• Operating Humidity <90%
• Remote Control Distance ≥30m
• Dimension 350mm x 300mm x 1020mm

 

LPRS2000
LK196-5

Hybrid Vehicle Recognition Terminal

• Operating Speed : 1.5s
• Boom Arm Length : 3m
• Boom Arm Type : Telescopic straight 
   boom arm
• Ingress Protection Level IP54
• Motor Type 24V brushless DC electric motor
• Output Power 120W
• Rated Current 6A
• Operating Temperature -35°C to 70°C
• Operating Humidity <90%
• Remote Control Distance ≥30m
• Dimension 350mm x 300mm x 1020mm
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PLOCK 2
LK199

PLOCK2 Automatic Parking Lock

• Operation : Standalone
• Ingress Protection Rating : IP67
• Power : 6VDC
• Includes : Sleeve Bolts, Car Charger,
   2-Button Remote & Keys
• Dimensions : 420mm x 460mm x 460mm

ZKX6550
LK230

X6550 X-Ray Inspection System

• Tunnel Size : 660mm x 510mm
• Tube Voltage : 150 Kv
• Dosage : < 1uGy
• Wire Resolution : 40AWG
• Penetration : 38mm Steel Board
• Film Safety : ASA/ISO 1600
• Monitor : 17” LED
• Weight : 785KG
• Dimensions : 2200mm x 1135mm x 1515

ZK-VSCN 100
LK228

VSCN100 Portable Under Vehicle
Inspection System 30-ton axle capacity

• Vehicle Speed : < 60km/h
• Ingress Protection Rating : IP68
• Communication : TCP/IP
• Weight Capacity : 30 Tons
• Resolution : 2MP
• Storage : 1TB
• Dimensions : 670 x 550mm x 740mm

ZK-VSCN 200
LK229

VSCN200 Permanent Under Vehicle
Inspection System 50-ton axle capacity

• Vehicle Speed : < 60km/h
• Ingress Protection Rating : IP68
• Communication : TCP/IP
• Weight Capacity : 50 Tons
• Resolution : 2MP
• Storage : 1TB
• Dimensions : 1100 x 280mm x 205mm

ZK-D180
BD04-2

D180 Hand Held Metal Detector
- Battery & Charger

• Frequency : 25 kHz
• Features : Low Sensitivity Selector,
   Audio Visual indicator
• Power : 7 - 9 VDC
• Includes : Battery and Charger
• Dimensions : 410mm x 85mm x 45mm 

ZK-D1065S
BD100

D1065S - Walkthrough Metal Detector
- 6 Zone

• Zones : 6
• Display : Monochrome LCD
• Frequency : 4 ~ 8 kHz
• Features : 100 Sensitivity Levels per Zone,
   Alarm & People Counter
• Power : 100 - 240 VAC 50/60Hz
• Dimensions : 2200mm x 800mm x 580mm

ZK-D3180S
BD100-1

D3180S - Walkthrough Metal Detector
- 18 Zone

• Zones : 18
• Display : 5.7” LCD
• Frequency : 4 ~ 8 kHz
• Features : 256 Sensitivity Levels per Zone,
   Alarm & People Counter
• Power : 100 - 240 VAC 50/60Hz
• Dimensions : 2200mm x 800mm x 580mm

ZK-D4330
BD100-2

D4330 - Walkthrough Metal Detector
- 33 Zone

• Zones : 33
• Display : 7” HD LCD
• Frequency : 4 ~ 8 kHz
• Features : 300 Sensitivity Levels per Zone,
   Alarm & People Counter
• Power : 100 - 240 VAC 50/60Hz
• Dimensions : 2200mm x 930mm x 760mm
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X00101002
LK143

Proximity Card - RFID 125 kHz Slimline

• Frequency : 125 kHz
• Features : PVC with Code

X00102002
LK140

Proximity Card - Mifare 1K ISO Slimline

• Frequency : 13.56 MHz
• Tokens : Mifare S50 1K
• Features : PVC with Code

MIFARE CARD S70
LK141

Proximity Card - Mifare 4K - Slimline

• Frequency : 13.56 MHz
• Tokens : Mifare S70 4K
• Features : PVC, Blank

DF01 CARD
LK142-6

Proximity Card - Dual Frequency
- 125 kHz & UHF

• Frequency : 125 kHz & 915 MHz (UHF)
• Features : PVC, Blank
• Operation : For use with all EM and 
   UHF readers

These accessories are essential to complete your access control solution. Whether 
it is a card, a tag or a bracket. Brackets are an ideal solution when it comes to 
cable management as well as protecting your device from the elements. Whether 
it be rain, dust or to shield the sensor from the rays of the sun. All brackets are made 
from metal making them strong and durable.   
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A34010676
LK142

Proximity Tag - 125 kHz - Black

• Frequency : 125 kHz

X00101005
LK142-1

Proximity Tag - 125 kHz - Blue

• Frequency : 125 kHz
• Features : Blue Plastic with Code

IDTAGLEATHER
LK142-7

Proximity Tag - RFID 125 kHz Leather

• Frequency : 125 kHz
• Features : ZKTeco Branded Leather

WINDSCREEN TAG 915MHZ UHF
LK142-3

HIGGS3 Windscreen Tag - UHF

• Frequency : 915 MHz
• Operation : For use with UHF readers

UHF1-TAG2
LK142-4

Sticker - Small

• Frequency : 915 MHz
• Operation : For use with UHF readers

UHF1-TAG1
LK143-3

Proximity Card - UHF Slimline

• Frequency : 915 MHz
• Features : PVC, Blank

SRB
LK179-9

SRB Secure Relay Board

• Display : 2 LED indicator
• Built-in Relay : 1
• Inputs Format : Encrypted Wiegand
• Outputs Contact : Electric lock
• Lock Control Delay : Default 1s
• Power In : 12V DC, 60mA
• Dimension : 50mm x 40mm x 17 mm

INBIO METAL CASE
LK197-9

InBio Package B Steel Enclosure

• Anti-Tamper Housing
• Key Lock
• External LED indicators
• Includes : 12VDC 3Amp ZKTeco 
   Power Supply
• Controller Not Included
• Dimensions : 350mm × 300mm × 90mm

All Green Label products may be subject to licensing
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FR1500RNS
LK172-15

FR1500RNS Rain Shield
for FR1500WP

• Surface Mount
• Operation : For use with LK187-8
• Nail-In anchors not included
• Dimensions : 93mm x 162mm x 110mm

FR1500INDR
LK172-17

FR1500INDR Cable Management Box
for FR1500WP

• Surface Mount
• Operation : For use with LK187-8
• Nail-In anchors not included
• Dimensions : 128mm x 80mm x 35mm

SF100INDR
LK172-16

SF100INDR Cable Management Box
for SF100

• Surface Mount
• Operation : For use with LK169-3
• Nail-In anchors not included
• Dimensions : 89mm x 89mm x 33mm

MA300ENC
LK179-6

MA300ENC Enclosure
for MA300BT

• Surface Mount
• Operation : For use with LK179
• Nail-In anchors not included
• Dimensions : 173mm x 100mm x 68mm

MA300INDR
LK179-5

MA300INDR Cable Management Box
for MA300BT

• Surface Mount
• Operation : For use with LK179
• Nail-In anchors not included

MB600INDR
LK171-3

MB600INDR Cable Management Box
for MB6002

• Surface Mount
• Operation : For use with LK171-2
• Nail-In anchors not included

SPEEDV5INDR
LK188-11

SPEEDV5INDR Cable Management Box
for SpeedFaceV5LP

• Surface Mount
• Operation : For use with LK188-8
• Nail-In anchors not included

PROCAPTURERNS
LK172-14

PROCAPTURERNS Rain Shield
for ProCaptureWP

• Surface Mount
• Operation : For use with LK172-4
• Nail-In anchors not included
• Dimensions : 219mm x 110mm x 102mm

F12INDR
LK172-12

F12INDR Cable Management Box
for F12

• Surface Mount
• Operation : For use with LK187-9
• Nail-In anchors not included
• Dimensions : 141mm x 92mm x 82mm
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F22INDR
LK172-13

F22INDR Cable Management Box
for F22

• Surface Mount
• Operation : For use with LK171 & LK171-1
• Nail-In anchors not included
• Dimensions : 21mm x 130mm x 59mm

PROFACEXRNS
LK188-27

PROFACEXRNS Rain Shield
for ProfaceXP

• Surface Mount
• Operation : For use with LK188-17
• Nail-In anchors not included

F17INDR
LK172-8

F17INDR Cable Management Box
for F16 & F17

• Surface Mount
• Operation : For use with LK172-1 & LK172-2
• Nail-In anchors not included
• Dimensions : 198mm x 77mm x 22mm

F17RNS
LK172-7

F17RNS Rain Shield
for F16 & F17

• Surface Mount
• Operation : For use with LK172-1 & LK172-2
• Nail-In anchors not included
• Dimensions : 200mm x 83mm x 85mm
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DURBAN

NELSPRUIT
JOHANNESBURG

CAPE TOWN

CONTACT US

DURBANNELSPRUIT

JOHANNESBURG CAPE TOWN

9 Electron Street, Linbro Park, Sandton, 
Johannesburg, 2090
+27 87 802 2288

jhbsales@reditron.co.za

Unit 4b, Waterfall Park, 17 Rapid Street
Riverside Industrial, 1223
+27 87 150 5517/8

nelspruit@reditron.co.za

Unit 2, 7 Gold Street, Northgate Estate
Maitland Cape Town, 7442
+27 21 551 5841

cpt@reditron.co.za

35 Intersite Avenue, Block D2, 
Umgeni Business Park
+27 31 263 1515

dbn@reditron.co.za


